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Alpha 374 Condensed specifications: 

 

Tuning modes:  bandpass “no-tune” and manual tuning 

Frequency Range:  80-10M (3.5-30MHZ amateur) + overlap for MARS 

Drive Requirement: 30-40W drive per KW Input 

Input Impedance:  50 Ohms 

Output SWR tolerance: 2:1 

High Voltage:  1400VDC or 2200VDC 

  @ 1KW DC input:  1320V @ 0.75A (CW) or 2150V @ 0.45A (SSB) 

AC Input:    120/240VAC 50/60 Hz 1 PH 

HV Transformer:  Hypersil 

Interfaces:   ALC, key relay, +24VDC aux output 

Other:   HV delay, soft start, pri. And HV interlocks



 

 

 

 

A note from KD5OEI:  

 

This old manual was scanned as a courtesy and is “free on 

the internet”.  

 

No one should be charging for this digital file nor should 

they be bundling it with any other product for sale. What 

value have they added? Where is the work? 

 

Burning a DVD of 100 or 1000 manuals people can otherwise 

find on the internet, and mailing it out via eBay sales is 

not “work” and is not “adding value”. It’s dishonest. 

 

An ethical exception to charging for otherwise free info is 

where value was added such as printing it and selling it in 

physical printed form. Many people would as soon buy a 

paper copy for their own manual collection. 

 

The information content (the copy of the manual represented 

herein) is property of its original owners.  

 

All this said, webmasters and hobbyists are certainly 

welcome to host for free download, print, and use this 

file. That is what it is for. 

 

 

 

 
spay and neuter your friends! 
































































