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new features. The answer to
more-satisfactory all-band op-
eration. It uses a type 53 tube
in the multiplier circuit, a 2A3
or a 45 tube in the buffer stage.
The unit here illustrated consti-
tutes a convenient, sensible all-
band 20-watt c.w. transmitter
with provision for keying either
in the oscillator or buffer stage.
Almost 2 watts of output is se-
cured when multiplying down
from the fundamental frequency
to the 8th harmonic .. . 20 watts
on the fundamental or second
harmonic. A Frank C. Jones
development.
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CONTROLLED
CARRIER
MODULATION

Described by Mr. I. A. Mitch-
ell in the April issue, incor-
porates the following Ham-

marlund Parts:

|—TCD-225-X
2—TC-350-C
2—MC-100-S
2—MC-20-SX
2—APC-100
|—CH-500
2—CH-X
2—SWF-5
6—S-4
3—S-5

3—S-6

To avoid complications in fol- steadiness of signal.
lowing the original design, we |  transmitting condensers.
urge strict adherence to the
component parts recommend-

ed in Mr. Mitchell’s article.

bars.

Heavy aluminum ends, four sturdy duralu-
min posts and Isolantite insulating cross:
Plates are wider spaced than usual
and have rounded edges for greatly in-

Electrical Efficiency plus Brute Strength

OTH frame and plates are “oversize,”
B assuring greater rigidity and absolute
Features usually
associated with only the highest power

creased voltages. Smooth bearings; self-
cleaning contacts.

With a stator of the split-stator model
(illustrated) connected to each side of the
coil, the rotor is at ground potential. This
permits mounting on a metal panel without
insulation and reduces hand capacity.
Single and split-stator models; 18 capacity
ratings. List prices, $5.00 to $18.00.

Get more stations, louder signals and sharper tuning with
these low-priced Hammarlund Coils (illustrated below).
Users say they out-perform any other coils at any price.
“XP-53", the new Hammarlund low-loss dielectric, has no
artificial coloring to cause losses. The forms are ribbed for

New LOW-LOSS COIL SETS and COIL FORMS

air-spacing, have easy-grip flanges and handy “Meter-Index”
inserts for coil ranges. Set of four coils for 15-270 meters
(4 prongs, 2 windings), $3.00. Set of four coils (6 prongs,
3 windings), $3.75. Extra 4 or 6-prong coil for broadcast
band, $1.25 and $1.50 respectively. Coil Forms (4 or §
prongs), 35c each. 6-prong forms 40c each.
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Mail Coupon for New Catalog

HAMMARLUND MANUFACTURING CO,,

424-438 W. 33rd St., New York

[0 Check here for details of new-variable-coupling L.F.
Transformer.

[0 Check here for FREE new General Catalog.

[0 Check here and attach 10c for 16-page Hammarlund
1935 Short-Wave Manual, illustrating and describing
most popular S-W circuits of past year, with ‘sche-
matic and picture diagrams and parts lists.
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