OHM’S LAW
S E-IXR
R=
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CONDENSERS IN
SERIES

Ci X C2
Ci+ Co

'7C TOTAL =

| RESISTANCES IN
. PARALLEL
Ri X R2

Ri+ R2

RroraL =

 BOTTOM VIEWS
OF SOCKETS

4-PRONG SOCKET -

i0-201-A, 45, 210, 30, 31, ETC.

5-PRONG SOCKET
56-46-47-76-21-37.

6-PRONG SOCKET
57-58-6C6-6D6-77-78

Jt:mn Ned-METAL TOP CAP
7-PRONG SOCKET
2A7-6A7
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BY SUBSCRIPTION

ESTABLISHED 1917

SHORT-WAVE AND EXPERIMENTAL

—IN THIS ISSUE-
A "Very Low Wave'

All-Band Regenerative Exciter-Amplifier

Receiver

How to Build High-Voltage Condensers

Antenna Field-Strength Measuring Set

An Improved 5-Meter Superheterodyne

Part II-Class B Audio Considerations

120 Watt C.W. Trans-
mitter using three Type
'10 Tubes in the final
amplifier. All-band op-
eration is secured by
means of the Jones Re-
generative Exciter. The
low cost of the tubes
and power supply for
this transmitter will be
welcomed by the ama-
teur who wants more
power output from a
small fransmitter.

FEATURE ARTICLES BY ...
FRANK LESTER -
RALPH O. GORDON -

FRANK C. JONES -
J. N. A, HAWKINS -

COL. C. FOSTER
I. A. MITCHELL



Announcing the

NEW V-CUT CRYSTAL

Tyvpe TMV-135-4. Amateurs’ net
prices,f.o.b.factory,V-cut Crystal and
Holder, g12.00; Holder alone, g2.50

to give a new degree of frequency stability
to amateur stations

RCA is proud to introduce the new V-cut Crystal for amateur use.
This entirely new cut, developed by RCA, has a temperature co-
efficient of only 2 cycles or less per million per degree centrigrade
at normal temperatures. V-cut Crystals therefore bring a new h'igh
degree of frequency stability to amateur stations. In addition to
the remarkably low temperature coeflicient, the new crystals possess
the other outstanding advantages of high activity, ruggedness,
freedom from spurious oscillations and frequency jumps, and a
calibrated accuracy of o0.005%.

In order to make the ullest use of the V-cut Crystal’s advan-
tages, a special air-gap pressure-type ceramic crystal holder has
been developed. This holder may be had separately, if desired,
as it may be used to great advantage with other crystals.

RCA V-cut Crystals for the 3.5-to-4.0-megacycle band are now
available, within plus or minus 5 kilocycles of the desired fre-
quency, or choice from stock. See your authorized sales outlet for
your requirements. A descriptive folder is available on request to:

AMATEUR RADIO SECTION

—~RCA VICTOR DIVISION

“RCA Manufacturmg Compariy, e

Camden ’ ’ ’ ’ New Jersey

o
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