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r26A7-GT

TWIN A-F BEAM POWER AMPLIFIER
GENERAL DATA

Electrical:

Heater for Coated Unipotential Cathode:
Voltage . . . . . .. .. 26.5 ., .. .. a-c or d-c volts
Current . . . . . .. .. 0.6 . .. ... .. ... amp.

Direct Interelectrode Capacitances- Each Unit (Approx.):°
Grid toPlate . . . . .. 1.2 .. . .. ... .. ppf
fnput . . . . . ... .. % ... ... ... wf
Qutput., . . . ... ... 12 . ... ... e . ppf

Physical:

Mounting Position , , . & v v v v v v v v v v v v e e An
Maximum Overall Length, . . . . . . . . . . . . .. 3-13/16"
Maximum Seated Length , . . . . . . . .. ... .. 3-1/4"
Max imum Diameter, ., , . . e e e e e e e e e 1-5/16"
Bulb, . . . . e e e e e e e e e e e e e e e e e T-9
Base., . . . . . . . v v . . . Intermediate Shell Octal 8-Pin

Basing Designation for BOTTOM VIEW, . . . . . . . .. 88U
"Pin 1-Grid of Pin 4 —Plate of

Unit No.1 Unit No.2
Pin 2 -Cathode, Pin 5~ Screen

Suppressor of Units
of Units No.1 & No.2
No.1l & No.2 Pin 6 —Heater

Pin 3 -Grid of Pin 7 —Heater
Unit No.2 Pin 8 ~Plate of

Unit No.1

CLASS Aq AMPLIFIER — Each Unit

Maximum Ratings, Design-Center Values:

PLATE VOLTAGE., . . . . . . . . .. . .. 50 max. volts
SCREEN VOLTAGE . . . . . . . . . . ... 50 max. volts
PLATE DISSIPATION. . . . . . . . . . . 2 max. watts
SCREEN DISSIPATION ., . . . . . . . . .. 0.5 max. watt
D~C HEATER-CATHODE POTENTIAL . . . . . 90 max. volts
Typical Operation:

Plate Voltage . . . . . . .. . . . . . 26.5 . volts
Screen Voltage e e e e e e e e e e e 26.5 . volts
Grid VoltageTM. . . . . . « . . . . . .. -4,5 . volts
Peak A-F Grid Voltage. . . . . . . . .. 4.5 . volts
Zero-Signal Plate Current. . . . . . .. 20 ma.
Max.-Signal Plate Current. . . . . . . . 20.5 ma.

Zero-Signal Screen Current . . . . . . . 2 ma.
Max.-Signal Screen Current ., . . . . . . 55 . . . ma.
Plate Resistance . . . . v « v v v o« o . 2500 approx. ohms

| Transconductance ., . . . . . ... ... 5500 umhos
Load Resistance. . . . . . . . . . e e 1500 ohms
Total Harmonic Distortion., . . . . . . . 7 .. .. %
Max.-Signal Power Qutput ., . . . ., . .. 200 mw

'*,°: See next page.
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26A7-GT

TWIN A-F BEAM POWER AMPLIFIER
(~ontinued from preceding page)

PUSH-PULL CLASS ABy AMPLIFIER - Both Units

Maximum Ratings, Design-Center Values:

PLATE VOLTAGE . . . . . . . . . . ... 50 max. volts
SCREEN VOLTAGE. . . e e e e 50 max. volts
PLATE DISSIPATION (DFF Un't) . e e e 2 inax. watts
SCREEN DISSIPATION (per unlt) L. 0.5 max. watt
0—C HEATER-CATHODE POTENTIAL., . . . . . 90 max. volts

Typical Operation — Both Units:

Plate Voltage . . . . . . .. .. ... 26,5 . . . volts
Screen Voltage e e e e e e e e e 26.5 . . . volts
Grid Voltage* , . e e -7 . . . volts
Peak A~F Gr|d~t0—Gr|d Vo1ta3@ e e 14 ., . . volts
Zero-3ignal Plate Current , , . . . . . 19 . . . ma.
Max.-3ignal Plate Current , , ., . ., . . 30 ... ma.
Zero-Signal Screen Current, ., . . . . . 2 approx. ma,
Max.~Signal Screen Current, ., . . 8.5 approx. ma.
Effective Load Resistance (p1ate~to-

platel, , . . e e e e e 2500 . . . ohms
Total Harmonic Distortion e e e e e S ... %
Max.-Signal Power Output., . . . . . . . 50 . . .. mw

% With no external shield.
* Under maximum rated condstuons thed-c resistance in each grid circuit

may be as high as 0.5 megohm w1thcathode bias and 0,1 megohm with fixed
bias. when the plate voltage and the screen voltage do not exceed a
maximum design value of 26.5 volts, the d-c resistance in the grid
circuit may be as high as 0.5 megohm with grid-resistor bias.
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S1T0A 
31ivd

1

Hnwuwr 
11 

___ L
‘

-
-

: BREE

H 0

W
 

©
 

s=m
IotE 

5

-a
r

>

o
 

b

<1 
E

 
%oh @WH

H
"

0T
v

|

LqaE 
> 

3
rwH+ 

«

M
 e 

M -

H+ 
T-

Qo
o

N (ICZ) MILLIAMPERES

o
<

o
O

PLATE (I,)OR SCREE

o
@©

92CM-6509RCA VICTOR DIVISION
RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY

1945MAR. 23,



S170
A

31v
id

9
0s

o
Ot

oil

T

1
-

1T1

-

ftantea

an»

92CM-6510

-O'~ @
A

ON
2]=-g1 4Ll—U<1d<IOJ-<

zoTOW4zo0waoTMT1p

26.5

RCA VICTOR DIVISION

+

PLATE MILLIAMPERES

RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY

-t

GRID Ne2 CONNECTED TO PLATE

AEEENEN AN S NS CENSS NGRS EAEEE NN NS ANSEE EEENE NN}
IEN AN AN SESSEINANASHASSEENNEEEEEN ENGNESEEER AN+++ LIS A 4 2 LA 200 B S0 S B B ot B M S B B

HEATER VOLTS

MAR. 24, 1945

ann

[t

-



a—

26A7-GT
OPERATION CHARACTERISTICS

PUSH-PULL CIRCUIT
..1 IR EEE

- HEATER VOLTS = 26.5

TYPE TYPE
26A7-Gf

- +
A—0 26.5 V.0

C|,Cq=0.01 pf Ty = INTERSTAGE COUPLING
C2=0.002 pf TRANSFORMER:

C3=1.0 puf TURNS RATIO (PRIMARY
Ri= 2.2 MEGOHMS TO I/2 SECONDARY) = 3:|

V= e H T2= OUTPUT TRANSFORMER:
R2,R3=100 OHMS PLATE-TO-PLATE LOAD,
R4 = 0.2 MEGOHM 2000 OHMS
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