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Medium-Mu Twin Triode
a 9-PIN MINIATURE TYPE

GENERAL DATA

Electrical:

Heater Characteristics and Ratings (Design-Center Values):
Voltage {AC or DC}. . . . . . . . . . . 6.3 + 0.6 volts

g Current at heater volts = 6.3 . . . . . 0.300 amp
Peak heater-cathode voltage (Each unit):

Heater negative with
respect to cathode. . . . . . . . . 60 max. volts

Heater positive with
respect to cathode. . . . R 120 max. volts

Direct Interelectrode CapaC\tanCes a

— Unit No.1 Unit No.z2

Grid to plate . . . . . . . .. 1.4 1.4 i
Grid to cathode, internal

shield, and heater. . . . . . 3.1 3.1 uuf
Plate to cathode, internal

shield, and heater. . . . . . 1.75 1.65 mi
Heater to cathode . . . . . . . 2.6 2.7 e f

Characteristics, Class A{ Amplifier (Each Unit):b
Plate Supply Voltage. . . . . . . . . . . 100 90 volts
Grid Supply Voltage . . . . . . . . . . . 9 0 wvolts
Cathode Resistor. . . . . . . . . . . .. 680 120 obms
Amplification Factor. . . . . . . . . .. 33 -
Transconductance. . . . . . . . . . . . . 12500 11500 umhos
Plate Current . . . . . . . . . . . . .. 15 12 ma

Mechanical:
Operating Position. . . . . . . . . . . . . . Any
Type of Cathodes. . . e e e e Coated Un|potent|a]
Maximum Overall Length 1 LN

> Maximum Seated Length . . . . L1 15/16"
Length, Base Seat toBulb Top (Exc udlng t:p) 1o 9/16" + 3/32"
Diameter. . . . . . . . 0.750" to 0.875"
Dimensional Out]|ne . e v 4« e+« v <« . . See General Section
Bulb. . . . . . .. .. .T6-1/2
Base. . . .. Smal] Button Nova] 9 Pin (JEDEC No.E9-1)

‘Basing De5|gnat|on for BOTTOM VIEW. . . . . . . . . . . 9AJ

ah Pin 1 -Plate of Pin 6 - Plate of
Unit No.2 Unit No.1

Pin 2-Grid of Pin 7-Grid of
Unit No.2 Unit No.1

Pin 3 —Cathode of Pin 8 ~Cathode of
Unit No.2 Unit No.1

Pin 4 —Heater Pin 9 - Internal
. Pin 5-Heater Shield
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