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6J4
U-H-F AMPLIFIER TRIODE

GROUNDED-GRID, MINIATURE TYPE
For use at frequencies up to foo Mc. approx.

Heater : Coated Unipotential Cathode
Voltage 6.3 a-c or d-c volts
Current 0.4 amp .,

Direct Interelectrode Capacitances {Approx.):°
Plate to Cathode & Heater 0.24 max. puf
Grid to Cathode & Heater 5.5 ppf
Grid to Plate 4 uuf-
Heater to Cathode 2.8 uuf

Maximum Overall Length 2-1/8"
Maximum Seated Height 1-7/8"
Length from Base Seat _ '

to Bulb Top (excluding tip) : 1-1/2" & 3/32"
Maximum Diameter . 3/4"
Bulb T-5-1/2"
Base4 Miniature Button 7-Pin

Pin 1-Grid Pin 5-Grid
Pin 2~ Cathode Pin 6 -Grid
Pin 3-Heater Pin 7-Plate
Pin 4 —-Heater.

RCA Socket Stock No.9914
Mounting Position Any

BOTTOM VIEW (78Q)

Naximum Ratings Are Design-Center Values

GROUNDED-GRID AMPLIFIER

Plate Voltage , 150 max. volts
Plate Dissipation 2.25 max. watts
Plate Current 20 max. ma.
D-C Heater-Cathode Potential 90 max. voits
Typical Operation and Characteristics—-Class 4, Amplifier:

Plate Voltage 100 150 volts
Cathode-Bias Resistor® ~

; (Suitably by-passed) 100 100 ohms
Amplification Factor 55 55
Plate Resistance 5000 4500 ohms
Transconductance 11000 12000 wrhos
Plate Current 10 15 ma.

O With close-fitting shield connected to grid.
The 6J4 should always be used witha cathode-bias resistor suitably by-
passed. The d-c resistance in the grid circuit under maximum rated con-
ditions should be limited to 0.25 megohm,

‘!’he center hole in sockets designed for this base
provides for the possibility that this tude type
nagy be manufactured with the exhaust tube tidp at
the base end. For this reason, it is recommended
that in equipment employing this tube type, no
material be permitted toobstruct the socket hole.
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