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BEAM POWER TUBE
For high-fidelity audio-amplifier applications

GENERAL DATA
Electrical:
Heater, for Unipotential Cathode:

Voltage . . . . . . . .. 6.3 « . 4 0 ... ac or dc volts
Current « . . . . . . .. 0.9 ¢« &« v v v v h e e e amp

Direct Interelectrode Capacitances:©®
Grid No.l1 to plate. . . . . . . . . .. 1.5 upuf
Grid No.l to cathode & grid No.3,

grid No.2, and heater . . . . . . . . 10 et
Plate to cathode & grid No.3,

grid No.2, and heater. . . . . . . .. 7.5 e f

Characteristics, Class A Amplifier:

Plate Voltage « « v« v v v v ¢ v v v o & 250 volts
Grid-No.2 (Screen-Grid) Voltage . . . . . 250 volts
Grid—No.l1 (Control-Grid) Voltage. . . . . -14 volts
Plate Resistance (Approx.). . . . . . . . 22500 ohms
Transconductance. . « . « « + &« . . . 6000 umhos
Plate Current « . + v v v ¢« ¢ v v v o o« & 72 ma
Grid-No.2 Current . . . . « ¢« + « ¢« .« . 5 ma

Mechanical:
Operating Position. « . &« ¢« v v v v v & o v v o v v o & Any
Maximum Overall Length. . . . . . « . . o o v o o o .. 4.62"
Maximum Seated length . . . . . . . . e e e s e e e e 4,086"
Maximum Diameter. . . . ¢ v & ¢ v v 4 v e w0 e e . 1.63"
BUlb. v v v e e e e e e e e e e e e e e e e e e e e e T12
Base. « v v 4 4 4 i e e e e e e e Small-Wafer Octal 8-Pin

with Sleeve (JETEC No.B8-191)
Basing Designation for BOTTOM VIEW. . . . . . e« . .. BHY

Pin 1~Grid No.2
Pin 2 —Heater
Pin 3~ Plate
Pin 4 -Grid No.2
Pin 5-Grid No.1

Pin 6 ~Grid No.l
Pin 7 -Heater
Pin 8 —Cathode,

Grid No.3

PUSH-PULL AF POWER AMPLIFIER — Class AB

Maximum Ratings, Design-Center Values:

PLATE VOLTAGE « « ¢ ¢ ¢ o & o o & = & o & 450 max. volts
GRID-No.2 (SCREEN-GRID) VOLTAGE . . . . . 400 max. volts
CATHODE CURRENT:

Peake « ¢ ¢ ¢ & ¢ o o ¢ o s o e o o o o 400 max. ma
DCe v e e i e e e e e e e e e e e e e 110 max. ma

GRID-NO.2 INPUT &+ &« & v ¢ & ¢ o o o « o « 3.5 max. watts
PLATE DISSIPATION + & & & &« ¢ ¢ ¢ o o o & 25 max. watts

0. see next page.
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