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Half-Wave Vacuum Rectifie_r
ELECTRICAL

Bogey Values
Filament (Coated) Voltage, ACorDC . . . . . . . . . 1.25 ¥
Filament Current . . . . . . . . . v . v v v v v .. 0.2 A
Direct Interelectrode Capacitance (Approx.)
Without external shield

Plate to filament. v v v v v 4o 4 4 4 o o o o « o « 1.6 pF

MECHAN [ CAL
Operating Position . . . . . . . . . .. . ... .. ... Any
Type of Cathode. . . . . . . . . . .. . « . .Coated Filament
Maximum Overall Length . . . . . . . .. ... . 3.125 in
Seated Length. . . . . . . . ... « + o . 2.500 to 2.750 in
Diameter . . . . . . . . ... .. e « ¢« .« 1.062 to 1.188 in
Dimensional Outline (JEDEC No.9-98). . . .See General Section
Envelope &« & v v v v v e e e e e e e e e e e e e JEDEC T9
Caps (Alternates)

Small (JEDEC No.Cl-1)
Small with Tubular Support (JEDEC No.Cl1-34)

Base . . . . . Small-Button Duodecar 12-Pin (JEDEC No.EI2-70)
TERMINAL DIAGRAM (Bottom View)

Pin 1-Filament, Internal Shield
Pin 2-Do Not Use?
Pin 3-Do Not Use?
Pin 4 -~ See Note
Pin 5-Do Not Use?
Pin 6 —Same as Pin 1
Pin 7-Do Not Use?
Pin 8-Do Not Use
Pin 9-Do Not Use?
Pin 10 — See Note
Pin 11 - Do Not Use@
Pin 12-Filament 126GV

Cap —Plate Note: May be used only under condi tions
specified in Operating Considerations.

PULSED-RECTIFIER SERVICE
Design-Maximum Ratings

For operation in a 525-line, 30-frame systenm

Inverse Plate Voltage
Total dcand peak®. « v v v v v v v v h e e .. . 26000
Dl i vt e et e e e e e e e e e e e e e . . 22000

Peak Plate Current . . . . . . . . . . « v . . . . 50
Average Plate Current. . . . . . . . . v . . . .. 0.5
Filament Voltage, ACor DC . . . . . . . . . 1.05 to 1.4

Characteristics, Instantaneous Value
Tube Voltage Drop for platemA =7 . . . . . . . . 225
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& Socket terminals 2, 3, 5,7, 8, 9, and 11 should not be used as tie points.
This ratingis applicable when the duration of the voltag;spulse does not
exceed 15 ger cent of one horizontal scanningcycle. Ina line 30-

1system,
frame

per cent of one horizontal scanning cycleis 10 microseconds.
<—Indicates a change.
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