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Half-Wave Vacuum Rectifier
Electrical:
Heater Characteristics and Ratings:

Voltage (AC or DC). . . . . . . . . . . . .2.5:0.4 volts
Current at heater volts = 2.5, . . . . . . 0.330 amp

Direct Interelectrode Capacitance {Approx.):2
Pto (K+ IS+ H) . . .. . ... .. ... 1.4 pf

Mechanical:
Operating Position. . . . . . . . . . .. . Any
Type of Cathode . . . . . . . . . . . .. Coated Un|potent|a1
Maximum Overall Length. . . . . . . . . . . .. 3.625"
Seated Length . . . . . . . .. .. ... 3 000" to 3.250"
Diameter. . . . . . . . . . . . . . . ... 1.062" to 1.188"
Bulb. . . . . . . . ... . .19
Cap . v v . v . . .. -Small (JEDEC No.Cl- 1) or

Small With Tubular Support (JEDEC No.C1-34)
Base. . . . . .Small-Button Duodecar 12-Pin (JEDEC No.E12-70)

Basing Designation for BOTTOM VIEW. . . . . . . . . . 12EW

Pin 1 -Heater, Cathode,
Internal Shield

Pin 2 -Same as Pin 1 HK,IS LC
Pin 3 -Do Not Useb
Pin 4 —See WNote
Pin 5-Do Not UseP
Pin 6 -Same as Pin 1
Pin 7 —See Note
Pin 8-Do Not Useb
Pin 9 -Same as Pin 1
Pin 10 —See Note
Pin 11 —Do Not Useb
Pin 12 —Heater

Cap ~Plate

NOTE: May beused onlyunder conditions
specified in Operating Considerations.

PULSED-RECTIFIER SERVICE
Maximum Ratings, Design-Maximum Values:

cFor operation in a 525-line, 30-frame system

Inverse Plate Voltage
Total dc and peak e e e e e 30000 max. wvolts
oC. . . e e e e e e 24000 max. volts

Peak P]ate Current e e e e e e e 80 max. volts
Average Plate Current . . . . . . . . . . 1.5 max. volts

Characteristics, Instantaneous Value:
Tube Voltage Drop for plate ma. = 7 . . . 100 volts

8 without external shield.
Socket terminals 3, 5, 8, and 11 should not be used as tie points.
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