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Half-Wave Vacuum Rectifier
Useful inHigh-Voltage, Low-Current Applications such as

Pulse-Operated, Focus-Rectifier Circuits in Color TV Receivers

ELECTRICAL

Filament Characteristics and Ratings
Voltage (AC). « . « . . . . . . . . . ... }1.80 + 0.27 v
Current at 1.80 V . . . . . . . . .. ... 0.225 A=

Direct Interelectrode Capacitance (Approx.)?
Plate to filament . . . . . . . . . . . .. 0.8 pF -

MECHAN I CAL
Operating Position. . . . . . . . . . . ... ... ... Any
Type of Cathode . . . . . . . . . .. . . . . Coated Filament
Maximum Overall Length. . . . . . . . . .. .. .. 2-3/16 in
Maximum Seated Length . . . . . . . .« . I-15/16 in
Length, Base Seat toBuIb'Top(Excludlng tlp) . 1-9/16 +3/32 in
Diameter. . . . . . . . . . . ... .. .. 0.750 to 0.875 in
Dimensional Outline . . . . . . . . . . . See General Section
Bulb. « . . . . ou ... e e e e e e T6-1/2
Socket. . . . . . . .. .. . See Operatlng Considerations
Base. . . . . . ... Small-Button Noval 9-Pin (JEDEC No.E3-1)
Basing Designation for BOTTOM VIEW. . . . . . . . . . . .9U

Pin 1-Plate
Pin 2 - Do Not Useb
Pin 3 - Do Not Useb
Pin 4 -Filament
Pin 5~ Filament

Pin 6 — Do Not Useb
Pin 7- Do Not Useb
Pin 8 - Do Not Useb
Pin 9-Plate

HALF-WAVE PULSED RECTIFIER
Design-Maximum Ratings

Except as Noted
For Operation in a 525-line, 30-frame system®

Inverse Plate Voltage
Peak (Absolute-maximum value)d. . . . . . . . .. 8250 vV
DC. v v o e e e e e e e e e e e 7000 v

Plate Current
Peak. « v v v v o o e e e e e s 50 mA -
Average « . v . o o v 0w e e e e e e e 0.6 mA

Characteristics, Instantaneous Value
Tube Voltage Drop for plate mA = 1. . . . . . . .. 20 V-

<= Indicates a change.
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