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Half-Wave Vacuum Rectifier
9-PIN MINIATURE TYPE

For High-Voltage Rectifier Service in Transistorized TV Receivers

ELECTRICAL
Heater Characteristics and Ratings

Voltage (AC) . . v v v v v . . v e+ v .. 2,30 £0.30 vV
Current at 2.30 \/ . . 0.300 A

Direct InterelectrodeCapacntance(Approx )
Without external shield
PtoK+ IS+ H v v v v v v v v v v v I.0 pf

MECHANICAL
Operating Position . . . . . . e e e e . . Any
Type of Cathode . . . . . . . e e e Coated Unlpotentlal
Maximum Overall Length . . . . . . . . .. . . . . 2-27/32 in
Seated Length. . . . . . . s s e v s s . 2=7]/16 £ 1/8 in
Diameter . . . . . . . . . v . v v v v v 0.750 to 0.875 in
Dimensional Outline {JEDEC No 6-7) . . . See General Section
Bulb . . . . . . .. ... . . T6-1/2
Cap. . . . . . . . Skirted Miniature (JEDEC No.Cl1-2 or C1-33
Base . . . . Small-Button Noval 9-Pin (JEDEC No.E9~1
Basing Deslgnatlon for BOTTOM VIEW . . . . . .« + + . O9RT

Pin 1 -Heater, Cathode,
Internal Shield

Pin 2 -~Heater
Pin 3-Do Not Use
Pin 4 -Same as Pin 1
Pin 5—-Heater
Pin 6 ~Same as Pin 1
Pin 7 -Do Not Use
Pin 8 -Heater
Pin 9 -Same as Pin 1
Cap - Plate

PULSED-RECTIFIER SERVICE
For operation in a 525-line, 30-frame system

Maximum Ratings, Design-Maximum Values

Peak lnverse Plate Voltage® . . . . . « « « . . . 20000 'V
Peak Plate Current . . . . . . . . . . . .. . .. 80 mA
Average Plate Current. . . . . . . . . . .. . .. 1.0 mA

Characteristic, Instantaneous Value

Tube Voltage Drop for platemA=7 . . . . . . . .. 80 v

2 This rating is applicable where the duration of the voltage pulse does
not exceed 15 per cent of one horizontal scanning cycle. In a 525-line,
30-frame system, 15 per cent of one horizontal scanning cycleis 10 micro-
seconds.
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