
’ 3A2
. HALF-WAVE VACUUM RECTIFIER

— 9-PIN MINIATURE TYPE

GENERAL DATA

Electrical:
Heater, for Unipotential Cathode:

Voltage e e s e s s s e 3.15 . 4. e e .. ac volts
Current o« o« o « o o o oo 0.22 4« 4 4 ¢ ¢ o o o o s s o amMp

Direct Interelectrode Capacitance (Approx.):
Plate to heater, cathcde, and

internal shield « v v ¢ v ¢« ¢« ¢« o « « « « 1.0 uuf

Mechanical:
Mounting Position . . . e« s o o Any

IMaximum Overall Length « ¢« o & v o ¢ & o s o o o o 2-13/16"
Seated Length v v v v v v ¢ o o o o o 0 o o o o 2-7/16"+1/8"

IMaximum Diameter o « o « o o o o o o o o o o s o o o o /8"
Bulb & v ¢ ¢ ¢ ¢« ¢ o o e s o o T-6~1/2
Cap v o o o o« + o = . Sknrted Mlnnature (JETEC No.C1-33)
Base . . . . Smal1 -Button Noval 9-Pin (JETEC No.E9-1)

Basing Desxgnatton for BOTTOM VIEW + v ¢ « o » + « o « 90T
Pin 1 —Heater, Pin 6 - Heater,

Cathode, Cathode,
Int. Shield [nt. Shield

Pin 2 - Heater Pin 7~ No
Pin 3-No Connection-

Connection- Do Not Use
Do Not Use Pin 8 — Heater

Pin 4 - Heater, Pin 9 —Heater,
Cathode, Cathode,
int. Shield Int. Shield

Pin 5 - Heater

PULSED-RECTIFIER SERVICE

Maximum Ratings, Design-Center Values:
For operation in a 525-line, 30-frame systemTM~

. . 18000 max. voltsPEAK INVERSE PLATE VOLTAGE .« « + « « .
PEAK PLATE CURRENT ¢ ¢ 4 o ¢ & o o o o o« 80 max, ma
AVERAGE PLATE CURRENT . & « v ¢ « « « o « o 1.5 max, ma

. With no external shield.
f** As described in "Standards of Good Engineering Practice Concerning

Television Stations", Federal Communications Commission.

OPERATING NOTES

Neasurement of Heater Voltage. To measure the heater
voltage when the heater is at a high dc potential with
respect to ground, it is recommended that a voltmeter of
the thermocouple type calibrated in rms volts be used.
The meter and its leads must be insulated to withstand
the dc output voltage. In some circuit designs, par-
ticularly in voltage-multiplier circuits where the heater
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