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Half-Wave Vacuum Rectifier
For High-Voltage Rectifier Circuits in
Color and Black~-and-White TV Receivers

Electrical:
Min. Av. Max.

Heater Characteristics and Ratings:
Voltage (AC or DC). . . . . . . . 2.65 3.15 3.65 volts
Current at heater volts = 3.15. . - 0.220 - amp

Direct Interelectrode Capacitance (Approx.}:
Without external shield
Pto (K+IS+H) . . . . . . ... - 1.5 - pf

Mechanical: -
Operating Position. . . . . . . . . . . . .« . Any
Type of Cathode . . . . . . . . . . . .. Coated Un|potent|a1
Maximum Qverall Length. . . . . . . . . . .. 4-1/16"
Seated Length . . . . . . . . .. ... .. 3—5/16” t 3/16"
Maximum Diameter. . . . . . . . . . . .. ... 1-9/32
Dimensional Qutline (JEDEC No.9—51) ... See General Section
Bulb. . . . . . . . .. . . . .T9
Cap . v« v v . . ... .. Sma11 (JEDEC No Cl— ) or

SmaH WIth Tubu]ar Support (JEDEC No.Cl1-34)
Bases (Alternates):

Intermediate-Shell Octal:
6-Pin, Arrangement 1 (JEDEC Group 1, No.B6-8)

Short Intermediate Shell Octal with External Barriers:
6-Pin, Arrangement 1 (JEDEC Group 1, No.B6- 60)

Basing Des;gnat|on for BOTTOM VIEW, . . . 8EZ

Pin 1-Do Not Use
Pin 2- Heater
Pin 3- Do Not Use
Pin 5- Do Not Use
Pin 7 - Heater, Cathode,

fnternal Shield
Pin 8- Do Not Use H,K

Cap - Plate IS

PULSED-RECTIFIER SERVICE

Maximum Ratings, Destgn-Maximum Values: -

For operation in asz25-line, go-frame system

Peak Inverse Plate Voltage® . . . . . . . . . . 30000 volts
Peak Plate Current. . . . . . . . . . . . . .. 88 ma
Average Plate Current . . . . . . . . . . . .. 1.7 ma

q1nis rating is applicable when the durationof the voltage pulse does not
exceed 15 per cent of one horizontal scanning cycle. In a 525-1ine, 30-
frame system, 15 per cent of one horizontal scanning cycle is 10 microseconds.

- [ndicates a change.
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