
3CA3

Half-Wave Vacuum Rectifier
For High-Voltage Rectifier Circuits in TV Receivers

ELECTRICAL
Heater Characteristics and Ratings

Voltage {AC}) . . . . . . . e e e e e e 3.60 + 0.54 v
Current at 3.60 V. . . . . . 0.225 A

Direct Interelectrode Capacntance (Approx )
Without external shield
Pto(H+K=+ 1S, ..... e e e e 1.6 pF

MECHANICAL

Mounting Position. . . . . . . . . . .. « + .Any
Type of Cathode. . . . . . . . . . . .. COated Unlpotentlal
Maximum Overall Length . . . . . . . . . . o U-1/16 in
Seated Length. . . . . . . . .. . . ... ‘3 /8 to 3-1/2 in
Maximum Diameter . . . . . . . . . . . .« .« .. .. 1-9/32in
Bulb . . . . . . .. 719
Cap. . . . . .small with Tubular Support (JEDEC No.Cl- 34)
Base (Alternates)

Intermediate Shell Octal:
6-Pin, Arrangement 1 (JEDEC Group 1, No.B6-8)

Short Intermediate-Shell Octal with External Barriers:
6-Pin, Arrangement 1 (JEDEC Group 1, No.B6-60)

Basing Designation for BOTTOM VIEW . . . . . . . . . . . .BMH -

Pin 1 -See Note
Pin 2-—-Heater Cathode,
Pin 3~See Note Internal
Pin 5-See Note Dk Shield

IS Pin 8—-See Note

Pin 7 —Heater,

Note: May beused only under conditions
specified in Operating Considerations

PULSED-RECTIFIER SERVICE

For operation in a 525-line; 30-frame systenm

Design-Maximum Ratings

Peak Inverse Plate Voltage . . . . . . . . . . . . .30000 V
Peak Plate Current . . . . . « v + ¢« « « v « + « « . 100 mA
Average Plate Current. . . . . . . . . v« v o 2 mA

a

Characteristic, Instantaneous Value

Tube Voltage Drop for plate mA = 1. . . . . . . . . 100 V

a As described in "Standards of Good Engineering Practice Concernlnngele-
vision Broadcast Stations," Federal Communications Commission he duty
cycle of the voltage pulse must not exceed 15 per cent of one scanning
cycle.

< ]Indicates a change.
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