
_3¢z3
Half-Wave Vacuum Rectifier

ELECTRICAL CHARACTERISTICS - Bogey Values
Heater Voltage, ac . ..... .. Eh 3.15 \Y
Heater Current at Eh:3.15 V.. Ih 0.48 A
Warm-up Time . . . ... ..... Th 4 ]
Direct Interelectrode Capacitance:q
Pto(K+IS+H).......

Instantaneous Tube Voltage Drop
for Instantaneous Plate Current
(lb) = 7 mA ........... eb 60 V

MECHANICAL CHARACTERISTICS
Maximum Overall Length . . . ... ... 4.312 in (109.52 mm)
Maximum Seated Length . ... ... .. 3.750 in (95.25 mm)
Maximum Diameter . . .. ... .. .... 1.188 in (30.17 mm)
Envelope . ... ... ..., s aeaa JEDEC T9
Top Cap .. ..........Small embossed (JEDEC C1-48)
Base:

Ultra-Short Small-Wafer with External Barriers:
6-pin (JEDEC No. B6-253)

Terminal-Connections Designation . . . . .. . . JEDEC 8EZ
Type of Cathode . . . . ... ... vo... Coated Unipotential
Operating Position . . . v v v v v it i vt it e et e eeee Any

MAXIMUM RATINGS — Design-Maximum Valves?
For operation as a pulsed rectifier tube in a

525-line, 30-frame system

Inverse Plate Voltage:©
Total DC and Peak . . ..... ~€bm 38,000 \%
DC ..ttt it i e, Eb(av) 30,000 - A%

Plate Current:

Peak . . ............ ib 110 mA
Average ... v v v v v vu Ib(av) 2.2 mA

Heater Voltage . ... .. . Eh 2.65to0 3.65 V

9 Measured without external shield in accordance with the
current issue of EIA Standard RS-191.

As defined in the current issue of EIA Standard RS-239.
c

This rating is applicable when the duration of the voltage
pulse does not exceed 15% of one horizontal scanning cy-
cle. In a 525-line, 30-frame system, 15% of one horizontal
scanning cycle is 10 us.
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