
4HT6

Sharp-Cutoff Pentode
9-PIN MINIATURE TYPE

GENERAL DATA
Electrical:

Heater Characteristics and Ratings:
Current. . . . . . . . . . . . .. .. 0.4504£0.030 amp
Voltage (AC or DC) at heater

amperes=0.450 . . . . . . . . . .. 4.2 volts
Warm-up time (Average) . . . . . . . . 11 sec
Peak heater—cathode voltage:

Heater negative with
respect to cathode . . . . . . . . 200 max. volts

Heater positive with
respect to cathode . . . . c . 200 max. volts

Direct {nterelectrode CapaCItances

Without With
External External

Shield Shield 2

Grid No.l to plate . . . . . . . . 0.031 0.024 pf
Grid No.1 to cathode, grid No.3 &

internal shield, grid No.2,
and heater . . . . .. .. . .. 8.7 8.7 pf

Plate to cathode, grid No.3 &
internal Sh|e1d gr|d No.2,
and heater . . . . . . 2.15 3.0 pf

Characteristics, Class A, Amplifier:

Plate Supply Voltage . . . . . . .. 125 volts
Grid No.3 (Suppressor Grid). . Connecfed to cathode at socket
Grid-No.2 Supply Voltage . . . . . . . .. 125 volts
Cathode Resistor . . . . . . . . . . . .. 56 ohms
Plate Resistance {Approx.) . . . . . . . . 0.143 megohm
Transconductance . . . . . . . . . . .. . 14000 wmnhos
Plate Current. . . . . . . . . . . « . .. 15 ma
Grid-No.2 Current. . . e e e e e e e 4 ma
Grid-No.1 Voltage (Approx ) for

transconductance (umhos) =100 . . . . . =—4.5 volts
Grid-No.1 Voltage (Approx.) for -

transconductance {(umhos) =300 . . . . . =3.5 volts

Mechanical:

Operating Position . . . . . . . . . .. . . Any
Type of Cathode. . . . . . . . . . . .. Coated Unlpotent|a1
Maximum Overall length . . . . . . . . . . . .. .. 2-3/16"
Maximum Seated Length. . . . . 1-15/16"
Length, Base Seat to Bu]b Top (Exc]udnng txp) 1-9/16" +3/32"
Diameter . . . . .. . . 0.750" to 0.875"
Dimensional Ouillne . e« + « « « .« .. See General Section
Bulb . . . .. . .. ... T6-1/2
Base . . . . . . .. Sma11 Button Nova1 9 Pnn (JEDEC No.E9-1)

@ RADIO CORPORATION OF AMERICA DATA
Electronic Components and Devices Harrison, N. J. 8-63



 


