
4JC6, 4JC6A
Sharp-Cutoff Pentodes

e

The 4JC6 and 4JC6A are the same as the 6JC6 and 6JC6A, respec-
tively, except for the following items:

Heater Characteristics and Ratings
Current . . . . . . o v oo 0. lhp 0.450 + 0.030 A
Voltage (AC or DC) at 0.450 A, . . . Ep 4.5 v
Warm-up time (Average). . . . . . . . i s

4JD6

Sharp-Cutoff Pentode
The 4JD6 is the same as the 6JD6 except for the following items:

Heater Characteristics and Ratings
Current . . o v o o . o oo 0. Ih 0.450 + 0.030 A
Voltage (AC or DC) at 0.450 A . . . . Ep 4.5 v
Warm-up time (Average). . . . . . . . I s

4KES

Medium-Mu Triode—
Sharp-Cutoff Pentode

The 4KE8 is the same as the 6KE8 except for the following itenms:

Heater Characteristics and Ratings
Current . « & . . v v v v h e e e . . In 0.600 + 0.040 A
Voltage (AC or DC) at 0.600 A . . . . Ep 4.5 v
Warm-up time (Average). . . . . . . . H s

— 4KT6

Semiremote-Cutoff Pentode
The 4KT6 1s the same as the 6KT6 except for the following items:

"TM Heater Characteristics and Ratings
Current . . . . . o v v v v h o L., ih 0.450 + 0.030 A
Voltage (AC or DC) at 0.450 A . . . . Ep 4.5 v
Warm-up time (Average). . . . . . . . I s
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