
6AD7-G

TRIODE —POWER AMPLIFIER PENTODE
Heater ® Coated Unipotential Cathode

Vol tage - 6.3 a~c or d—-c volts
Current 0.85 amp.

Maximum Overall Length 4-5/8"
Maximum Seated Height * 4-1/16"
Maximum Diameter 1-13/16"
Bulb ST-14
Base Medium Shell Octal 8-Pin

Pin 1-Triode Grid @5 Pin 5-Pentode Grid
Pin 2 -Heater G) (® Pin 6 ~Triode Plate
Pin 3 - Pentode Plate Pin 7 —Heater
Pin 4 —Pentode Screen CONAPAD Pin 8 ~Cathode

Mounting Position O Any
BOTTOM VIEW (8AY)

TRIODE UNIT

Plate Voltage 285 max. volts
Plate Dissipation 1.0 max. watt
Characteristics - Class A, Amplifier:

Plate Voltage 250 volts
Grid Voltage -25 volts
Amp. Factor 6
Plate Res. ; 19000 approx. ohms
Transcond. 325 pmhos
Plate Current 4 ma.

PENTODE UNIT

Plate Voltage ' 375 max. - volts
Screen Voltage 285 max. volts
Plate Dissipation 8.5 max. watts
Screen Dissipation 2.7 max., watts
Typical Operation and Characteristics - Class A, Amplifier:

.Plate Voltage 250 volts
Screen Voltage 250 volts
Grid Voltage -16.5 volts
Peak A-F Grid Voltage 16.5 volts
Zero-Sig. Plate Current 34 ma,
Max.-Sig. Plate Current 36 ma.
Zero-Sig. Screen Current 6.5 ma.
Max.-Sig. Screen Current 10.5 ma.
Plate Resistance 80000 approx. ohmg
Transconductance 2500 pmhos
foad Resistance 7000 ohms
Total Harmonic Distortion 8 %
Max.-Signal Power Output 3.2 watts

PUSH-PULL AMPLIFIER

Pentode Unit of 64D7-G and g separate 6F6-G

Plate Voltage 375 max. volts
® | circuits where the cathode is not directly connected to the heater,

the potential difference between heater and cathode should be kept as
low as possible.
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