
6BCS5
SHARP-CUTOFF PENTODE

MINIATURE TYPE

Useful at Frequencies up to 400 Xc

GENERAL DATA
Electrical:
Heater, for Unipotential Cathode:

Voltage. . . . . . . .. 6.3 ... ... ac or dc volts
Current. . . . . . . . . 0.3 . . . . e amp

Direct Interelectrode Capacitances:
Without Nith

External External
Shield Shield®

Pentode Connection:
Grid No.1 to plate . . . 0.030 max. 0.020 max. upf
Grid No.1 to cathode &

grid No.3 & internal
shield, grid No.2,
and heater . . . . . . 6.5 6.6 J'mi

Plate to cathode &
grid No.3 & internal
shield, grid No.2,
and heater . . . . . . 1.8 2.6 puf

Triode Connection, Grid No.2 connected to plate:
Grid No.1 to plate

and grid No.2. . . . . 2.5 2.5 uuf]
Grid No.1 to cathode &

grid No.3 & internal .
shield, and heater . . 3.9 4.0 et

Plate and grid No.2
to cathode & grid
No.3 & internal
shield, and heater . . 3.0 4.3 pufl

Mechanical:
Mounting Position. . . . . . ¢ v ¢ v v v v v v e e e e « Any
Maximum Overall Length . . . . . . . . . . . .. .. . 2-1/8"
Maximum Seated Length. . . . . . . . . .. .. ... « 1-7/8"
Length, Base Seat toBulb Top (Excluding tip). . 1-1/2" + 3/32"
Maximum Diameter . . . . . . v « v « ¢ v 4 4 s e e e e 3/4"
Bulb . . . . h e e e e e e e e e e e e e e e e e e e T-5-1/2
Base . . . . . . Small-Button Miniature 7-Pin (JETEC No.E7-1)

Basing Designation for BOTTOM VIEW . . . . . . . . . . . 780
Pin 1-Grid No.1 Pin 4 —Heater
Pin 2 - Cathode, Pin 5-~Plate

Grid No.3, Pin 6 ~Grid No.2
Internal Pin 7 —Same as
Shield Pin 2

Pin 3 -Heater

% with external shield JETEC No.316 connected to cathode.

- |ndicates a change.
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