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BEAM POWER TUBE

GENERAL DATA
Electrical:
Heater, for Unipotential Cathode:

Voltage. . . . . « . « . 6.3 ... ... a or dc volts
Current, . . . « « « . . 0.9 ... ... e e e e e e amp

IDirect Interelectrode Capacitances {(Approx.):©
Grid No.1 toplate . . . . & ¢ ¢ v v ¢« & o & 0.34 puf
Grid No.1 to cathode & grid No.3,

grid No.2, and heater. . . « « « . + « « & 12 uuf
Plate to cathode & grid No.3,

grid No.2, and heater. . . . + « + « « . . 6.5 g f

Characteristics, Class A; Amplifier:

Plate Voltage. . + « v ¢« & « « = « & 60 250 volts
Grid-No.2 {Screen} Voltage . . . . . 250 250 volts
Grid-No.1 (Control-Grid} Voltage . . 0 -15 volts
Mu—Factor, Grid No.2 to Grid No.1l. .
Plate Resistance {Approx.} + « « « « - 25000 ohms
Transconductance . « +« o o « » o & o - 6000 umhos
Plate Current. « v v v ¢ o o « « » 180* 75 ma
Grid-No.2 Current. v v ¢« v « v « « & 18* 4 ma
Grid-No.1 Voltage {Approx.) for

plate current of 1ma. . . . . . . - -45 volts

rechanical:
Mounting Position. . . . . . . . Vertical, base up or down, or

Horizontal with pins Z and 7 in vertical plane
Maximum Overall Llength . . . . . . . . . . . . . o« . 5-11/16"
Seated Length. .-, . ¢ v ¢« « v ¢« « v v « « « 4-31/32" + 5/32"
Maximum Diameter v« v« v o v o & o = = ¢ o « « « « « « 2-1/16"
Dimensional Qutline. . . . ¢« « « « &« + & See General Section
Bulb & v v v ot e e e e e e e s e e e e e e« « « s ST-16
CAP. v o = o o o o o o o o o o o s o« Small {JETEC No.C1-1)
Base « « » » « « . Medium-Shell Octal 6-Pin {JETEC No.B6-13)

Basing Designation for BOTTOM VIEW, . . . . . . . . . . 58T

Pin 1 ~ No.Connec— ' Pin 5 - Grid No.1
tion Pin 7 — Heater

Pin 2 - Heater Pin 8 - Grid No.2
Pin 3 - Cathode, Cap — Plate

Grid No.3

% without external shield.
* These values can be measured by a method involving a recurrent wave

form such that the cathode current and grid-No.2 input will be kept
within ratings in order to prevent damage to the tuve.

- {ndicates a change.
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