
6BL8

Medium-Mu Triode—
- Sharp-Cutoff Pentode

9-PIN MINIATURE TYPE

GENERAL DATA

Electrical:

~~ Heater Characteristics and Ratings (Design-Center Values):
Voltage (AC or DC). . . . « « . o . . . 6.3 £+ 0.6 volts
Current at heater volts = 6.3 . .. . 0.450 amp
Peak heater—cathode voltage (Each unit):

Heater negative with
respect to cathode. . . . . . . . . 100 max. volts

Heater positive with
— respect to cathode. . . . .. 100 max. volts

Direct Interelectrode Capacutances a
Triode Unit:

Grid to plate . . 1.5 uuf
Grid to cathode and heater 2.5 e f
Plate to cathode and heater . 1.8 e f

Pentode Unit:
Grid No.l to plate. . . .« . 0.025 max. upt
Grid No.1l to cathode & grld No 3 &

internal shield, grid No.2,
and heater. . . .o 5.5 up f

Plate to cathode & grld No. 3 &
internal shield, grid No.2,
and heater. . . e e e 3.8 e

Pentode plate to trlode gr|d . v« < . 0.02 max. it
Pentode grid No.l to triode plate . . . 0.16 max. i
Pentode plate to triode plate . . . . . 0.07 max. et

Characteristics, Class A) Amplifier:

— Triode Pentode
Unit Unit

Plate Voltage . . . . . . . . . . . . 100 " 170 volts
Grid-No.2 Voltage . . . . . . . . . . - 170 volts
Grid-No.l Voltage . . . . . e e e -2 -2 volts
Amplification Factor. . . . 20 -
Amplification Factor, Grid No 2

— to Grid No.1l. . . e e e - 47
Plate Resistance (Approx ) e .. - 0.4 megohm
Transconductance. . . . . . . . . . . 5000 6200 umhos
Plate Current . . . . . . « . « « . . 14 10 ma
Grid-No.2 Current . . . . . e e - 2.8 ma
Input Re5|stance at frequency

(Mc) = Ce e e e e - 0.01 megohm
Equnva]ent N0|se Re5|stance e e e - 1500 ohms

Mechanical:
Operating Position. . . . . . . . . . .. . . . Any
Type of Cathodes. . . . . . « . . « « . Coated Unlpotentlal
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