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High-Mu Triode—Power Pentode
Electrical:

Heater Characteristics and Ratings:
Voltage (ACor DC) . . . . . . . .. <. .6.31%0.6 volts
Current at heater volts = 6.3 . . . . .. 0.780 amp
Peak heater-cathode voltage. . . . . . . . 100 volts

Direct Interelectrode Capacitances:
- Triode Untt:

Grid toplate. . . . . . . . . .. ... 4.0 pf
Input: Gr to (K, H). v v o o o o .o .. 2.7 pf
Output: Py to (Kt, H) « . . . o o . .. 4.0 pf
Grid to heater . . .« . v « v v o . ¢ . . 0.1 max. pf

Pentode Unit:
Grid No.l toplate . . . . « &« ¢ ¢ ¢« . . 0.3 max. pf

— Input: Glp to (KP+G3p+ 1S, G2P, H) . . 9.3 ohi
Output: Pp to (Kp+G3p+ 1S, G2p, H) . . 8.0 pf
Grid-No.l to heater. . . . ¢ « « « « . . 0.3 max. pf

Triode plate to pentode grid No.1. . . . . 0.02 max. pf
Triode grid to pentode plate . . . . . . . 0.02 max. opf
Triode grid to pentode grid No.1 . . . . . 0.025 max. pf
Triode plate to pentode plate. . . . . . . 0.25 max. opf

Mechanical:

Operating PoSition v v v v v v v v v v o v v e e e e e . Any
Type of Cathodes . . . v v v v ¢« v &« o . Coated Unipotential
Maximum Overall Length . . . . . . . . . .. e . e . 3-1/16"
Maximum Seated Length. . . . . . . . . . . . . . .. 2-13/16"
Length, Base Seat to Bulb Top

(Excluding tiple ¢ o v v v v v v v v v v W 2-7/16" + 3/32"
Diameter « ¢ v v ¢ i v v v e e e e e e e e . 0.750" to 0.875"
Dimensional Outline (JEDEC No.6-4) . . . .See General Section
Bulb v v v ¢ 4 ¢ i e e e e e e e e e e e e e e . T6-1/2
Base « v« v . . . . Small-Button Noval 9-Pin (JEDEC No.E9-1)

Basing Designation for BOTTOM VIEW . . . . . . . . . . 9EX

o Pin 1-Triode Grid
Pin 2 - Pentode Cathode,

Grid No.3, Internal
Shield

Pin 3~Pentode Grid No.1l
Pin 4 - Heater
Pin 5 - Heater

— Pin 6 - Pentode Plate
Pin 7 - Pentode

Grid No.2
Pin 8- Triode Cathode
Pin 9~ Triode Plate
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