
6BR8A

Medium-Mu Triode—
Sharp-Cutoff Pentode

9-PIN MINIATURE TYPE

Espectially Useful as Combined Triode Oscillator and Pentode
Mixer in VHF TV Tuners

ELECTRICAL
Heater Characteristics and Ratings

Voltage (AC or DC) + . . . . 6.32 6.3 + 0.6 V
Currente v v v v v v v v v 0.450 + 0.030 0.450> A
Warm-up time (average) ... I - s
Peak heater—cathode voltage

(Each unit)
Heater negative with respect to cathode. . . 200 max V
Heater positive with respect to cathode. 200¢ max V

Direct Interelectrode Capacitances (Approx. ) -
Without With

External External
Shield Shieldd

Triode Unit
Gridtoplate v v v v v v i v v e e e 1.8 1.8 pF
Input: Gr to (KT, Kp+Gp+ IS, H)e e oo 2.8 2.8 pF
Qutput: Pr to (KT, Kp + G3p + IS, H) S 2.0 pF

Pentode Unit
GridNo.J toplates v v v v v s v 0 v v 0.02 0.0! pF
Input: Glp to (Kp + G3p + IS, G2p, H). . . W.6 4.6 pF

OQutput: Pp to {(Kp + G3p + IS, (2p, H ). 2.4 3.2 pF
Triode Cathode to Heaters v v v v v 0 v o W . 2.4 2.4¢ pF
Pentode Cathode to Heater . v v v v . . . . . 2.4 2.4 pF
Pentode Grid No.l to Triode Plate v + « . . . 0.2 max 0.2 max pF
Pentode Plate to Triode Plate v v v v v . . . 0.1 max 0.02 max pF

MECHANICAL
Operating Position .
Type of Cathode. . . . . . .. .. ... COated Unlpotentlal

.Any

Maximum Overall Length . e s e e s .. . 2,187 in
Maximum Seated Length. . . . . .. .. .. .. + o« 1.937 in
Maximum Diameter ... . . . . . .. ... .... + . 0.875 in
Length, Base Seat to Bulb Top. + o« 1« « 1469 to 1.656 in

Excluding tip
Dimensional Outline (JEDEC 6-2) « .« .5ee General Section
Envelope . . . . . . . . . . . JEDEC T16-1/2Base . . . . ... .. .Small Button Noval 9- Pin (JEDEC E9-1)

TERMINAL DIAGRAM (Bottom View) H
Pin 1 -Triode Grid
Pin 2 —-Triode Plate
Pin 3 -Triode Cathode KT
Pin 4 —~Heater
P_in 5 —Heater e\. G3p
Pin 6 —Pentode Plate
Pin 7 -Pentode Grid No.?
Pin 8 —Pentode Cathode, GridNo.3, Internal Shield
Pin 9 —Pentode Grid No.1 GT 9FA

~*=_Indicates a nhanfie.
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