
_ _ 6CE3
Half-Wave Vacuum Rectifier

Duodecar Type
Pressure-Welded Cathode Coating

For Color-TV Damper-Diode Applications

ELECTRICAL CHARACTERISTICS — Bogey Values
Heater Voltage, acordc .... E 6.3 A
Heater Current .......... Iy 2.5 A
Direct Interelectrode

Capacitances:®
Plate to cathode and heater . C(k +h) 13 pF
Cathode to plate and heater . Ck(p+h) 18 pF
Heater to cathode . . . ... .. Chk 5.5 pF

Instantaneous Tube Voltage
Drop for instantaneous
plate current (i) = 680 mA. . e 20 v

MECHANICAL CHARACTERISTICS

Maximum Overall Length .. ........ 3.375 in (85.72 mm)
Maximum Seated Length .......... 3.000 in (76.2 mm)
Maximum Diameter . ............. 1.188 in (30.1 mm)
EnveLope .......................... JEDEC T9
Base” ....... Duodecar 12-Pin with Exhaust Tip

(JEDEC E12-70)
Terminal Diagram . . . ............ ... .. JEDEC 12GK
Type of Cathode .. ............. Coated Unipotential
Operating Position . . ... ... ... ittt o eenenn Any

MAXIMUM RATINGS - Design-Maximum Values®
For operation as a Damper Tube in Color-TV Receivers

utilizing a 525-line, 30-frame system

Peak Inverse Plate Voltage.—ebm 5000d A"/
Heater-Cathode Voltage:

+300 vPeak .............. ®hkm -5000 v
A & . E +100 vverage hk(av) § 900 v

Heater Voltage, acordc . .. Eh 5.7t06.9 A"
Plate Current:

Peak .............. ipm 1500 mA
Average® ........... Ib(av) 350 mA

Plate Dissipation . ... .. , Pb 11 w
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