
6CMb6
— BEAM POWER TUBE

S-PIN MINIATURE TYPE

GENERAL DATA

Electrical:

Heater, for Unipotential Cathode:
Voltage . . . . . . .. 6.3 .« . . . .ac or dc volts

— Current . . . . . . . . 0.45 e e e . . amp
Direct Interelectrode Capacitances (Approx.):°

Grid No.1 to plate. . . . . . . . 0.7 it
Grid No.1 to cathode, grid No.3,

grid No.2, and heater . . . . . . . .. 8 ppf
Plate to cathode, grid No.3,

grid No.2, and heater . . . . . . 8.5 puf

—— |Mechanical:

Operating Position. . . . . . . . . . . . . .. ... .. Any
Maximum Overall Llength. . . . . . . . . . . . . .. 2-5/8"
Maximum Seated length . . . . . . . . . . . . . ... 2-3/8"
Length, Base Seat to Bu1bpr (Exc]ud:ng tip) . . . 2" & 3/32"
Diameter. . . e e e e e e e e e e 0.750" to 0.875"
Dimensional Outllne e e e e e e e . See General Section
Bulb. . .« o L e e e e e e e e e e e T6-1/2
Base. . . . . . . .. Small—Button Noval 9-Pin (JETEC No.E9-1)

Basing Designation for BOTTOM VIEW. . . . . . . . . .. 9CK

Pin 1-Grid No.?2
Pin 2 -No Connec—

tion
Pin 3-Grid No.1

Grid

Pin 6-Grid No.1
Pin 7 - Cathode,

No.3
Pin 8~ No Connec—~

Pin 4 —Heater tion
Pin 5-Heater Pin 9~ Plate

AMPLIFIER — Class A,

Maximum Ratings, Design-Center Values:

PLATE VOLTAGE . . . . . . . . .o 315 max. volts
GRID-No.2 (SCREEN-GRID) VOLTAGE - 285 max. volts
GRID-No.2 INPUT . . . . . . . . . . .. 2 max. watts
PLATE DISSIPATION . . . . . . . . . .. 12 max. watts
PEAK HEATER-CATHODE VOLTAGE:

o~ Heater negative with respect to cathode 200 max. volts
Heater positivewith respect tocathode 2004 max. wvolts

Typical Operation and Characteristics:

Plate Voltage . . . . . . . . .. 180 250 315 volts
Grid-No.2 Voltage . . . . . . . . 180 250 225 volts
Grid-No.1 (Control-Grid) Voltage. -8.5 -12.5 -13 volts

- |Peak AF Grid-No.1 Voltage . . . . 8.5 12.5 13 volts
Zero-Signal Plate Current . . . . 29 45 34 ma
Max.-Signal Plate Current . . . . 30 47 35 ma
Zero-Signal Grid-No.2 Current . . 3 4.5 2.2 ma
Max.-Signal Grid-No.2 Current . . 4 7 6 ma

o,‘: See next page.
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6CM6
BEAM POWER TUBE

Plate Resistance {Approx.). . . . 50000 50000 80000 ohms
Transconductance. . . . . . . . . 3700 4100 3750 umhos
Load Resistance . . . . . . . . . 5500 5000 8500 ohms
Total Harmonic Distortion . . . . 8 8 12 %
Max.-Signal Power Output. . . . . 2 4.5 5.5 watts

Maximum Circuit Values:

Grid-No.1-Circuit Resistance:
For fixed-bias operation. . . . . . . . . 0.1 max. megohm
For cathcde-bias operation. . . . . . . . 0.5 max. megohm

VERTICAL-DEFLECTION AMPLIFIER

Max imum Ratings, Design-Center Values Except as Noted:

For operation in a 525-line, 30-frame system”
OC PLATE VOLTAGE. . . . . . . . .. .. 315 max. volts
PEAK POSITIVE-PULSE PLATE VOLTAGE#

(Absolute maximum). . .. 2000® max. volts
DC GRID-No.?2 (SCREEN—GRID) VOLTAGE. .. 285 max. volts
PEAK NEGATIVE-PULSE GRID-No.1 {CONTROL-

GRID) VOLTAGE . . . . . . . e e 250 max. volts
CATHODE CURRENT:

Peak. . . . e e e e e e e .. 120 max. ma
oC. . . e e e e e e e e e 40 max. ma

GR[D-No. 2 INPUT e e e e e e e . 1.75 max. watts
PLATE DISSIPATION . . . . . . . . . .. 8 max. watts
PEAK HEATER-CATHODE VOLTAGE:

Heater negative with respect to cathode 200 max. volts
Heater positivewith respect tocathode 2004 max. volts

Maximum Circuit Values:

Grid-No.1-Circuit Resistance:
For cathode-bias operation. . . . . . 2.2 max. megohms

VERTICAL-DEFLECTION AMPLIFIER

Triode Connection*
Max imum Ratings, Design-Center Values Except as Noted:
DC PLATE VOLTAGE. . . . . . . . . . .. 315 max. volts
PEAK POSITIVE-PULSE PLATE VOLTAGE#

{Absolute maximum). . . . . . . . .. 2000TM max. volts
PEAK NEGATIVE-PULSE GRID-No.1 (CONTROL-

GRID) VOLTAGE . . . . . . . . .. .. 250 max. volts
CATHODE CURRENT:

Peak. . . . . . . .. e e e e e 120 max. ma
DC. . . . . . . ... e 40 max. ma

PLATE DISSIPATION . . . . . . . . . .. 9 max. watts
PEAK HEATER-CATHODE VOLTAGE:

Heater negativewith respect tocathode 200 max. volts
Heater fiositiverwithrespect tocathode 2004 max. volts

O.‘.D.#.-, ¢ See next page.
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