
6CQ4

Half-Wave Vacuum Rectifier
GENERAL DATA

Electrical:

Heater Characteristics and Ratings (Design-Naximum Values):
Voltage (ACor DC). . . . . . . . . .. 6.3 + 0.6 volts
Current at heater volts =6.3 . . . . . 1.600 amp
Peak heater-cathode voltage:

Heater negative with
respect to cathode® . . . . . . .. 5500 max. volts

Heater positive with
respect to cathode. . . . . . . . . 300¢ max. volts

Direct Interelectrode Capacitances (Approx.):d
Plate to cathode and heater . . . . . . 8.5 upf
Cathode to plate and heater . . . . . . 11.5 upf
Heater to cathode . . . . . . . . . . . 4 upf

Mechanical:

Operating Position. . . . . . . « « « « o v o o 0. Any
Type of Cathode . . . . . . . . . . . .. Coated Unipotential
Maximum Overall Length. . . . . . . . . . . . . .. 3-13/16"
Maximum Seated Length . . . . . . . . . . . o o . .. 3-1/4"
Maximum Diameter. . . . v ¢ v ¢ ¢ v o & o « & o . . . 1-9/32"
Bulb. » v v i e e e e e e e e e e e e e e e e e e e 79
Bases (Alternates):

intermediate-Shell Octal with External Barriers:
5-Pin, Arrangement 2 (JEDEC Group 1, No.B5-147)

Short Intermediate-Shell Octal with External Barriers:
5-Pin, Arrangement 2 (JEDEC Group 1, No.B5-85)

Basing Designation for BOTTOM VIEW. . . . . . . . . .. 4CG

(%)

Pin 2-Do Not Use® © Pin 7 - Heater
Pin 3 -Cathode Pin 8 —Heater
Pin 5~ Plate evfl

&

DAMPER SERVICE

Maximum Ratings, Design-Naximum Values:

For operation in a 525-line, 30-frame systemf
PEAK INVERSE PLATE VOLTAGE®. . . . . . . .. 5500 max. volts
PEAK PLATE CURRENT . . . . . . . + « .« « . 1200 max. ma
DC PLATE CURRENT . . . . . . . . « « ¢ o o . 190 max. ma
PLATE DISSIPATION. . . . . . . . « .« « . .. 6.5 max. watts

Characteristics, Instantaneous Yalue:
Tube Voltage Drop for plate ma. = 250. . . . 25 volts
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