
6CT3
Half-Wave Rectifier

9-Pin Miniature Type

ibm = 1200 max. mA Pb = 4.75 max. W

For Black-and-White and Small-Screen Color-TV
Damper Diode Applications

ELECTRICAL CHARACTERISTICS - Bogey Values

Heater Voltage, ac orde. ., ... ... .... En 6.3 V

Heater Current . . . .. .. .. ......... In 1.2 A
Direct Interelectrode

Capacitances:“
Plate to cathode

and heater. . ... .. .. Cp(k +h) 12.0 pF
Cathode to plate

and heater. . .. ... .. Ck(p+h) 9.5 pF
Heater to cathode . . . . . . Chk 2.8 pF

Instantaneous Tube Voltage

Drop for instantaneous
plate current (i) =350 mA. ey, 16 v

MECHANICAL CHARACTERISTICS

Maximum Overall Length (1)) ...... .. 3.125 in (79.37 mm)
Maximum Seated Length (Igp) - . ... ... 2.875 in (73.02 mm)
Maximum Diameter (dp,) . . ....... ... 0.875 in (22.22 mm)
Envelope. . ... ............. JEDEC Designation 6-1/2
Base . .. .Small-Button Noval 9-Pin JEDEC Designation E9-1
Terminal Connections

(See TERMINAL DIAGRAM) . . . . JEDEC Designation 9RX
Type of Cathode . . . ... ........... Coated Unipotential

Operating Position . .. ................ . ... .. . Any
MAXIMUM RATINGS - Design-Maximum ValuvesP
For operation as a Damper Tube in TV Receivers utilizing a

525-line, 30-frame system®
Peak Inverse Plate Voltage. . -ep _ 5000 v
Heater-Cathode Voltage:

+300 \YPeak ... ........... ehkm {-5000 \Y
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