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DUAL TRIODE
With High-Mu Unit and Low-Mu Unit

9-PIN MINIATURE TYPE

GENERAL DATA

Electrical:

Heater, for Unipotential Cathodes:
Voltage (ACor OC). v v v v o o . . . 6.3 + 10% volts
Current & & v v vt e e e e e e e e 0.75 amp

Direct Interelectrode Capacitances {Approx.):©°
Unit No.1 Unit No.2

Grid to plate . . . . .. .. 1.8 4.4 ppf]
Grid to cathode and heater. . 1.5 5 uuf
Plate to cathode and heater . 0.3 1 puf

Characteristics, Class Al Amplifier:

Unit No.1 Unit No.2

Plate Supply Voltage. . . . . . 250 60 150 volts
Grid Voltage. . - v « ¢« ¢« « . . -3 0 - voltsg
Cathode Resistor. . . . . . . . - - 620 ohms
Amplification Factor. . . . . . 68 - 5

|Plate Resistance (Approx.). . . 52000 - 920 ohms
Transconductance. . . . . . . . 1300 -, 9400 umhos|
Plate Current . . . . . . . . . 1.2 80 30 ma|
Plate Current for grid volts
T I - - 3.5 mal

Grid Voltage (Approx.) for
plate ga =10 . . . . . . . . -5.5 - - voltsg

Grid Voltage (Approx.) for
plate ga =200, . . . . . .. - - -40 volts

Mechanical:

Operating Position. . . « v v v ¢ v v v v v v v o v v .. Any
Maximum Overall Length. . . . . . . . . . . . . . .. 2-5/8"
Maximum Seated length . . . . . . . . . . . . .. .. 2-3/8"
Length, Base Seat to Bulb Top (Excluding tip} . . 2" % 3/32"
Diameter. . . . . . ¢ ¢ ¢« v ¢ v v v o . . 0.750" to 0.875"
Dimensional Outline . . . . . . . . . .. See General Section
BUTD: & v v e e e e e e e e e e e e e e e e e e . T6-1/2
Base. . . .. .. .. Smal1-Button Noval 9-Pin (JEDEC No.E9-1)

Basing Designation for BOTTOM VIEW. . . . . . . . . . . 9LG

Pin 1 ~-Plate of Pin 6 - Plate of
Unit No.2 Unit No.1

Pin 2-Internal Con- Pin 7-Grid of
nection— Unit No.1
Do Not Use Pin 8 —Cathode of

Pin 3-Grid of Unit No.1
Unit No.2 Pin 9-Cathode of

Pin 4 - Heater Unit No.2
Pin 5 -Heater
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