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Dual Triode
With Medium-Mu Unit and Low-Mu Unit

For Equipment Having Series Heater-String Arrangement

GENERAL DATA

Electrical:

Heater, for Unipotential Cathodes:
Voltage (AC or DC). . . . . . . . . . .. .97 volts
Current . . . e e e i v e v . .0.6 1 6% amp
Warm-up time (Average) . c e e e, 11 sec

Direct Interelectrode Capacntances (Approx ):
Unit No.1 Unit No.2

Grid to plate . . 4.4 9.5 wut
Grid to cathode and heater 2.2 7 s
Plate to cathode and heater . . 0.6 1.6 upf

Characteristics, Class A' Amplifier:

Unit No.1 Unit No.:z2

Plate Voltage . . . . . . . . . . 250 150 volts
Grid Voltage. . . . . . . . . . . -11 -17.5 volts
Amplification Factor C e e e e 17.5 6
Plate Resistance (Approx.). . . . 8750 800 ohms
Transconductance. . . . . . . . . 2000 7500 umhos
Plate Current . . .. 5.5 45 ma
Plate Currentfor'qud volts = -25. - 8 ma
Plate Current for plate volts

= 60 and grid volts = 0 . . . . - g95¢ ma
Grid Vo]tage (Approx.) for plate

wa = 10 . . e e -20 - volts
Grld Voltage (Approx ) for plate

= 100. . . e e e - -40 volts

Mechanical:

Operating Position. . . . . . .+ . « v v v v v o v . . . Any
Maximum Overall Length. S B
Maximum Seated Length . . . . . . . . . . .. . .. . 2-7/16"
Maximum Diameter. . . . . . . . .« . « « . . . . . . . 1-9/32"
Bulb. v v v o e e e e e e e e e e e e e e e e e e .. .19
Base. . . . .. Short intermediate-Shell Octal 8-Pin

thh Externa] Barriers (JEDEC Group 1, No.B8-58)
Basing Designation for BOTTOM VIEW. . . . . .. . . 88D

Pin 1-Grid of Pin 5 Plate of
Unit No.2 (4o Unit No.1

Pin 2 - Plate of G) (6) Pin 6 - Cathode of
Unit No.?2 Unit No.l

Pin 3 -Cathode of 5 Pin 7 —HeaterUnit No.2 9\ O~AD Pin 8-Heater
Pin 4 -Grid of ORIO

Unit No.l
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