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HALF-WAVE VACUUM RECTIFIER
Intended for TV damper service in equipment

having series heater-string arrangement

GENERAL DATA

Electrical:

Heater, for Unipotential Cathode:
Voltage. . . . . . . .. 12.6 . . . . . ac or dc volts
Current. . . . . 0.6 e e e e e i e .. Lamp
Warm—up t|me(Average) . 11 e e . . . .Sec

For definition of heater warm-up time and method of determzntng
i1t, see sheet HEATER WARN-UP TIME MEASURENENT at front of
this Section.

Direct Interelectrode Capacitances {(Approx.):°
Plate to cathode and heater. 6 upf
Cathode to plate and heater. 8 e f
Heater to cathode. . . 3 gt

Mechanical:

Operating Position . . . . . . . . . . . . . .. . .. .Any
Maximum Overall Length . . . . . . . . . . . . . .. 3—5/16"
Maximum Seated Length. . . . . . . . . . . . . ... . 2-3/4"
Maximum Diameter . . . . . . . . . . . . ... . 1-9/32"
Dimensional Qutline. . . . . . . . . . . See General Section
Bulb . . . . . . . ... .. .. 19
Base . . . . . . .. .. lntermeduate—She]] Octal 5-Pin,

Arrangement 2 (JEDEC Group 1, No.B5-82),
Intermediate-Shell Octal 6-Pin,

Arrangement 1 (JEDEC Group 1, No.B6-8),
Short Intermediate-Shell Octal 5-Pin

with External Barriers, Arrangement 2|
(JEDEC Group 1, No.B5-85), or

Short Intermediate-Shell Octal 6-Pinl
with External Barriers, Arrangement 1

(JEDEC Group 1, No.B6-60)
Basing Designation for BOTTOM VIEW . . . . . . . . . . 4cq

. () :
Pin 14— Same as Pin 3 - Cathode

Pin 2 © Pin 5~ Plate
Pin 2 - Internal Pin 7 —Heater

Connection— (@) () Pin 8 - Heater
Do Not Use® °v

DAMPER SERVICE

Max imum Ratings, Design-Maximum Values:

For operation in a 525-line, go-frame system®
PEAK INVERSE PLATE VOLTAGE® . . . . . . . 4400 max. volts
PEAK PLATE CURRENT. . . . . . . . . . .. 300 max. mal
DC PLATE CURRENT. . . . . . . . . . . .. 155 max. ma

0,‘..,0,': See next page.
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