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Diode—Remote-Cutoff Pentode
9-PIN MINIATURE TYPE

For Automobile Radio Receivers Operating
Directly from 6-Cell Storage Batteries

GENERAL DATA
Electrical:

Heater, for Unipotential Cathodes:
Voltage range . . . <« .. 10 to 15.9 wvolts

For longest life, ztzs recommended that the heater be
operated within the voltage range of 11 to 14 volts.

Current {Approx.) at 12.6 volts . . . . 0.2 amp
Direct Interelectrode Capacitances:4

Pentode Unit:
Grid No.1 to plate. . . . . . . 0.006 max. ppf
Grid No.1 to cathode, gri d No 3

& internal shield, grud No. 2,
and heater. . . e e 5.5 uuf

Plate to cathode, gr d No 3
& internal shi eld gr id No.2,
and heater. . . . e e e 5.7 e f

Diode Unit:
Plate to cathode, pentode grid No.3

& internal shield, and heater . 3.7 upf
Cathode to plate and heater . . . . . 5.7 upf

Pentode grid No.1 to diode plate. 0.018 max. uuf
Pentode plate to diode plate. . . . . . 0.012 max. uut
Pentode grid No.1l to diode cathode. . . 0.13 max. et
Pentode plate to diode cathode. . . . . 0.0016 max. e f

Characteristics, Class A, Amplifier (Pentode Unit):

Heater Voltage. . . . . . . . . . . ... 12.6 volts
Plate Voltage . . . . . . . . P . &) volts
Grid No.3 . . . e e e e e Connected to cathode at socket
Grid-No.?2 Vo]tage T 7 ) volts
Grid-No.1 Voltage:

Developed across a 2.2-megohm
grid resistor . . . . . . ... ... -0.8 volt

Plate Resistance {Approx.}. . . . . . . . 0.3 megohm
Transconductance. . . . . . . . . . . . . 1500 umhos
Plate Current . . . . . . . . . . . . .. 1.3 ma
Grid-No.2 Current . . . . . . . . . . .. 0.5 ma
Grid-No.1 Voltage (Approx.) for

transconductance {umhos) = 10 . . . . . -6 volts

Mechanical:

Operating Position. . . . . . . . .. . . ... .. ... Any
Maximum Overall Length. . . . . . . . . . . . . ... 2-3/16"
Maximum Seated Length . . . . e e e e e e e . . 1-15/16"
Length, Base Seat to Bulb Top (Excluding tip). 1-9/16TM + 3/32"
Diameter. . . A v+« . . 0.750" to 0.875"
Dimensional Outl!ne « v s+« « « « « « . . See General Section
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