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Beam Power Tube
With Heater Having Controlled Warm-Up Time

GENERAL DATA
Electrical:
Heater, for Unipotential Cathode:

Voltage (ACor OC). . . . . . . . ... . 12.6 volts
Current . . . e e e e e 0.6 + 6% amp
Warm-up time (Average) . ... 11 sec

Direct Interelectrode CapaC|tances a’
Grid No.1 to plate. . . . . . . 0.5 uuf
Grid No.1 to cathode, grid No.3,

grid No.2, and heater . . . . . . . . . 15 puf
Plate to cathode, grid No.3,

grid No.2, and heater . . . . . . . .. 7 upef

Characteristics, Class Ay Amplifier:

Plate Voltage . . . . . . . . . ... .. 60 250 wvolts
Grid-No.2 Voltage . . . . . . . . ... . 15 150 volts
Grid-No.1 Voltage . . . .. 0 -22.5 volts
Triode Amplification Factor for p]ate

volts = grid-No.2 volts = 150 . . . . . - 4.1
Plate Resistance (Approx.). . . . . . . . - 20000 ohms
Transconductance. . . . . . . . . ... . - 6600 umhos
Plate Current . . . . . . . . . . . .. . 345b 75 ma
Grid-No.2 Current . . T oL 2.4 ma
Grid-No.1 Vol tage (Approx ) for

plate ma. = 1 . F -46 volts
Grid-No.1 Vo]tage (Approx ) for peak

positive-pulse plate volts =5000, grid-
No.2 volts = 150, and plate ma. = 1. . - -100 volts

Mechanical:

Operating Position. . . . . . . . . . . . . . . . ... .. Any
Maximum Overall Length. . . . . . . . . . .. .o4-1/4"
Seated Length . . . . . . . . .. ... ... 3—1/2” + 3/16"
Maximum Diameter. . . . . . . . . . . « v+« « . . . 1-9/16"
Bulb. . . . . .. . . ... .. T12
Cap . . . . . . . ... Sklrted Mlnlature (JEDEC No.C1-3)
Base. . . . . . . .Short Medium-Shell Octal 6-Pin

wnth Externa] Barriers, Arrangement 2, Style B,
(JEDEC Group 1, No. 86—122)

Basing Designation for BOTTOM VIEW. . . . I N )

(4) 0 ()
Pin 2 -Heater 0‘ Pin 5-Grid No.1
e 3 Pin &- Cerd No.2rid No. in 8-Grid No.
Pin 4-Grid No.2 ‘ ' ’o Cap - Pl ate
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