
12J7-GT

SHARP-CUTOFF PENTODE -

Heater, for Unjpotential Cathode:
Voltage . . . . . . .. 126 ... .. ac or dc volts
Current . . . . . . .. 0.1 . . . . .. ... - amp

The 12J7-GT is the same as the 6J7-GT except for heater rating,

1I2K7-GT |
REMOTE-CUTOFF PENTODE

Heater, for Unipotential Cathode:
Voltage . . . . . . .. 2.6 ... .. ac or dc volts
Current . . . . . .. . 015 ... 0oL 0. amp

The 12K7-GT ts the same as the 6K7-GT except for heater ratz’ng.'

I2K8

TRIODE-HEXODE CONVERTER

Heater, for Unipotential Cathode:
Voltage . . . . . . .. 12.6 . . ... ac or dc volts
Current . . . . . . .. 0.15 . . . . . 0. .. amp
The 128 is the same as the 6K8 except for heater rating.

12Q7-GT
TWIN DIODE—HIGH-MU TRIODE

Heater, for Unipotential Cathode:
Voltage . . . . . . .. 126 .. ... ac or dc voltsk=~
Current , . . . . . .. 0.15 . . . .. 0. ... amp

The 1207-GT is the same as the 607-GT except for heater rating.
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