
12SN7GTA

Medium-Mu Twin Triode
The 12SN7GTA is the same as the 6SN7GTA except for the follow- -
ing items:

Heater, for Unipotential Cathodes:
Voltage (AC or DC). . . . « . . . . . . o .. 12.6 volts
Current . . . v . e e e e e e e e e e e 0.3 amp

N

Twin Diode—High-Mu Triode

The 12507 is the same as the 6507 except for the following items: -
Heater, for Unipotential Cathode:

Voltage (AC or DC). . . . . . . . .« o . .. 12.6 volts
Current . . & v v v v e e e e e e e e e e 0.15 amp

_

Twin Diode—High-Mu Triode

The 12SQ07GT is the same as the 6SQ7GT except for the following
items:

Heater, for Unipotential Cathode:
Voltage (ACor DC). . . . . . . . . . . . .. 12.6 volts
Current . . .« v ¢ i vt e e e e e e e e 0.15 amp

—~
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Twin Diode—Medium-Mu Triode ~

The 12SR7 1s the same as the 6SR7 except for the following items:

Heater, for Unipotential Cathode:
Voltage (ACor DC). . . . . . . . o o o . .. 12.6 volts
Current . & ¢ v v v i e e e e e e e e e e e 0.15 amp
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