
22JG6A
Beam Power Tube

Novar Type
" The 22JG6A is the same as the 6JG6A except for:

Heater Characteristics and Ratings

Current . .......c.¢0iiiiiin... 0.450 £0.030 A

Voltage (ac or dc) at 0.450 A , ... .. 22.0 A%

Warm-up time (Average) ..........

- 22JR6
Beam Power Tube

Novar Type
~~ The 22JR6 is the sume as the 6JR6 except for:

Heater Characteristics and Ratings

Current . .. oo v vt i vin o v en e 0.450 +0.030 A

Voltage (ac ordc) at 0.450 A ...... 22.0 \"

Warm-up time (Average) . .........

22JU6
Beam Power Tube

Novar Type
The 22JU6 is the same as the 6JU6 except for:

Heater Characteristics and Ratings

Current . v v it i e e e e e e e e e 0.450 +0.030 A

" Voltage (ac orde) at 0.450 A . ..... 22.0 \Y
Warm-up time (Average) . .. ... .. .. 11 s

R

—~ Beam Power Tube
Novar Type

The 22KM6 is the same as the 6KM6 except for:

Heater Characteristics and Ratings

_ Current ... ... i i v i i vt v e 0.450 +0.030 A

Voltage (ac ordc) at 0.450 A .. .... 22.0 \%

Warm-up time (Average) ......... 11 s
‘
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