
6DA4
HALF-WAVE VACUUM RECTIFIER

For television damper service

GENERAL DATA
Electrical:

Heater, for Unipotential Cathode:
Voltage (ACor DC). . . . . . . . . .. 6.3 + 10% volts
Current . . . . . . . . . ... .. 1.2 amp

Direct Interelectrode Capacitances
(Approx.):©
Plate to cathode and heater . . . . . . 6 puf
Cathode to plate and heater . . . . . . 8 g
Heater to cathode . . . . . . . . . .. 3 puf

IMechanical:
Operating Position. . . . . . . . . . . . ... Any
Maximum Overall Length. . . . . . . . . . . .. .. . 3-5/16"
Maximum Seated Length . . . . . . . . . . . . . ... 2-3/4"
Maximum Diameter. . . . . . ¢ . « v « v v v v v . .. 1-9/32"
Dimensional Qutline . . . . . . . . . .. See General Section
Bulb. . . & . . e e e e e e e e e e e e e e T9
Base. . . . . . . . .. ... Intermediate~Shell Octal 5-Pin,

Arrangement 2 (JEDEC Group 1, No.B5-82),
Intermediate~-Shell Octal 6-Pin,

Arrangement 1 (JEDEC Group 1, No.B6-8},
Short Intermediate-Shell Octal 5-Pin

with External Barriers, Arrangement 2
(JEDEC Group 1, No.B5-85), or

Short Intermediate-Shell Octal 6-Pin
with External Barriers, Arrangement 1

(JEDEC Group 1, No.B6-60)
Basing Designation for BOTTOM VIEW . . . . . . . . . .. 4CG

. (%) .
Pin 14 - Same as Pin 3 - Cathode

Pin 2 © Pin 5- Plate
Pin 2 - Internal Pin 7 - Heater

Connection— (2) (7 Pin 8- Heater
Do Not Use® v@

DAMPER SERVICE
IMax i mum Ratings, Design-Naximum Values:

For operation in a s25-line, z0-frame system”
PEAK INVERSE PLATE VOLTAGE* . . . . . . .. 4400 max. volts
PEAK PLATE CURRENT. . . . . . . . . . . .. 900 max. ma
DC PLATE CURRENT. . . . . . . . . . . . .. 155 max. ma
PLATE DISSIPATION . . . . . . . . . . . .. 5.5 max. watts
PEAK HEATER-CATHODE VOLTAGE:

Heater negative with respect to cathode . 44004 max. volts
Heater positive with respect to cathode . 300" max. volts
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