
6EA7

Dual Triode
With High-Mu Unit and Low-Mu Unit

GENERAL DATA

Electrical:

Heater, for Unipotential Cathodes:
Voltage (ACor DC). . . . . . . . .. .. 6.3 + 10% volts
Current at 6.3 volts. . . . . . .. . . . 1.05 amp

Direct Interelectrode Capacitances
(Approx.):®

Unit No.1 Unit No.2

Grid to plate . . . . . . . .. 4 8 upf
Grid to cathode and heater. . . 2.2 6 uuf
Plate to cathode and heater . . 0.6 1.3 uuf

Characteristics, Class Al Amplifier:

Unit No.1 Unit No.z2

Plate Voltage . . . . . . . . .. 250 60 175 volts
Grid Voltage. . . . . . . . . .. -3 0 -25 volts
Amplification Factor. . . . . . . 66 - 5.5
Plate Resistance (Approx.). . . . 30000 -~ 920 ohms
Transconductance. . . . . . . . . 2200 - 6000 umhos
Plate Current . . . . . . . . . . 2 100® 40 ma
Grid Voltage (Approx.) for

plate wa =20 . . . . . . . .. -5.3 - - volts
Grid Voltage (Approx.) for

plate uia = 200. . . . . . . .. - - —~45 volis

Mechanical:

Operating Position. . . . . . . . . . . . v . v . ... . Any
Maximum Overall Length. . . . . . . . . . . . ... ... 3"
Maximum Seated length . . . . . . . . . . .. . ... 2-7/16"
Maximum Diameter. . . . . . . . . . . . . . . . . .. 1-9/32"
Bulb. . . . . . . e e e e e, T9
Base. . . . . . ... ... .. Intermediate~Shell Octal 8-Pin

{JEDEC Group 1, B8-6)
Basing Designation for BOTTOM VIEW. . . . . . . . . .. 88D

Pin 1-Grid of Pin 5-Plate of
Unit No.2 Unit No.1

Pin 2-Plate of Pin 6 - Cathode of
Unit No.2 Unit No.1

Pin 3 - Cathode of Pin 7 — Heater
Unit No.2 Pin 8 - Heater

Pin 4 —Grid of
Unit No.1
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