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Beam Power Tu
MAGNOVAL TYPE

ELECTRICAL
Heater Characteristics and Ratings

Voltage {(AC or DC) v v v v v v v v v v W . . 6.3 + 0.6 V
Current at 6.3V . . . . . . . e e e e e . |.380 A
Maximum heater—-cathode voltage

Heater negative with respect to cathode:
Peak « v v v v v s e e e e e e e . 250 v
DC component v v & v v v v w . .. 125 v

Heater positive with respect to cathode:
Peak « v v v v 0 s e e e e e 250 v
DC component . . . . . . . . . e e e 125 v

MECHAN{CAL
Operating Position . . . . . . . . . .. s v e v e v s . Any
Type of Cathode. . . . . . . . . ... .. Coated Unipotential
Maximum Overall Length . . . . . .. .. .. ... 4.125 in
Maximum Seated Length. . . . . . . . . .. e 3.750 in
Diameter . . . . . . ... .. e« v v. . 1,062 to 1.188 in
Envelope . . . . . . . . . . . ... « .« « . JEDEC T9
Cap. . . . ... ... .. Skirted Miniature (JEDEC No.Cl -2)
Base . . . . . . Small-Button Magnoval 9-Pin (JEDEC No.E9-23) <

TERMINAL DIAGRAM (Bottom View)

Pin 1 -Grid-No.1
Pin 2-Grid-No.1
Pin 3 - Cathode,

Grid No.3
Pin 4 —~Heater
Pin 5-Heater
Pin 6 -Grid No.2
Pin 7-Grid No.2
Pin 8 - Cathode,

Grid No.3
Pin 9-Do Not Use

Cap - Plate 9NH

CHARACTERISTICS, INSTANTANEOUS VALUES?
Plate Voltage. . . . . . . . .. e e e e e e 75 v
Grid-No.2 (Screen-Grid) Voltage. . . . . . .. .. . 200 v
Grid-No.! (Control-Grid) Voltage . . . . .. .. .. =10 V
Plate Current. . . . . . . . . . ... .... « . . 44O mA
Grid-No.2 Current. . . . . . . . . ... ... ... 37 mA

HORIZONTAL-DEFLECTION AMPLIFIER
Maximum Ratings, Design-Maximum Values

For operation in a 525-line, 30-frame system
DC Plate-Supply Voltage. . . . . ., . . . ... ... 275 ¥
Peak Positive-Pulse Plate Voltageb ......... 7700 V
DC Grid-No.2 Voltage . . . . . . . . ... ..... 275 v
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