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Medium-Mu Triode—
Sharp-Cutoff Pentode

ELECTRICAL
Heater Characteristics and Ratings

Voltage (ACor DC) v+ v v v v v v v v v ., 6.3:0.6 V
Current at 6.3 V.. . . o v v v v v v v o 0.410 A
Heater-cathode voltage® . . . .. ... .. 110 max V

Direct Interelectrode Capacitances (Approx.)
Triode Unit

oG v v v v e e e e e v e 1.8 pFg¥ to KT L e e 3.3 pF
Pr toall except GIp . v . . v o . . . . 1.7 pF

Pentode Unit (With exterpnal shield)
lnput, @ v v 0 s e s e e e e e e e 6.2 pF

OQutput v « v v v v v e ., e e 3.5 pF
Po to Glp. v o v v v . L. « v v v v .. 0,009 pF
GlptoGzp . v . . .. e e . . 1.5 pF

Between Triode and Pentode Units
PrtoPp o v v v v v v v v v v v oo ... 0.025 max pF
PPtoGT v v v v v v 0 L, v« ¢« v .. 0.0l max pF
PrtoGlpe v v v v v v v v 0 o . . . 0.0l max pF
Gr to Glps v v v v o ., + + ¢+« . .. . 0.0l max pF

MECHAN I CAL
Operating Position . . . . . . . . .. .. ... .. . . Any
Type of Cathode. . . . . . . . .. . ... Coated Unipotential
Maximum Overall Length . . . . . . .. .. ..... . 2 in
Maximum Seated Length. . . . . . . . . . .. ... 1-3/4 in
Diameter . . . . . . . . ... . ..... 0.750 to 0.875 in
Envelope . S e s e e v s v« e w v w o . . JEDEC T6-1/2
Base . . . . . .. - Small-Button Noval 9-Pin (JEDEC No.E9-1)

TERMINAL DIAGRAM (Bottom View)

Pin 1-Cathode, Pentode
Grid No.3, Internal Shield

Pin 2 -Pentode Grid No.1
Pin 3~Same as Pin 1
Pin 4 —Heater
Pin 5 -Heater
Pin 6 — Pentode Plate
Pin 7 - Pentode Grid No.?
Pin 8- Triode Plate
Pin 9-Triode Grid

CRARACTERISTICS

Triode Pentode
Unit Unit

——_Plate Voltage. . . . . e e e e 100 170 vGrid-No.2 Voltage, . . . .. ... .. - 120 yGrid-No.l Voltage. . . . . . .. .. -3 -1.2 vAmplification Factor . . . . . . . .. 20 55b
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