
6HES5
Beam Power Tube

Duodecar Type
For Vertical-Deflection-Amplifier

Circuits in TV Receivers
ELECTRICAL CHARACTERISTICS - Bogey Values
Heater Voltage, ac or dc . . E, 6.3 Vv
Heater Current . . . .. . ... Ih 0.8 A
Direct Interelectrode

Capacitances:®
Grid No.1 to plate . .. .. Cgl-p 0.54 pF
Input: G1 to (K,G3,G2,H) c 9.5 pF
Output: P to (K,G3,G2,H) c, 7.0 pF

For the following characteristics, see Conditions below:
Plate Resistance (approx.) . r, - 50000 Q

Transconductance.. . . . . . . g - 4100 Mmho
DC Plate Current . .. . ... I 180> 43 mA
DC Grid-No.2 Current . ... I 20° 35 mA
Cutoff DC Grid-No.1 Volt-

age forIb=100,LLA. . "‘Ecl(co) - -50 A"
Conditions:

Heater Voltage ........ E. 6.3 6.3 \'
DC Plate Voltage . . .. ... Eb 60 250 A%

DC Grid-No.2 Voltage . ... E c2 250 250 \Y
DC Grid-No.1 Voltage . ... E_, 0¢ -20 v

MECHANICAL CHARACTERISTICS
Maximum Overall Length ........ e oo 2.875in (73.02 mm)
Maximum Seated Length . . . .......... 2.500in (63.5 mm)
Maximum Diameter . ............... 1.188in (30.1 mm)
Dimensional Qutline . .. .....ccvveere.. JEDEC 9-60
Envelope ........ R I I I PR JEDEC T9
Base ... ... Small-Button Duodecar 12-Pin (JEDEC E12-70)

Terminal Diagram . . . ... ... ..... .«....JEDEC 12EY
Type of Cathode ...........0v0.. Coated Unipotential
Operating Position .. ... ... .0 vi .. ¢eve.. Any

MAXIMUM RATINGS - Design-Maximum Vc:luesd
For operation as a Vertical-Deflection~Amplifier Tube

in a 525-line, 30-frame system
DC Plate Supply Voltage ....... . Epp 350 A4
Peak Positive-Pulse Plate Voltage®. epp 2500 v
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