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Diode—Sharp-Cutoff Pentode
With Heater Having Controlled Warm-Up Time

GENERAL DATA

Electrical:

Heater Characteristics and Ratings (Design-Naximum Values):
Voltage (AC or DC). . . . 6.32 6.3 + 0.6 volts
Current . . . . . . . 0.450 + 0.030 O. 450" amp
Warm-up time (Average). . 11 sec
Peak heater—cathode

voltage (Each unit):
Heater negative with

respect to cathode. . 200 * max. volts
Heater positive with

respect to cathode. 200¢ max. volts
Direct Interelectrode Capacntances d

Diode Unit:
Plate to cathode and heater. 2.4 wuf
Cathode to plate and heater. 3.0 et

Pentode Unit:
Grid No.l to plate . . . . . . . . . . 0.015 max. wuf
Grid No.l to cathode, grid No.3 &

internal shield, grid No.2,
and heater . . . e .. 7.0 e

Plate to cathode, grnd No. 3 &
internal Sh|e]d grid No.2,
and heater . . ... 3.2 et

Diode plate to pentode grid No 1. . ..0.005 max. et
Diode cathode to pentode plate . . . . . 0.15 max. it
Diode plate to pentode plate . . . . . . 0.035 max. uuf

Characteristics, Class Aj; Amplifier:

Plate Supply Voltage . . . . . oo . 125 volts
Grid No.3. . . e . . Connected to cathode at socket
Grid-No.2 Supp]y Vo]tage T 745 volts
Cathode Resistor . . . e e e e e e 56 ohms
Plate Resistance (Approx ) e e e e e e 0.2 megohm
Transconductance . . . . . e .« . .+ . . 9300 pmhos
Plate Current. . . . . . . . . . . ... . . 115 ma
Grid-No.2 Current. . . e e e 3.6 ma
Grid-No.1 Voltage (Approx ) “for

plate wa = 20. . . e e e -5 volts
Grid-No.1 Vo]tage (Approx ) for

plate ma. = 2, and cathode
resistor (ohms) =00 . . 00 e e -3 volts

Mechanical:

Operating Position . . . . . . . . . .. . . .Any
Type of Cathodes . . . . . . . . . . .. Coated Unupotentua]
Maximum Overall Length . . . . . . . . . . . .. . . 2-3/16"
Maximum Seated Length. . . ... 1-15/716"
Length, BaseSeattoBuleop(Exc]udlngtup) 1 9/16" + 3/32"
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