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Beam Power Tube
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NOVAR TYPE

For Horizontal-Deflection-Amplifier Service
in Low-B+ Black-and-White TV Receivers

Electrical:

— Heater Characteristics and Ratings:
Voltage (AC or DC). . . .. .. 6.3+ 0.6 volts
Current at heater vo¥ts = 6 3 1.600 amp
Peak heater—-cathode voltage:

Heater negative with
respect to cathode. . . . . . . . . 200 max. volts

Heater positive with
respect to cathode. . . . . e . 2008 max. volts

- Direct Interelectrode Capaci tances {Approx. )b
GltoP . . . . . .. ... S Y pf
bnput: Gl to {K,G3,GZ,H) . . . . . .. . 22.0 pf
Qutput: P to {K,G3,G2,H) 9.0 pf

Mechanical:

Operating Position. . . . . . . . « . . . R 105"
Type of Cathode . . . . . . . . . . .. Foated Unipotential
Max imum Overall Length e e e e e e e e e . . . 3.410"
Maximum Seated Length . . . e e e e e e e e .. ..o 3.030"
Length, Base Seat to Bulb Top

(Exclud|ng ttp) e e e e e e e e e ... 2.510" to 2.690"
Diameter. . . . e e e e e e e e e ... 1.438" to 1.562"
Bulb. . e e
Socket. . Cinch Mfg. Co. No0.149 19 00 033, Industrial

Electronic Hardware Corp. No.S0-0968-SL1, or equivalent
Base. . . . . lLarge-Button Novar 9-Pin {JEDEC No.E9-76)

Basing Desxgnatnon for BOTTOM VIEW. . . . . . . . . . 9QU

— Pin 1 -Grid Neo.2 Pin 6 —Grid No.3
Pin 2 -Grid No.l Pin 7 -Grid No.2
Pin 3 -~Cathode G2 Pin 8 —Do Not Use
Pin 4 —Heater Pin 9 —Plate
Pin 5 —Heater

Characteristics, Class A} Amplifier:
Triode Pentode

Connection® Connection

Plate Voltage. . . . . . . 125 50 130 volts
Grid No.3. . . . . . ... Connected to cathode at socket

— Grid-No.2 Voltage. . . . . - 125 125 volts
Grid-No.1l Voltage. . . . . -20 0 -20 wvolts
Ampltification Factor . . . 4.1 - -
Plate Resistance

(Approx.). <« + « . . . - - 12000 ohms
Transconductance . . . . . - - 10000 umhos
. - |}
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