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Quadruple Diode
9-PIN MINIATURE TYPE

For Phase-Detector and Noise-Immune Color-
Killer Circuits inColor-Television Receiv=-
ers, and for FM-Stereo-Multiplex Equipment

Electrical:

Heater Characteristics and Ratings:
Voltage (AC or OC). . . . « . . . . . .. £.3+0.6 volts
Current at heater volts = 6.3 . . . . . . 0.600 amp
Peak heater-cathode voltage (Each unit):

Heater negative with
respect to cathode. . . . . . . . .. 300 max. volts

Heater positive with
respect to cathode. . . . e 300 max. volts

Direct Interelectrode CapaC|tances (Approx.):a
PDI KD2 to KDI' e e e e e e e e e 1.8 pf

PoitKop 10 Pooe v v v v e 2.2 pf

Ppy to (IS,H) © v o v o o v o s s 0082 pf

PDB+KD4 to Kpz- -+ o . oo oo 1.9 pf

PD3+KD4 1o PDA' e e e e e e e e e e e 2.2 nf

Pog to (IS,H) o v oo v v v oo o o0 0.94 pf
Ko, to (IS,H) o v o v v v oo v oo . 1.8 pf
Koz to US,HY o o o v v o o s e e 1.9 pf

Mechanical:

Operating Position. . . . . . . . . . .. . . . Any
Type of Cathodes. . . e e e e e e e Coated Unlpotent|a]
Maximum Overall Length O 1A Lo
Maximum Seated Length . . . . . . . 1-15/16"
Length, Base SeattoBuleop(Exc1ud|ngt|p) . e 9/16" +3/32"
Diameter. . . . e e . . . . 0.750" to 0.875"
Dimensional Outllne e e e e e e e .See General Section
Bulb., . . . . . .. .. JJ16-1/2
Base. . . ... Sma]1 Button Nova] 9 Pln (JEDEC No.ES-1)

Basing De5|gnat|on for BOTTOM VIEW. . . . . . . . . . . 9PQ
Pin 1-~Plate of Unit No.4
Pin 2-Plate of Unit No.3,

Cathode of Unit No.4
Pin 3 ~Cathode of Unit No.3 K
Pin 4 - Heater 03
Pin 5-Heater
Pin 6 - Internal ShieldPin 7-Plate of Unit No.2 *.233
Pin 8 -Plate of Unit No.1,

Cathode of Unit No.2
Pin 9-Cathode of Unit No.1
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