
6JU8

Quadruple Diode
9-PIN MINIATURE TYPE

For Phase-~Detector and Noise-Immune Color-
Killer Circuits in Color-Television Re-
ceivers, and for FM-Stereo-Multiplex Equipment

GENERAL DATA

Electrical:

Heater Characteristics and Ratings (Design-Maximum Values):
Voltage (AC or OC}. . . . . . . . . .. 6.3 £+ 0.6 volts
Current at heater volts =6.3. . ... 0.600 amp
Peak heater-cathode voltage (Each unit):

Heater negative with
respect to cathode. . . . . . . . . 300 max. volts

Heater positive with
respect to cathode. . . . 300 max. volts

Direct Interelectrode Capacutances (Approx ):2
Plate of unit No.l & cathode of

unit No.2 to cathode of unit No.1 . . 1.8 puf
Plate of unit No.1 & cathode of

unit No.2 to plate of unit No.2 . . . 2.2 i
Plate of unit No.2 to internal shield

and heater. . . . .. .. 0.62 puf
Plate of unit No.3 & cathode of

unit No.4 to cathode of unit No.3 . . 1.9 puf
Plate of unit No.3 & cathode of unit

No.4 to plate of unit No.4. . . . . . 2.2 et
Plate of unit No.4 to internal shle]d

and heater. . . . . . . . . .. ... 0.94 upf
Cathode of unit No 1 to lnterna1 shield

and heater. . . . 1.8 puf
Cathode of unit No. 3 to |nterna1 shleld

and heater. . . . . . . . .. . . .. 1.9 upf

Mechanical:

Operating Position. . . . . . . e e e e e e e e e Any
Type of Cathodes. . . . . . . . . . . .. Coated‘Untpotent|al
Maximum Overall Length. . . . . . . . .. ... ... 2-5/8"
Maximum Seated Length . . . . . .. 2-3/8"
Length, Base Seat toBulb Top (Exc]udlng tlp) .. 2" ¢ 3/32"
Diametér. . . . . . e . O 750" to 0.875"
Dimensional Out]tne . e e e e e . See General Section
Bulb. . . . . . . ... .. . . Te-1/2
Base. . . . . . . . .Small- Button Noval 9 Pln (JEDEC No.E9-1)

RADIO CORPORATION OF AMERICA DATA
Electron Tube Division Harrison, N. J. 5-62



 


