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Medium-Mu Triode—
Beam Power Tube

DUODECAR TYPE
Electrical:

Heater Characteristics and Ratings:
Voltage (ACor OC). . . . . . . . .. .. 6.3 +0.6 volts
Current at heater volts = 6.3 . . . . . . 1.200 amp
Peak heater-cathode voltage (Each unit):

Heater negative withrespect tocathode . 200 max. volts
Heater positive withrespect tocathode . 2002 max. volts

Direct Interelectrode Capacitances (Approx.):®b
Triode Unit:

GT toPro o v o o oo oo L 3.6 pf
Input: Gy to (KT,H). . o o o o o L L. 2.2 pf
Output: Py to (Kp,H)e o v o 0 0 o L L 0.7 pf

Beam Power Unit:
GlB to PB ............... 0.34 pf
Input: Glg to (KB+GBB,GZB,H) N i A ¢ pf
Output: PB to (KB+GBB,G28,H) ...... 7.0 pf

Mechanical:
Operating Position. . . . . . . . . . v v v v v v v o .. Any
Types of Cathodes . . . . . . . . . . .. Coated Unipotential
Maximum Overall Length. . . . . . . . . . .. .. .. 2.375"
Seated Length . . . . . . . ... ... L. 1.750" to 2.000"
Diameter. . . . . . . . .. ... ..., 1.062" to 1.188"
Dimensional Qutline . . . . . . . . . .. See General Section
Bulb. v . o o e e e e e e T9
Base. . . . . . Small-Button Duodecar 12-Pin (JEDEC No.E12-70)

Basing Designation for BOTTOM VIEW. . . . . . . . . . 120z

Pin 1-Heater
Pin 2-Triode Plate
Pin 3-No Internal Connection
Pin 4 - Beam Power Plate
Pin 5-Same as Pin 3
Pin 6 - Beam Power Grid No.1
Pin 7-Beam Power Grid No.1
Pin 8- Beam Power Grid No.?2
Pin 9 -Beam Power Cathode,

Beam Power Grid No.3
Pin 10-Triode Grid
Pin 11 - Triode Cathode
Pin 12 - Heater

Characteristics, Class A, Amplifier;Triode Beam
Unit Power Tube

Plate Voltage . . . . . . . . ... 150 45 120 volts
Grid-No.2 Voltage . . . . . . . .. - 110 110 wvolts
Grid-No.l Voltage . . . . . . . .. -5 0 -8 volts
Amplification Factor. . . . . . . . 20 - -
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