
6KV 6

Beam Power Tube
NOVAR TYPE DARK HEATER

For High-Voltage-Pulse Shunt-Regulator
Applications in Color-TV Receivers

ELECTRICAL CHARACTERISTICS

Bogey Values

Heater Voltage . . . . . . . . Eh 6.3 v
Heater Current . . . . . . . . Ih 1.600 A
Direct Interelectrode Capacitances
Without external shield

Grid No.l to plate .« . . . . Cql-p h.2 pF
Input: Gl to (K,G3,G2,H). . Cj 22 pF
Output: P to (K,G3,G2,H). . o 9.0 pF

For the following characteristics, see Conditions

Amplification Factor
(Triode Connection)? . . M - 4 -

Plate Resistance (Approx ) rp - - 6000 Q
Transconductance . . . . . . . gm - - 9500 umho
DC Plate Current . . . . . . . I 580> - 80 mA
DC Grid-No.2 Current . . . . . lc2 240 - 2.4 mA
Cutoff DC Grid-No.l Voltage. . Ecl(co) - - =U2 v

Plate mA = 1

Conditions .

Heater Voltage . . . . . . . . Eh Bogey Value v
DC Plate Voltage . . . . . .. Ep 100 140 v
DC Grid-No.3 Voltage . . . . . Ec3 0 0 v
DC Grid-No.2 Voltage . . . . . Ec2 140 140 v
DC Grid-No.! Voltage . . . . . Ecj 0 =-24.5 v

MECHANICAL CHARACTERISTICS
Operating Position . . . . . . . v v v ¢« v v v v v v u . Any
Type of Cathode. . . . . . . . . . .. . Coated Unipotential
Dimensional Outline (JEDEC 12-96). . . . . See General Section
Maximum Overall Length . . . . . . e 1 e s s 0 s . 3.130 in
Maximum Seated Length. . . . . . . . . ... ... 2.750 in
Maximum Diameter . . . . . . . . e e e n e s e 1.562 in
Envelope . . . . . . . . .. .. « + . JEDEC Designation Ti2
Base®. . . . . . .. Large -Button Novar 9-Pin with Exhaust Ti

(JEDEC Designation E9- sag
TERMINAL DIAGRAM (Bottom View)

Pin 1 ~Grid No.?2
Pin 2 —Grid No.1
Pin 3 —Cathode
Pin 4 —Heater
Pin 5 ~Heater
Pin 6 —Grid No.3
Pin 7 -Grid No.2
Pin 8 —Do Not Use
Pin 9 —Plate
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