
6KY8
High-Mu Triode—Beam Power Tube

NOVAR TYPE

For Combined Vertical-Deflection Oscillator
and Amplifier Service in TV Receivers

Electrical:
Heater Characteristics and Ratings:

Voltage (ACor OC). . . . . . . . . . .. 6.3
Current at heater volts = 6.3 . . . . . . 1.
Peak heater—cathode voltage (Each unit):

Heater negative with respect to cathode 200 max. volts
Heater positive with respect to cathode 2002 max. volts

Direct |nterelectrode Capacitances (Approx.):®
Triode Unit:

Grid toplate . . . . . . . . . . .. 0.44 pf
Grto (KpHbo o o o v oo 15.0 pf
Prto (KT H) . o v v o o o o o oo . 7.0 pf

Beam Power Unit:
Grid No.1l to plate. . . . . . . « . . . 0.048 pf
GlP tO (KB+G38,G2B,H) ......... 2.6 pf
Pp to {KgtG3g,G2g,H}. » « « v v o o . . 0.28 pf

Mechanical:
Operating Position. . . . « v ¢ v v v v v o 4 o v 4 0 Any’
Type of Cathodes. . . . . . . . . . . . . Coated Unipotential
Maximum Overall Length. . . . . . . . . . . . o .. . 3.110"
Maximum Seated Length . . . . . . . . . . . o . . .. 2.730"
Length, Base Seat toBulbTop (Excluding tip) . 2.210" to 2.390"
Diameter. « . « v ¢ « v i e et e e e e e e 1.062" to0 1.188"
Bulb. v v v v e e e e e e e e e e e e e e e e e e e e e e T9
Socket. . . Cinch Mfg. Co. No.149 19 00 033, Industrial Elec-

tronics Hardware Corp. No.S0-0968-SL1, or equivalent
Base. . . . . . . .. Small Button Novar 9-Pin (JEDEC No.E9-75)

Pin 1-Triode Cathode
Pin Z - Beam Power Grid No.1l
Pin 3 - Beam Power Cathode &

Grid No.3 K8
Pin 4 —Heater
Pin 5-Heater
Pin 6 - Beam Power Plate Gig
Pin 7 - Beam Power Grid No.2
Pin 8-Triode Plate
Pin 9-Triode Grid

Characteristics, Class A, Amplifier:
Triode Unit Beam Power Unit

Plate Voltage. . . . . . 250 50 135 120 volts
Grid-No.2 Voltage. . . . - 120 120 Connected volts

to plate
at socket

Grid-No.1 Voltage. . . . -3 0 -10 -10 volts
Amplification Factor . . 64 - - 7
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