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Half-Wave Vacuum Rectifier
For Television Damper Service

GENERAL DATA

Electrical:

Heater, for Unipotential Cathode:
Voltage (AC or DC). . . . . . . e . .. . 6.3 volts
Current . . . 1.2 amp

Direct lntere]ectrode Capac|tances (Approx ):2 -
Plate to cathode and heater . . . Coe 6 ppf
Cathode to plate and heater . . . . . . . 13 uuf
Heater tc cathode . . . . . . . 7 puf

Mechanical:

Operating Position. . . . . . . . . . ... .. ... Any
Maximum Overall Length. . . . . c e e e e e e . . . . 35116
Maximum Seated Length . . . . . . . . . . . . . . .. 2-3/4"
Maximum Diameter. . . . . e e e e e e 1-9/32"
Dimensional Qutline . . . . . . . . . .. See General Section
Bulb. . . . . . . .. e e e e e e e e e e e e e e e e e T9
Bases (Alternates): -

[ntermediate-Shell Octal:
6 - Pin, Arrangement 1 (JEDEC Group 1, No.B6-8)
5-"Pin, Arrangement 2 (JEDEC Group 1, No.B5-82)

Short Intermediate-Shell Octal with External Barriers:
6 - Pin, Arrangement 1 (JEDEC Group 1, No.B6-60)
5-Pin, Arrangement 2 {JEDEC Group 1, No.B5- 85)

Basing Desugnat|on for BOTTOM VIEW. . . . . « ... ACG

()
Pin 1P - Same as Pin 3 -Cathode

Pin 2 © Pin 5- Plate
Pin 2 - Internal Pin 7 -Heater

Connection— Pin 8 -HeaterDo Not Use® vo
OMIO

DAMPER SERVICE -
Maximum Ratings, Design-Center Values Except as Noted:

For operation in a 525-line, 30-frame systemd
PEAK INVERSE PLATE VOLTAGE

{Absolute maximum)®. . . . . . . . . . . 3850F max. ‘volts
PEAK PLATE CURRENT . . . . . . . . . . .. 750 max. ma
DC PLATE CURRENT . . . . . . . .« v o . . 125 max. ma
PLATE DISSIPATION. . . . . . « v « . « . . 3.5 max. watts
PEAK HEATER-CATHODE VOLTAGE:

Heater negative with respect to cathode. 23009 max. volts
Heater positive with respect to cathode. 300" max. volts

- [ndicates a change.
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