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TRIODE-HEPTODE CONVERTER

GENERAL DATA

Electrical:
Heater, for Unipotential Cathode:

Voltage. . . . . . . .. 8.3 L. ac or dc volts
Current. . . . . . . . . 0.3%% , L . ... e amp

Direct Interelectrode Capacitances:©®
Heptode Grid No.l1 to Heptode Plate . . . 0.03 max. uf
Heptode Grid No.1 to Triode Plate. . . . 0.1 max. upf
Heptode Grid No.1 to Triode Grid &

Heptode Grid No.3. . . 0.3 max, puf
Triode Grid & Heptode Grid No.3 to

Triode Plate . . . . . 0.9 upf
Heptode Grid No.1 to All Qther

Electrodes (RF Input). . . . . 4.6 upf
Heptode Plate to All Other

Electrodes (Mixer Qutput) . . . . 3.2 .. upf
Triode Grid & Heptode Grid No.3 to Al}

Other Electrodes Except Triode
Plate (Oscillator fnput}) . . . . . . 7.5 .. uuf

Triode Plate to All Other Electrodes
Except Triode Grid & Heptode
Grid No.3 {Oscillator Output). . . . 7.5 upf

O with external shield connected to cathode.

Mechanical:

Mounting Position. . . . 4+ & « v ¢« ¢ ¢« v s ¢« o o 0o & o W Any
Maximum Overall Length . . . . . e e e e e e e 2-25/32"
Maximum Seated length. . . . . . . . . « . . .« .. 2-1/4"
Maximur Diameter . « . + ¢ 4 ¢ v 4« 4 4 o s s . . 1-3/16"
Bulb v v v h e e e e e e e e e e e e e e s e e e e e T-9
Base . . . ¢ v i v i i s e e s e e e e e e e s Lock—in 8-Pin

Basing DeSignatzon for BOTTOM VIEW . . . . . « . . . . 8BL
Pin 1 -Heater Pin 6 ~ Heptode
Pin 2 - Heptode Plate Grid No.1
Pin 3-Triode Plate Pin 7 - Cathode,
Pin 4 —Triode Grid, Heptode

Heptode Grid No.5,
Grid No.3 Internal

Pin 5 -Heptode Shield
Grids No.2 Pin 8 -~ Heater
& No.4 " Plug -Base Shell

CONVERTER

Maximum Ratings, Design-Center Values:

HEPTODE PLATE VOLTAGE. . . . . . . . . .. 300 max. volts
HEPTODE GRIDS-No.2 & No.4

{SCREEN) VOLTAGE . . . 100 max. volts

© wominal voltage = 7.0 volts.
00 yominal current = 0.32 ampere.
< |ndicates a change.
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