


Type Page List | Type Page List | Type Page Net | Type Page List | Type Page List Type Page Net
No. No. Price No. No. Price No. No. Price No. No. Prics No. No. Prico No. No. Price

A-10 i1 $15.00 | CVA-5 13 $36.00 | HQC-l 7 $13.00 | LS-141 3 $28.00 [ R.32 17 $5.00 | 837 15 $14.00
A-11 oo | o 12 HQC-2 7 13.00 | LS-142 3 3500 | R-33 17 2.90 | 8-38 15 14.00
A.12 1 1500 | CH 8.00 | Hoc-3 7 13.00 | LS-143 3 2800 | R-34 17 8.00 | 8-39 15 10.50
A-14 1L 1400 | WL 12 1150 | yoc.4 7 13.00 | LS-150 3 2500 | R-35 17 370 | S-40 15 10.50
A-16 11 13.00 | CVL3 12 1750 | yoc.5 7 13.00 | LS-I51 3 2500 | R-36 17 870 ) S-4l 15 9.50
A-18 1 00 | CVL-10 12 8.00 LS. 189 s 1700 | R 17 290 | S-42 15 12.50
A9 1 1800 | GVLl 12 1150 | HOD-I 71500 | oo 5 2100 | R-38A 17 3.00 | S-43 13 17.50
A-20 1 15.00 CVL-12 12 17.50 HQD-2 7 15.00 LS:|8l : 67‘00 R-39 17 3.80 S.44 15 15.50
A2l 11 1600 | CVM-0 13 8.50 | HuD.3 TT1800 ) 5 a0 | R0 17 5.50 | 8-45 15 12.00
A24 1 1500 | CYM-I 13 14.00 | HQD-4 L X (e 5 100 | R4l 17 7.50 | S-48 15 15.00
A.25 1 1400 | CYM-2 13 2050 | HQD-5 7m0 e > oo | R-42 17 8.50 | S-47 15 19.00
A-26 11 1500 | CvM-3 13 30.00 LS. 185 5 w00.00 | R-43 17 9.50 | S-48 15 28.00
A27 1 1500 | CYM-4 13 5000 | Type Page List | ~on/ 0 s “oroo | B-s4 17 12.50 | S-48 15 26.50
A-30 1 10.00 | CYM-5 13 115,00 No. No. Price LS.691 M 350'00 R-45 17 20.00 S-50 15 37.00
A3 1 500 | gyp. 12 o00 [ LS8 iz s 4 70000 | R-46 7 oo A

CVP.2 12 14.00 28.0v | (5.693 4 1500.00 | RB- - s.53 5 nao
CG-1C 13 60.00 | cvp.3 12 20000 | LSEL4 4 50.00 1 Ls.s00 6 1400 | R-48 | s 5 32
ggft: b ;ggg CVP-5 12 50.00 57 4 3100 | MA-I 10 14.00 | R-55 16175 | S5 5 a0
CG-15 12 1100 | FT-1 16 270 | LS8 2 a0l mea 0 1300 | B3 e | s 15 550
CG-16 12 1100 | FT-2 16 270 | LS 500 | yc.2 0 1700 | o 200 | 859 15 450
C6-19 12 1.0 | FT-3 16 300 | LS-10X 2 3200 R-58 i .60 5 1000CG-34 13 1150 | FT-4 16 3.95 | LS-12 2 2800 | O-1 11 1325 R-59 17 3.50 - .
CG-40 12 85 | FT-5 18 395 | Ls-12X 2 3500 | 0.2 11 1325 | R-60 17 3.70 | S-61 15 4.50
CG-41 13 850 | FT.6 16 3.25 | LS-i4 2 2800 | 0-3 11 120 | R-64 17 70.00 s:: 15 5.50
CG-44 13 850 | FT-7 18 325 | LS-14X 2 36.00 | 0-4 11 105 | R-72 17 8.50 | S-6 15 10.00
CG-45 13 850 | FT-8 16 6.00 | LS-I15 2 28.00 | 0.5 11 10.50 R-73 17 13.00 S-64 1§ 5.50
CG.48C 13 850 LS-15X 2 300 [ 0-6 11 1200 | R-74 17 24.00 | S-63 15 550
CG-50 9 1600 | HA-100 10 19.00 | LS.18 2 3100 | 0-7 11 12.00 | R-/5 17 3500 | S-66 15 5.50
CB.51AX 13 1050 | MA-100X 10 24.00 | LS-i9 3 2400 | 08 11 13.25 | R-76 17 5500 | 367 15 5.50
CG-53AX 13 12.50 | HA-101 10 22.00 | LS-20 3 2100 | 0.9 11 13.25 | R.77 17 95.00 | S-68 15 800
©G_59AX 13 izso | HA-l0IX 10 27.00 | LS-2I 3 2400 | 0-10 11 13.25 | R-78 17 18.00 | S-69 15 6.00
ca.100 13 oo | HA-103A 10 2200 | LS.22 3 3100 | 0-1 1 1325 | R.79 172200 | 870 5 6w
6. 101 13 o0 | HA-104 10 2000 | LS-25 3 2800 | 0.2 11 12.00 | R-80 17 30.00 | 871 15 1000
©G.102 13 1400 | HA-105 10 14.00 [ LS-26 2 2500 | 0-13 11 9.50 | R-81 17 60.00 | S.72 15 630
CG-103 13 1400 | HA-106 1 16,00 | LS-27 3 2400 | O-14 11 13.25 | R-83 17 18.00 | S-74 13 16.50
€G.108 13 2100 | HA-I07 10 24.00 | LS-30 3 2500 [ 0-15 11 13.25 | R-84 T o 150
CG-105 13 2100 | HA-108 10 19.00 | LS-30X 3 33.00 P L 1450 R-85 17 30.00 V.08 o 1500
cG.108 13 3To00 | WA-188X 10 24.00 | Ls-3t 3 28.00 P'; 1} bt R-86 1z 6000 O 9 1750
c6. 109 13 700 | MA-IN 10 19.00 [ LS-31X 3 35.00 g ! u R-90 17 3.00 M .
€G-120 13 1500 | HA-113 lo © 18.20 | LS.32 3 s o o 1so0 | B b | ve 9 15.00CG.120 13 2100 | HA-114 10 19.00 | LS-33 4 2800 | o8 e R-92 17 7.00 M Y 1o
€G.122 13 1800 | HA-130X 10 27.00 | LS.34 4 4200} O0 e R-93 17 14.00 vz oL
CG. 124 13 1800 | HA-I38 10 18.00 | Ls.38 3 3300 | ) non R-94 17 20.00 v b2 gg
CG.125 13 a1n0 | MA-134 16 20.00 [ LS-39 3 2500 | Cv0 none R-95 17 15.00 v-s- ’ 39.
©G.126 13 3300 | HA-I35 10 19.00 | LS-40 3 2000 | D0 L 1ese | so o 560 | o 42-00
CG-131 12 5o | HA-37 10 2200 | LS-47 4 3500 | B0 I a5 gg-; u g.gg -4 $ 40.00
CG-132 121000 [ ye.115 10 13.00 tg::: : fg'gg P11 11 1450 | s0-4 11 560 | Tyve Page List
gg - :g: 12 1250 | HE.(16 10 2000 { o 5o s 2400 | P12 1 1325 | S0.-5 11 s10 | N Neo. Price
6135 i: ;g:gg HC.117 10 12.00 | yg.5 3 2400 :':i ;} iggg Type Page Net z:g; 6 311~°°
CG-136 12 1350 | HP.122 10 13.00 | LS-52 42800 ot 1 1es0 | N No. Price & 13 s no
€G-137 12 10,00 | HP-123 10 2000 | L8-54 4 2000 | e R+ BVl MCG. 140 12 1200 LS-55 4 2800 | pF.i 17 1000 | S-2 14 3.8 ;:g: : figg
CG-141 12 13.50 LS-56 4 28.00 | PF.2 17 10.00 §-3 14 3.10 .
06.233 12 1100 | T Pags Net | s 57 4 2000 | pF.3 17 450 | S-4 14 520 | VI-C8 6 1100
€6.235 12 “:50 No. No. Price | |g.58 4 50.00 o §-5 14 4.25 vi-C7 [ 14.00
CG-238AX 13 32.00 | HOA-! 7 $7.00 | LS-G0A 4 3500 | R 16 6l S-6 14 310 | VI-C8 6 14.00
©G.300 13 1800 | H@A-2 7 7.00 | LS-61 1 98.00 | R-2 16 7.40 8.7 14 5.00 vi-C8 [ 14.00
€G-301 13 2500 | HQA-3 7T 750 | LS-62A TM 4 3500 | R-3 16 9~02 s-3 14 400 | VI-CiO 6 14.00
CG-302 13 3000 | HOA-4 T 750 | LS-63 4+ 2000 | R4 16 107 $-9 14 520 | VI-CIl 6 14.00
€G-303 13 4500 | HQA-5 7 8.00 | LS-66 4 10000 | R-5 16 13.00 | s.10 14 470 | Vi-Ci2 6 1400
CG-304 13 12000 | HQA-6 7 8.00 | LS-67 4 10000 | R-6 16 6. ;3 S-11 14 425 | Vi-CI3 6 1400
CG-305 13 es.00 | HAA-7 7 9.00 | LS.70 5 34.00 :-7 1: ;-50 S-12 14 470 | VI-Cl4 6 1400
CG-306 13 12000 | HOA-8 7 9.00 | LS-72 5 40,00 R-“ 1 o $-13 14 620 | VI-CI§ 6 16.50
CG-307 ‘13 10500 | HQA-9 T 1000 | LS-73 5 54.00 n-?o :6 o S-14 14 4.50 | VI-CI6 6 16.50
CG-308 13 144.00 | HOQA-I0 7 1000 | LS-80 5 23004 B0 6 a0 | 815 14 450 | VI-CI7 6 16.50
©G.309 13 25000 | HQA-NI 7 10.00 | LS-82 5 30.00 R-‘z 16 by S-16 14 6.20 | VI-CI8 6 16.50
©G.310 13 18500 | HOA-12 7 1100 | LS-83 5 60.00 s 16 10 : S-17 14 7.50 | VI-CI9 6 16.50
06311 13 6800 | HQA-I3 7 1100 | LS-84 5 23.00 - 16 155 S-18 14 5.00 | VI-C20 6 16.50
06312 13 6100 | HQA-14 7 13.00 | LS-88 5 1100 | R-14 16 210 | s.19 14 7.50 | VI-C21 6 17.50
€G-315 13 1500 | HOQA-I5 7 14.00 | LS-39A 5 87.00 :-:5 16 2.10 | s.20 14 1L00 | ViI-C22 6 18.50
CG-316 13 25.00 [ HOA-I6 7 1500 | LS-90 6 100 [ R-18 16 210 | s.2) 14 1550

HQA-17 7 16.00 | LS-91 6 1400 | R-17 16 2.80 | s.22 14 24.00 FILTERS AND
CG-333 12 1100 18.92 6 2300 | R-18 + 18 280 | g3 1 3.40©6-422 13 19.00 | HQA-18 LA v § Ey | Rais 16 3.9 | s 1: ,,';0 EQUALIZERS
CG-428 13 25.00 ) R-20 16 4.30 - ',; T [ N©6.429 13 250 HQB-1 7 1600 | LS.94 6 14.00 P -3 $-25 15 3.10 r?. age ot
06431 15 000 | HEB-2 7 16.00 | L§.96 6 6ro0 | R-2) 16 430 | s.26 15 3210 o. No. Price
G433 12 1200 | HQB-3 7 1600} 1s-98 6 4000 | P22 16 39 | s.27 15 380 | 3A 8 $125.00
CG.512 13 30.00 HQB-4 T 17.60 | Ls-99 6 100,00 n.24 17 410 | s.28 15 2.80 | 3AX 8 205.00
CG.710 2 1000 HQB-5 7. 17.00 { LS-102 6 70.00 R-” 17 4.30 | s.29 15 3.80 | 4C 8 185.00
COE-I 12 ss00 | HQB-E 7 18.00 | LS-103 6 98.00 - 17 4.50 | s.30 15 380 | 5A 8 185.00

g HQB-7 7 19.00 | LS-ID4A 6 500.00 | R-26 17 450 | §.31 13 5.00 | BPI 8 3500
HQB-8 7T 20,00 | LS-105 6 100.00 | R-27 17 410 | .32 15 5.00 | BPL 8. 3500

CVA-{ 13 10.00 | HQB-9 7 2100 | LS-106 6 250.00 | R-28 17 5.80 | s.33 15 7.00 | HPI 8 35.00
CVA:2 13 13.00 | HQB-10 7 22,00 | LS-120 5 4300 | R-29 17 430 | s.34 15 7.00 | HPL 8 3500
CVA.-3 3 17.50 | HQB-I1 T 2300 { LS-120lY . 5 5400 | R-30 17 1100 | S-35 15 10.50 | LPI 8 35.00
CVA-4 13 2600 | HQB.12 7 2400 | LS-140 3 3500 R-31 17 3.50 | S-36 15 1050 | LPL 8 3500



This catalogue presents the complete line of UTC transformers for broadcast, amateur,
laboratory and replacement purposes. Each of the UTC lines described is distinguished
by individual characteristics ideally suiting the items to the specific application in-
tended. Each group of items is uniform and commercial in appearance. Cased units of
all grades are finished in a uniform grey enamel.

It is surprising to many people to find out that by far the bulk of UTC production is
on special units not normally catalogued. It is impossible to describe all these thou-
sands of special designs as they become available. Our staif of application engineers
will be more than pleased to discuss any customer's problem as related to special
components,

CONDENSED CATALOG No. P8.408.



"LINEAR _STANDARD AUDIO TRANSFORMERS
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Length _ 3"
Width ! 2%"
Height K/
Mounting 11%¢" x 2746"
Screws ; 6-32
Cutout 17" dia.
Unit Weight

LS-8 DYNAMIC NOISE
SUPPRESSOR UNIT

Incorporating three special
high Q coils in the LS-1 cast-
ing, this unit, used with its
accompanying recommended
circuit makes the finest dy-
namic noise suppressor we

have tested.
Type LS-8 List Price $40.00

3 Ibs.

The ever increasing use of wide range equipment for broadcast service has reached the
point where the major limiting factor is the frequency range of the transformers employed.
UTC Linear Standard components represent the closest approach to the ideal transformer
from the standpoint of uniform frequency response, low wave form distortion, high effi-
ciency, thorough shielding, and dependability.

I.INEAB STANDABD Mllllll UNITS FEATIIBE
UNIFORM FREQUENCY RESPONSE . . . at low frequencies, is effected through the use of
HIPERM-ALLOY, a STABLE nickel iron alloy of very high initial permeability. Uniform high
frequency response is the result of multiple section interleaved windings arranged in a
semi-toroidal coil structure. This, plus special winding methods and insulations, assures
a minimum of distributed capacity and leakage reactance.

UTC LINEAR STANDARD transformers are the ONLY aqudio units with a GUARANTEED
uniform response ... =1 DB from 20 to 20,000 cycles.

MINIMUM HUM PICKUP . .. is accomplished through the use of a hum balanced, semi-
toroidal, coil structure which affords maximum neutralization of external fields. In addition,
all low level units employ an internal high permeability alloy case as well as the high
conductivity outer case for maximum shielding. For very low level applications, units
whose code numbers end in X employ quadruple alloy shielding, making possible a trans-
former with the lowest inductive pickup commercially available.

NEGLIGIBLE WAVE FORM DISTORTION . . . is a function of proper impedance matching,
minimum phase shift, and low flux density. These elements have been given great attention
in the design of Linear Standard units. It is interesting to note that an output transformer
reasonably flat from 20 to 20,000 cycles may show serious distortion at 30 and 10,000
cycles. For this reason, UTC high level units have a frequency range better than guaran-
teed value, generally 10 cycles to 50,000 cycles.

MULTIPLE TAP WINDINGS . .. make possible a wide combination of impedance termina-
tions without impairing fidelity or efficiency. Precision winding methods result in winding
accuracy of .1% . . . perfect balance of inductance and capacity . . . exact impedance
reflection. For all practical uses, 500 ohm termination may be used for 600 ohm require-
ments. For maximum efficiency and balance, 250 ohm lines are recommended to be con-
nected to 200 ohm terminations.

DEPENDABILITY . . . is a function of external and internal structure. Linear Standard units
are housed in rugged die cast cases of precise "dimension with reversible mounting to
permit above chassis or subchassis wiring. The solid terminal posts on low absorption
bakelite are arranged in a circular layout so that a round chassis hole will clear all
terminals. Coils are vacuum baked and impregnated. Semi-hermetic sealing is accom-
plished through the use of a high adhesion compound poured through the large opening
opposite the terminal board after controlled preheating of the unit for full compound
penetration.

"LOW IMPEDANCE TO GRID TRANSFORMERS
R?‘mlvo" Max.

um- Unbal-
: Primary Secondary + tdb Max, pickup anced DC Case
Type No. Applieation Impedance Impedance from Level reduction in prim’y Ne.

LS-10 Low impedance mike, 50 125/150 60,000 ohms in 20-20,000 +15DB —74DB .5MA LS.l
pu:kup. or multiple line 333 two sections

grid 500/600
LS-10X Aj above As above 50,000 ohms 20-20,000 +1i14DB —92DB-Q .5 MA LS-I
LS-12 Low impedance mike, 50, 125/150, 120,000 obms 20-20,000 +15DB —74DB SMA LS-T

pickup, or muitiple line 200, 250, 333, overall, in two
to push pull grids 500/600 ohms sectiong

\*S-IZX As above As above 80,000 ohms 20-20,000 +14 DB —03 DB-Q .5 MA LS-]
overall, in two
sections

LS-14 Low impedance mike, 2.5, 55, 10, 60,000 obms in 20-20,000 +15DB NDickup, or parallel mixer 15, 22,30, two sections 4DB 5MA LSl
to grid - 38, 60 ohms

LS-14X As above As above 50,000 ohms 20-20,000 +14DB —92 DB-Q .5 MA LS-.(
LS-15 Three isolated lines or 30, 50, 200, 60,000 ohms 20-20,000 +15DBpads to one or two grids 250 ohms overall, in two 74DB 5MA LS.

each primary sections

LS-15X As above As above As above 20-20,000 +14DB —H2DB-Q .5 MA LS-
LS-18 High level mult.iple line 50, 125/150, 50,000 ohms 20-20,000 +30DB —50DB G MA LS-2

to push pull gri 200, 250, 333, overall, in two
500/600 ohms _ sections

60,000 ohms in 15-20,000 +20DB —74DB ] LS-1LS-26 Bridging line to single 5,000 ohms
ull gridsor push p two sections

The values of unbalanced DC shown will effect approximately 1.5 DB loss at 30 cycles.
* Comparison of hum balanced unit with magnetic shielding to normal uncased type.
Q Quadruple alloy magnetic shield.

2
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T INTERSTAGE AUDIO TRANSFORMERS =
nollfln' Max.

hum- Unbai-

'J"' Primary Secondary + {db Max. pickup aneed DC Case
0. Application Impedance Impedance from Level reduetion in prim’y Neo.

LS-19 Single plate to push pull 15,000 chms 95,000 ohms; 20-20,000 +17DB —50DB O0MA LS-1
glgsi like 2A3, 3&& 1.25:1 each side

D dary
60,000 ohms; 20-20,000 +14DB —T4DB 0MA LS-|L8-20 Single plate to single 15,000 ohms

grid 2:1 turn ratio
18-21 Single plate to push pull 15,000 ohms 135,000 ohms; 20-20,000 +14DB —74DB 0MA LS-I

grids. Split primary and turn ratio :
dary 3:1 overall f

LS-40 Single plate to push pull 15,000 ohms 135,000 ohms; 30-20,000 +20DB —T4DB 8 MA LS-I E
grids, Split secondary turn ratio . é

3:1 overall 
3

L8-22 Push pull plates to push 30,000 ohms 80,000 ohms; 20-20,000 +236DB —G0DB .25 MA LS-2 i
pull mds Splh pri- plate to plate turn ratio
mary and 1.6:1 overall

»m-zs Push puill plates to push 30,000 ohms 50,000 ohms; 20-20,000 +1TDB —74DB 1MA LS-I
pull grids. Medium level. plate to plate turn ratio
Spt!llt primary and sec- 1.3:1 overall e 1S.2 CASE T
ondary 

.

L8-26 Bri line to 1 2 5000 60,000 in two 15-20,000 +20 DB —74DB [ L8-|
m(‘lil‘hu e to 1or sections Length 4%8. . 7

Width : 31" 3

Height . 434g" ?
Mounting _.________ 2114g" x 31}44"
Screws 8-32
Cutout 23/‘" dia. "e e TRANSED RMERS , | : oot — [ g

e P SV B S SRS

Ilolntlvo' Max.
hum- Unbai.

T Primary Secondary + 1 db Max. pickup anced DC Case
l’o’.. Application Impedance Impedance from Level reduetion in prim’y No.

LS-30 Mixing, low impedn.nce 50, 125/150, 50, 125/150, 200, 20-20,000 +17DB —74DB .5MA LS-I
mike, pickup, multi- 200, 250, 333, 0, 5
ple line to muluplo line 5007600 ohms 500/600 ohms

L8-30X As above As above As above 20-20,000 +16DB —92DB-Q .3 MA LS-|
LS-31 Thros isolatod 1mes or 30, 50, 200, B0, 125/150, 200, $0-20,000 +15DB —74DB .5MA LS-1

pads to multiple line ms , » .
each primary 500/600 ohms

L8-31X As sbove As above As above 20-20,000 +14DB —92DB-Q .3 MA LS-|
(8-32 Mixing, low Impedance 2.5, 5.5, 10, 50, 125/150, 200, 30-20,000 +15§DB —74DB .5MA LS|

mike, plekup, or parallel 15, 22, 30, , 333,
mixer to muitiple line 38, 60 ohms __ 500/600 ohms

PLATE, CRYSTAL, PHOTOCELL, AND BRIDGING TO LINE TRANSFORMERS
“STTUTTLS-3 CASE T

Rolatlvc' Max. <
j - hum- Unbal- -T,f” Primary Secondary +=tdb Max. nickun anced DC Cass I‘ength 51%6.

.. Applleati Impedance Impedan from Level reducti in prim’'y No. Width : . [
i8.27 Single piate to mwiiple 15,000 ohms 50, 125/160, 200, 30-15,000 +30DB —74DB 8 MA LS y _ ;

lne 5007600 ohms cycles Height - 416"
[550 Sinfie piste o muliple 15,000 ohms 30, 133/150, 200, 50-20,000 FITDBE —74DB O0MA LS Mounting 46" x 5142

(] » » .

- 5007600 ohms Screws 10-3
N (S5 Push pull Jow level 30,000 chms 50, 125/150, 200, 320-30,000 +20DB —74 DB 1MA LS-I - “ 3

plates o muitiple line plate toplate 250, 333, Cutout 33" dia.
500,600 ohms Unit Weight : 15 1bs.

L8-38 Cratal microphone or 100,000 ohms 50, 125/150, 200, Equalized +14DB —74DB 0 LS-i ’ T
plckufnto muitiple line, , 333, for crystal )

I q l.u:er 500/600 ohms
. iB-3% Photocel ti- 100,000 obms 50, 125/150, 200, _ 20-30,000 +14DB —74DB 0 MA L8-I

ode, dlocio oromblued ) . S
to multiple line 500/600 ohms S CIA

S-150 Bridging transformer 4.000 ohms, 50, 125/150, 200, 15-30,000 +20 DB —74DB 1MA 8 PE UNIT. from 50 to 500 ohm line bridging 250, 338, LS-! L 1S S
to line 500/600 ohms Cust built LS s

- L8-157 Bridsing transformer 16,000 ohms, 50, 125/150, 200, 15-30,000 +42DB —74DB 1MA LS-I ustom ~ du units are
from 50 to 500 ohm line bridging 250, 333, available for any frequency

/ 500/600 ohums : from Y; cycle to 300 Ke. and
for levels from —160 DB to 100
Kw. One of the many unusual
LS designs is described below.

Eaahainaiusnetet 127 31 1 : D-1515 BOLOMETER
| “HYBRID AND BEPEAT COILS | TRANSFORMER

Frequency range
/5 cycle to 20 cycles

Type - Prl. and Sec. + 1db Hum® Max. Unbalanced Case .
No. Application Impedances trom Max. Level Reduction DC inprim’y No. Primary Impedance

LS-140 Line to line for lsolat- S00/600chms 30-20,000 +10DB Py 0MA LS-1 Secondary I dlfl ohms C. T.
hnosd soil unbal- sp uadruple econanced circuita; balanced 500/600 ohms alloy shield ary “7?6 cmcgm

for m‘:fim(t%l Drfi?uctlon split s a I. 3 megohms C. T.
cross econdary InductancUS-141 Three sets of balanced 500/600 ohms 30-15,000 F10 DB —7iDB 0 MA L5-7 ¥ 75 € benri
windings for hybrid ser- 500/600 ohms i . . meghenries

G Iv‘luc:. centertapped 5 - . . Shielding :
142 Line to line and to push 500/600 ohms 30-15,000 FIODB —7iDB ] 5 S ;

ub grids for ‘hybrd 300/600 ohms For —160 DB operation |
80,000 ohms Case ... RC-112 (See pg. 12)

[S-143 High efici 3 500/600 ohms __ EMcient T35 DB —74DB FMA 182 )
Heh ey ok ADd 00/600 ohms 15/12,000 Type D-1515 Net Price $80.00 |
frequency



Length 153"
Width ; 13:
Height 22"
Mounting . — 73" x 14%¢
Mounting Hole ... %" dia.
Unit Weight 350 1bs.

OUTPUT TRANSFORMERS
Linear Standard output and match-
ing transformers employ large cores
of high permeability steel and pre-
cisely balanced, highly interleaved
coil structures. The frequency re-
sponse and harmonic distortion are
unequalled in commercially avail-
able material.
The multiple tap windings afford a
wide range of impedances for every
application. The impedance values
given are for one load. Where it is
desired to feed two loads simulta-
neously, with equal power, it is nec-
essary to connect the loads to termi-
nations of half the impedance value.
For example, if it is desired to split
the output between a 500 ohm line
and a 15 ohm voice coil, connect the
the 500 ohm line to 250 ohm termi-
nation and the 15 ohm speaker
to the 7.5 ohm termination. If the
bulk of the output is desired in one
of the loads, connect this load to its
correct termination and the other
load to a termination of 20% rating
or less. For example, if in the above
case, the speaker were used solely
for monitoring, connect 500 ohm line
to 500 ohm termination and 15 ohm
voice coil to 2.5 ohm termination.

~° LS-7 CASE A
Length 203"
Width 173"
Height 26"
Mounting .. ... 11%" x19%"
Mounting Hole 3" dia
Unit Weight ... 500 lbs.

ST ST N S

ERS .PN Pt Y P,

Max. Unbai-
Type Reflocted anced

Prim Secondary <+ 1 db DCin Case
No. Apptication Impedance Impedance from Max. Level Primary No.

LS-§ Driver, multiple line to class B 50, 125, 200, 2,000 ohms: 20-20 000 +36 DB 5 MA LS-2
838's, 805's, ZB-120's, 203A’s 250, 333, 1:2 overall
and similar tubes 500/60y ohms turns ratio

LS-6 Driver, push pull 45s, 59's, 5,000 ohms 2.25 primary 20-20,000 +33 DB 5 MA LS-2
2A3's, 6A5QG’s, etc., to push pull piate to plate impedance;
845 or 211D grids turns ratio

1.5:1 overall
LS-7 Push pull 56, 6C5 or similar 30,000 ohms .45 primary 20-20,000 +25 DB 1MA LS-2

plates to A prime 45's, 42’s, Dpiate to plate impedance
6F6’s, 2A3°'s, 6L6's turn ratio 1.5:1

Pri. to Sec.
L8-47 Driver from push pull 2A%s, 5,000 ohms .1 pri. imped~- ~ 20-20,000 +33 DB 5 MA L8-2

6A5G’'s, or 300A’s to class B plate to plate ance turms
838's, 203A’s, 805°s, or ZB120’s ratio., Pri./%

Sec. 3.2:4

L8-48 Driver transformer push pull 12,000 ohms .038 pri. im- 20-20,000 +42DB 15 MA LS-3
845°'s to 204 or 849 grids in piate to plate pedance turns
class B, ratio, Pri./ %

Sec. 5.1:1

L8.49 Push pull parallel 243, 6A5G, 2,500 ohms LRatio Prl./% 20-20,000 +39DB 10 MA LS-3
or 300A tubes to four 838, 203A, plate to plate Sec. 4:1 and
805, or ZB120 tubes. 2.5:1

QUTPUT TRANSFORMERS TO LINE AND VOICE COIL
Type Primary will mateh Primary Secondary o Max. Case
No. following typical tubes Impedance Impedance 4+ .2 db. from Level Ne.

L8-52 Push pull 245, 250, 6V6, 42 or 8,000 ohms | 500, 333, 250, 25-20,000 15 watts LS-2
2A5 A prime 200, 125, 5v, 30,

29, 15, 10, 7.5,
- , 2.5, 1.2

LS-54 Same as above 8,000 ohms 305 20, 1102 25-20,000 15 watts LS-2
f .9, .2

LS-55 Push pull 2A8's, 6A5G’s, 300A’s, 5,000 ohms plate 500, 333, 250, 25-20 000 20 watts LS-2
275A's, 6A3’s, 6L6’s, 6ALT's to plate and 200, 125, 50, 30,

3,000 ohms plate 20, 15, 10, 7.5,
N to plate , 2.5, 1.2

L8-57 Same as above N 5,000 ohms plate 30, 20, 15, 10, 25-20 000 20 watta L8-2
to plate and 7.5, &, 2.5, 1.2
3,000 ohms plat
to plate =7

LS8-58 Push pull parallel 2A3°s, 8A. 2.50¢ohm: 5008333, 250. 25-20,000 40 watts LS-3
300A's, 6A3’s - n an 200, 125, 5u, 30,

- ~*T,500 plate 20, 15, 10, 7.5,
- to plate 5,25,1.2

L8-GOA Push pull 2A3’sg4 6A3's, 4,600 ohms plate 15, 10. 7.5, 5, 20-20,000 30 watts LS-3
fixed bias, gathofle followerdrive to plate 3.75, 2.5, 1.2 .

amwL$-62A Same as above As above 500, 125 20-20,000 30 watts LS-3
LS-61 Push pull 6B5, 6A6, 53, 6F6, 10,000 ohms plate 3500, 333, 250, 25-20,000 15 watts LS-2

T1A, 59. T, 89, class Bi6, 59's to plate and 200, 125, 50, 30,
6,000 ohms plate 20, 15, 10, 7.5,
1o plate 5,25, 1.2

LS-63 Same as above 10,000 ohmas plate 30, 20, 15, 10, 25-20,000 15 watts LS-2
1 to plate and 1.5, 5, 2.5, 1.2

6,000 ohms pidte
to plate

LS-6Li Push pull 6L8’s self bias 9,000 ohins plate 500, 333, 250, 25-20,000 30 watts LS-3
to plate 200, 125, 50, 30,

20, 15, 10, 7.5,
, 2.5, 1.2

L8-.6L3 Same as above 9,000 ohms plate 30, 20, 15, 10, 25-20,000 30 watts LS-3
to piate 7.5, 5, 2.5, 1.2

LS-6L4 Push pull 6L6s fixed bias or 3,800 ohms plate 500, 333, 250, 25-20,000 55 aatts LS-3
push pull parallel 6L6's self to plate and 200, 125, 50, 30,
bias 4,500 ohms plate 20, 15, 10, 7.5,

to plate 5,25, 1.2

*Note: Actual frequency response is 10.-50,000 cycles.
distortion.

ANSFORMERS TO
et

OUTPUT TR

Values shown indicate recommended range for minimum

HIGH IMPEDANCE (BF) LOAD
Type Primary will match Primary Secondary Max. Case
No. following typical tubes Impedance Impedance + .4 db. from Level No.

LS-56 Push pull 2A3’s, 6A5G's, 300A’s, 5,000 ohms plate 8000, 5000, 4000, 25-20,000 20 watts LS-2
275A’s, 6A3’s to plate and 1800, 1500, 1000,

3,000 ohms plate , 20, 15, 10,
to plate 7.5, 5,25, 1.2

LS-66 Class B 203A, 838, ZB120, 805 9,000 ohms plate 5000, 4200, 4100, 35-20,000 280 watts EC-17§
to plate 3500, 3300, 2650,

2500, 2100, 1250,
800

LS-67 Class B 203A, 838, ZB120, 805 9,000 and 6900 10000, 2500 25-20,000 260 watts EC-175
ohms plate to
plate

£8-691 Class B 849, 833, 250TH 10,400 ohms 4500, 4000, 3500, 25-20,000 1000 watts LS-6
plate to plate 2750, 2000

LS-692 Class B push pull parallel 833’s 3,650 ohms 2500, 2000, 1750, 25-20,000 2500 watts LS-7
plate to plate 1500, 1250

LS-693 To specifications 25-20,000 5000 watts Spec.

Type Primary Secondary +.2db Max, Case
No. Apbpiication impedance impedance from Level No.

LS-33 High level line matching 50, 125, 200, 250, 1.2, 2.5, 5, 1.5, 20-20 000 15 watts LS.2
333, 500/600 10,.15, 20, 30, 50,
ohms 125, 200, 250, -

333. 500/600

L$-34 High level line matching 50. 125, 200, 250, 1.2, 2.5, 5, 1.5, 20-20.000 30 watts L8.3
333, 500/600
ohms

10, 15, 20, 30, 50,
125, 200, 250
333, 500/600



DARD POWER EQUIPMENT" LINEAR STAN
In choosing power components for broadcast and commercial equipment, the
first factor to be considered is dependability. Linear standard power compo-
nents are very conservatively designed for maximum reliability. Designs
provide for low temperature rise 40°, and high insulation safety factors. Only
the finest of materials and workmanship are used throughout.
The low power components of the Linear Standard series are housed in the
familiar rectangular LS case with top or bottom mounting facilities. High
power components are housed in end castings which completely protect the
winding, while directly exposing the laminations for maximum heat transfer.
All units have a deep grey finish to obtain the highest heat radiation co-effi-
cient. Large components (up to 250 KVA) are housed in oil tanks. DIMENSIONS

Type No. L W H Mtg. wt. -

LS-66 9% 4% 6% 3%x 9% 37
3 LS-67 0% 4% 6% 3%x 9% 37PLATE TRANSFORMERS A

LS-83 8% 4% 6% 3M%hx sy 25Primary Angmxlmne
L Voltage DC Voltage . .Type No. Application 50/60 cycles High Voitage Out of Filter DC Current * LS-89A 9% 7 9 6 x8% 68

LS-181 For push pull 845, 800, etc. 10, 110, égg 1800-1250-0-1250- 1250-1050 200 MA : T L8908 10% 4% 6% 3%x 9% 40

L8-182° Class B 203, 838, ZB120, etc. 190. 110. 120, 1500-1250-0-1250- 1250-1050 350 MA . L8-99 143 8% 104 7RIS} 80
[5-183 " Class 'B_805 or push pull paraliel 100, 110.7120." 1750-1500-0-1500- 1500-1250 100 Ma L8-102 . 9% 4% 6% 3%x 9% 37‘s, ete. N i .
is-184 Class B }2&1335,4849601%1*200, HF300, 100,110, 120, 2300-3000-2500-0- 3000-2500-2100 500 MA L8-103 13% 8% 104 Tx12% 581 11, etc. - -. . > . 230, 104A 16%” High—LS-7 Case 500LS-185 For combined class B and class C 100, 110, 120, 3500-3000-2500-0- 3000-2500-2100 1.2 amp, L8-10a 10%stages as above 220, 230, 240 2500-3000-3500 L8-108 13% 8% 10% 7%x12% 58

L8.121Y 8% 3% 5% 3x7-13/16 1338

L8-18! % 4% 6% 3%x 9% 3T

L8.182 10% 4% 6% 3%x10% 45

'COMBINED PLATE AND FILAMENT TRANSFORMERS & G s u isx swuin v
L8-184 173 10 13% 8%x16% 102

Prima;Voltags Fitament Ls-185 28 10 13% 8%xiz 280Type No. Application 50/60 cycles High Voltage Windings Case No.

LS-180 For pre-amplifier service 110 225-0-225 6.3 V.C.T.-2A LS8-{
15 MA 6.3 V.C.T.-.5A

LS-180H Same as above but in hum-balanced construction (dual coils LS-1symimetrically arranged to neutralize stray fluxes)
LS-190 Low power amplifier and receiver 100, 105, 110, 350-300-0-300-350 5 V.C.T.-3A LS-3service 115, 120, 125" 125 MA 2.5 V.C.T.-6A

6.3 V.C.T.-3A
LS-70 High power amplifier service 100, 105, 110, 425-375-0-375-425 5 V.C.T.-3A" LS-3

115, 120, 125 200 MA 5V.C.T.-2A
70-0-70 2.5 V.C.T.-10A
50 MA 83 V.C.T.-1A -

6.3 V.C.T.-34
1872 For fixed or self blas 6L6's, 300A’s 100, 105, 110, 525-450-0-450-525 5 V.C.T.-3A Ls-3

115. 120, 125" 250 MA 2.5V.C.T.-3A
70-0-70 2.5 V.C.T.-3A
50 MA 6.3 V.C.T.-1A

6.3 V.C.T.-3A
tapped at

5 V.C.T.-8A1s8.73 For push 1lel 616°s, 100, 105, 110, 500-200-0-400-500 5 V.C.T.-6A See Chart300ATs N gty paralle ° 115, 120, 125 500 MA 2.5'V.C.T.-10A
70-0-70 2.5 V.C.T.-3A

M 43 V.C.
6.3 V.C.

tapped a
5V.C.T.-6A

Primary
Voltage Secondary tnsulation

Type No. Apalication 50/60 cycles Voitage Test Voltage Cass No.
LS-30 866 rectifiers 100, 110, 120, 2.5 V.C.T.-10A 10,000 Ls-3

220, 230, 240 A id bl ber of powerLS:82 872 rectifiers 100, 110, 120, 5 V.C.T.-20A 12,000 1S3 considerable number of p o
il supply applications require speciLS-84 203A, 845, etc. HF200, HF300 100, 110, 120, 10 V.C.T.-8A 10,000 183 bply app q P

220, 230, 240 components. These can be made toL5-38 6.3 volt tubes 105, 115, 125 8.3 V.C.T.-2A 2,500 [N e . -18-120 536 Bridse rectifior 0110120 25V CT 104 12,000 153 your specifications. The filter choke

220. 230. 240 23V.CT.-5A illustrated (for a 100 KW broadcast
L8-121Y 872 Bridge rectifier 100. 110, 120, Ey.CT-a 35,000 See Chart transmitter) is typical of the high

T 5 V.CT.-10A power custom LS components.1s.83 872A, 575 or 869 rectifiers 100, 110, 120, 5 V.C.T.-60A 35,000 Ses Chart
230, 230, 240 »

LS-89A Three 869 rectifiers 100, 110, 120, 5 V.C.T.-20A 12,000 See Chart Mt
220, 230, 240



LINEAR STANDARD FILTER, _SWINGING, AND AUDIO CHOKES
(Inductance values are at D.C. current shown)

Insulation :
|:14] DC 0

Type Ne. Application Inductance Current Resistance Voitage Case No.
LS-90 Filter choke with hum bucking -50 h. 50 MA 510 ohms 2000 L8-2

tap ;:.‘;‘:l.lel-ug hy 100 MA 128 ohms
LS-91 Filter choke with hum bucking eries-14 hy 135 MA 200 ohms 2000 L8-2

tap parallel-3.5 hy 350 MA 50 ohms
L8-92 Fflter choke with hum bucking Series-16 h: 175 MA 96 ohms 2500 LS-3

Paralle]l-4 gy 360 MA 24 ohms
L8-93 Filter choke with hum bucking Series-26 200 MA 112 ohms 3500 LS-3

tap Pull.lel-cgs hy 400 MA 28 ohms
LS-94 Parallel feed and fliter choke Series-320 hy 3 MA 6400 ohms 1500 LS-1

Parallel-80 hy 6 MA 1600 ohms
L[S-95¢ Filter choke with hum bucking Series-100 hy 35 MA 1000 ohms 1500 LS-2

tap Parallel-25 hy 70 MA 200 ohms
L8-96 Filter choke with hum bucking Series-20 500 MA 90 ohms 7500 *

tap Parallel-5 1 amp 22.5 ohms
[5-980 Filter choke with hum bucking Series-14 h: 400 MA 100 ohms 5000 LS-3

tap Parallel-3. 5 hy 800 MA 25 ohms
LS-98 Swinging choke 8-40 hy 400 MA 90 ohms 5000 LS-3
LS-99 Filter choke with hum bucking Series-20 hy 1 amp 50 ohms 10000 .

tap Parallel-5 hy 2 amp 12.5 ochms
LS-105 Swinging choke 8-40 hy 1 amp 50 ohms 10000 -

Insuiation
DC 11

Type No. Application Induotance Current Resistancs Voltags Case No.
LS-102 Modulation reactor 50 hy 3850 MA 250 ohms 5000 .
LS-103 Modulation reactor 50 hy 500 MA 175 ohms 7500 d
LS-104A Modulation reactor 50 hy 1.3 amp 75 ohms 20000 *
LS-106 Modulation reactor 50 hy 750 MA 120 ohms 10000 Spec.
*See Chart Page 5

UuTC |
VARIABLE INDUCTORS

= e o o o oo UTC type VIC variable inductors offer a revolutionary approach to the prob-
ht
11 | Vi > )0 T lem of tuned audio circuits. By adjusting a set screw in the side of the case,

§ : O i et - an inductance value of +90%, —50% from mean value is obtainable. Setting
§ e is positive. Effective Q for a wide frequency range and variation of inductance
g: i with applied AC voltage are shown on the illustrated curves, for a typical
— i A - . VIC unit. . :

' wirueo vourmce sromotts The VIC inductor is housed in a rugged die cast case 1%:" long, 114" wide
2 : ; and 1%e” high with mounting centers on terminal board side ¥e" by 2%:".

— 1 - . .N ~ Weight is 51 oz.

Qo f—
. = - TUNED AMPLIFIERS EQUALIZERS o FIJERS__

=== -' i 7 1

VI-Cl I i
VI-C2
VI-C3 '
VI-C4 § o]
VI-C5 g
VI-C6 A 5 é h\

[ < £VI-C7 i . E \ 3 / e N |/
VI-C8 21 VICl9 33, = g [ 1\ / oVIco 3 VI.C20 52 g 2 \ ' %
VI.Cl0 .54 VI.C2l 83, 3vicn 85 | vicz 1 TG B ST e e

TYPICAL VIC APPLICATIONS

8
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_— :ns.;mne. *DcM':: There are many applications in the audio,

carrier, and supersonic fields requiring
ggi‘; 13 s 221’ égg inductors of high Q and great stability.
HOAS3 20 mh;{: 200 The HQ series of permalloy dust toroid
HQA4 30 mhy 160 units developed for these applications
HQA-5 S0 mhy. 130 have remarkable characteristics.
HQA-6 80 mhy 100HQA-7 125 mhz. 85 HQA coils have maximum Q (100) at ap-
HQA-8 200 mhy. 65 proximately 5,000 cycles. HQB coils have582?0 3005 }r?yhy 28 maximum Q (200) at approximately 4,000
HOA-11 75 hy. 35 cycles. HQC coils have maximum Q (200)
HQA-12 125hy. 26 at approximately 30 Kc. HQD coils have
HQA-13 2. hy. 20 maximum Q (200) ot approximately 60
HQA-14 3. hy. 16 Kc. The stability is excellent emd types
ggfiig ;'5 EY' %(33 are available for all high Q applications
HOA-17 10, hayr 9 from 300 cycles to 300 Ke.

HQA-I8 15 hy. 8 Stability is excellent. For the HOA-7 coilHQOB-1 10 mhy. 410 illustrated inductance change is less thangggg 38 ’mn}i‘Y %‘;g 1% for applied voltages from .1 to 25 volts.
HOB4 120 mh; 120 For the HOB-5 coil illustrated the induct-
HQB-5 5 hy. 60 ance change is less than 1% for applied
HQB-6 1. hy. 41 voltage from .1 to 50 volts. DC is permis-
HQB-7 2. hy. 30 sible through the coil. Inductance isgggg gg }}:Y' ?é virtually independent of frequency, tem-
HOB1O 12 hz 1 perature, and vibration.

gggg ;g g;’ g Hum pickup is extremely low due to the
toroidal winding structure . . . 70 micro-gggé és mfiy- volts per gauss for the HQA, 140 microvolts

HOG3 5 Ehi per gauss for the HQB. The cased toroid
HOC-4 10 mhy. structure permits close spacing of units,
HQC-S 20 mhy. effecting a coupling attenuation of ap-
HOD.1 4 mhy. proximately 80 DB.

HQD-2 .1 mhy. All HO coils are hermetically sealedHQD-3 25 mhy. : : Y sealed.HOD-4 S mhy. Units are laboratory adjusted to 1% tol-
HQD-5 15 mhy. erance.

*This value of D.C. will drop the coft inductance 5%. Values of D.C. below this will show proportionately
(linear) leas inductance drop. For example HQA-8 will drop %% in L with 6.5MA.

HQA, HQC, HQD CASE

Dicmeter 11344"

Mounting 144"
Screws 6-32
Cutout He" x 134¢"
Waeight Soz

HQB CASE
Length 2%"
Width 154"

Mounting 1116," x 2114,~
Screws 6-32
Cutout %e" x 114"
Unit Weight 140z

UNCASED HIGH Q TOROIDS
We can supply any of the Toroids
listed without case. Deduct $1.50.
Specify type and inductance value
when ordering.

SPECIAL TOROIDS
Sizes other than those shown in our
stock list can be supplied on spe-
cial order at price of next highest
value.
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__UTC INTERSTAGE FILTERS
Interstage filters lend themselves to effecting gain simultaneously with their frequency
discrimination. UTC mamufactures three basic types of filters for such application
with a nominal impedance of 10,000 ochms to be used in a circuit as illustrated.

Type BPI (band pass), LPI (low pass), and HPI (high pass) interstage filters are not» (e
}

~ N

n

INTERSTAGE FILTER

- w by
< £ ££Z

CYCLES

cearried in stock, but are avdilable from standardized designs and components. They
are available for any frequency from 200 to 10,000 cycles. Order by type followed

CONNECTIONS TYPICAL BPI CURVE by frequency as: LPI-2500, which designates a low pass filter—2500 cycles cutoff
frequency. For low impedance circuits (500/600 ohms), order as BPL, LPL or HPL in
similar manner. Qutput of BPL is to grid; LPL and HPL to 500/600 ohms.

All interstage filters are housed in hermetically sealed cases identical in dimensions
to HOB, but cutout is S x2 inches. Dual alloy shielding reduces hum pickup to
150 MV per gauss at 60 cycles.

DECIB
ELS BPI units have 2:1 gain. They are sharply peaked, having approximately 2 DB attenu-

hd ation at plus or minus 39, from mean frequency and attenuations of approximately
. | 50 40 DB per octave. They are adjusted to zero phase shift at mean frequency.

e ] g "§m§ HPI units have loss of less than 6 DB at cutoff frequency. At .67 cutoff frequency the
TYPICAL HPI CURVE TYPICAL LPI CURVE attenucation is 35 DB and at .5 cutoff frequency, 40 DB.

LPI units have loss of less than 6 DB at cutoff trequency. At 1.5 cutoff frequency the
Case for interst filt as HQB illustrated oni nerstage TTers same ' attenuation is 35 DB and at twice cutoff frequency, 40 DB.

BBOADCHST AND RECORDING EQUALIZEBS AND FILTERS
Page 7.

OECIB
ELS

A
N

A LA
<l 23~ sivTinG SOUD~ SITTING

11
h 'I'w(xv n'tvc.u-; = !!:u
TYPIGAL CURVEB OBTAINABLE WITH

OR 3AX EQUALIZER

500/600 ohms

- 3KX UNIVEBSAL EUUHI.IZER
The umverscl chcxractensncs of the UTC 3AX equahzer have made it the most popular item
for broadcast and recording equalization. This unique unit, with which most communica-
tions engineers are already familiar, is an accurately calibrcxted, quickly adjustable,
combined low and high frequency equalizer. The low frequency controls include a switch
for adjusting the moximum equalization frequency to 25. 50, or 100 cycles and a calibrated
T-pad for exact adjustment of the amount of equalization. The high frequency portion of
this unit includes a switch to set maximum equalization point at 4000, 6000. 8000, 10.000
or 15.000 cycles, and a similar calibrated control reading directly in DB. Equalization up to
25 DB available at any frequency selected.

Through a unique arrangement of compensating pads, changes in adjustment of the 3AX
equalizer do not affect the insertion loss (50 DB). This permits rapid changes in tone color,
with negligible change in volume. Where rapid change-over is required in service from
one line to another, or from recording to play back, it is merely necessary to predetermine
the required setting. The ,actual adjustment of the controls can be taken care of almost
instantaneously. The construction is of the depressed chassis, etched panel, rack mount
type. Thoroughly shielded against inductive pickup with UTC Trialloy Shielding. Dimensions
of panel 314" x 19", Depth 7Y,;". Weight 15 lbs.

34 UNIVERSAL EQUALIZER
'I'he SA equcthzer is 1dent1ccxl to the 3AX described above, except that it does not incor-
porate the compensating pads for constant insertion loss. The insertion loss is roughly
proportional to the amount of equalization employed. All other characteristics identical with

" the 3AX unit, this item weighs 10 lbs.

4C SOUND EFFECTS FILTER
The use of filters to obtain unusual sound effects is now finding wide application in broad-
cast technique. The Model 4C Filter was originally developed for one of the large broadcast
chains, and is now used extensively by most broadcast stations. Two controls are provided
on the 514" x 19" panel, which is similar in appearance to the 3AX unit. The weight of the
4C unit is 20 lbs.

The low pass switch can be set for cutoff frequencies of 100, 250, 500, 1000, 2000, 3000,
4000, or 5000 cycles. The high pass switch has identical frequency points. The great number
of cuteff frequencies provides for a wide latitude of tone control. If desired, though not
normally necessary, external potentiometers may be inserted in the circuit for attenuation
control.

38 BOOST-DROP EQUALIZER
The 5A equalizer, ideal for recording and reproduction, incorporates the 3A equalizer with
control for drooping highs and lows where required. Up to 15 DB attenuation can be effected
at 25, 50, or 100 cycles for the low end and 4000, 6000, 8000, or 10,000 cycles for the high end.
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UTC manufactures permalloy dust toroid
filters for all applications. The stability of
the inductors plus precision adjustment
makes these filters ideal for all critical ap- o
plications in the audio, carrier, and super- m ]
sonic fields.

filters affording sixteen separate bands in
the audio and supersonic region with 35
DB attenuation at the cross-over points. 40
These have also been supplied spaced
further apart (40 DB cross-over), with inter- 8 §
mediate bands, permitting flat top band e e
pass action for any selected range from
100 cycles to 200 KC.

UTC SATURABLE REACTORS

Saturable reactors are used extensively for ; P
both power control and phase control. The : /
left curve is that of a small (1" cube) 2 Eac 3 /
sensitive unit indicating the variation of . IIEL %M 2
inductance with saturating DC. The right wes ' m 2 /
curve is that of o moderate size power , N Toc 3 /
control reactor indicating power to the \\ b 7
load with saturating DC.

These units are supplied to customer's

The curve illustrated shows a group of -2 y JA VAT AYATAVAYAVTHTATAN
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SUB-OUNCER PERMALLOY SUB-OUNCER
DUST TOROIDS TOROID FILTERS

Weight 1, ounce uncased .8 ounce Filters employing SUB-OUNCER toroids
hermetically sealed. These minia- and special condensers represent the
tured HQE coils have characteristics optimum in stable miniaturized filter
similar to our standard HQA, C, performance. The unit shown...1l x 1
and D coils with little reduction in x?2...employs 5 coils and 6 condensers
Q considering minute size. for a complete band pass filter...

weight 6 ounces.’

P, - .

) 20 0 [ % 100
specifications only...for all applications. ° Ioc-a e

UTC VARITRAN CONTROL UNITS
For controlling: Rectifier output . . . motors ... heaters ... lights ... lj_.ne voltage

The UTC Vearitran is a simple autotransformer whose turns are arranged on one layer with
the insulation removed so that every exposed turn may be used as a tap of the winding.
A special non-tusing contact can be moved to any position on the winding, permitting
the exact voltage desired to be obtained. The regulation and efficiency are excellent and
no distortion of wave form occurs. The output voltage is independent of load. In addition
to its many laboratory uses, the Veritran is widely employed for controlling electric ovens,
fans, soldering irons, furnaces and heaters, for photographic and enlarging lighting control,
for life tests of lamps and for dimming illumination.

VARITRAN RATINGS
Standard Varitrans are designed for 115 or 230 volt service. The respective output voltages
are 0-130 and 0-260 volts. The Varitran autotramsformer current and wattage rating is based
at 115 volts (115V. models). As the voltage is reduced, the wattage output is reduced cor-
respondingly. The maximum current can be taken at any point from 0 to 20 volts and from
95 to 130 volts. Between 20 and 95 volts the current capacity tapers off from the two ends to
approximately 60% of the rated maximum current at the 65 volt point. The mounting facilities
are at both top and bottom of each unit to assure ease of mounting on panel, chassis or
for laboratory bench service.

Type Input Voltage Output Voltage Watts Max. Amps. Figure Approx. Dimensions Weight

V-0 115 volts 0-130 230 2 A 44 x 6% x 4% 10
V-0-B 230 volta 0-260 230 1 A 44 x 6% x 4% 11
V-1 115 volts 0-130 570 5 B 4% x 8 x 3% 12
V-1-M 115 volts 0-130 570 5 C 4% x 9% x 3% 14
V-2 115 volts 0-130 570 5 A 4% x Tl% x 3% 13
v-2-B 230 volts 0-260 570 2.5 A 4% x 7% x 3% 16
V-3 115 volts 0-130 850 7.5 A 4% x 7% x 3% 16
v-3-8 230 volts 0-260 850 3.75 A 5% x 7% x5% 20
V-4 115 volts 0-130 1250 11 A 8% x 10% x5 34
V-4-8 230 volts 0-260 1250 5.5 A 8% x 103 x5 36



The UTC Hiperm dlloy audio and
power transiormers are specifically

VA mran

UTC HIPERM ALLO
oty e o

Y TRANSFORMERS
LOW IMPEDANCE TO GRID AND MIXING TRANSFORMERS

designed for portable and compact voe N Avotleati Secondary + I db Max. D& in Caseservice. While light in weight, ype No. ppitcation Primary impedance Impedance from eve| y N

neither dependability nor fidelity HA-100 Low impedance mike, pickup, 50, 125/150, 200, 60,000 ohms in 30-20,000 +15DB .5 MA H-l
Y

has been sacrificed. The frequency or multiple line to grid 5007603 ohm: two sectionsPR : ; /600 ohms
characteristic of the Hiperm alloy HA-100X Same as above but with tri- H-l
audio units is uniform from 30 to alloy internal shield to effect as above 2s above
20,000 cycles. They incorporate a WA-T0 Low impedance mike, pickup, 50, 1257150, 200, 120,000 ohms _ 30-20,000 ~15DB .5 MA H-I
Hiperm-alloy nickel iron core and or multiple line to push pull , , overall, in two
h bal d il Th grids 500/600 ohms sections

um anced coil structure. e HA-101X As above but with tri-alloy in- 80,000 ohms H-1
rugged_ die cast case is of hlgh con- ternal shield to effect very low as above overall, in two
ductivity alloy finished in grey, ar- hum_pickup seotions24 Y =¢In grey, HA-103A Low impedance mike, plekup, 2.5, 5.5, 10, 15, 22, 60,000 ohms in 30-20,000 +15DB .3 MA H-l
ranged for mounting with the or_parallel mixer to grid 30,'38, 60 ohms two sections
t inal i wn. i HA-108 Mixing, low impedance mike, 50, 125/150, 200, 50, 125/150, 200, 30-20,000 +15 DB 5MA H-lPe .".‘m. als elther. up or .dO DC in pickup, or multiple line 250, , 250, 338, 500/rim'y shown is maoximum unbal- 5007600 ohms 600 ohms
cmced. HA-108X Same as above but with tri-al- H-I

loy internal shield to effect
very low hum pickup

HA-130X Three isolated lines or pads to 30, 50, 200, 250 60,000 ohms 30-20,000 +15DB .3 MA H-I
one or two grids with tri-alloy ohms each primary overall, in two
internal shield sections

Secondary + 1 db Max. DCin Case
Type No. Application Primary Impedance Impedance from Level Prim'y No.

HA-104 Single plate to P.P. grids like 15,000 ohms 95,000 oh. 0-20,000 +17DB 0 MA -1243, 59, 616 (spiit secondary) T ! MA M
HA-105 Single plate to single grid 15,000 ohms 80,000 ohms 30-20,000 +17DB 0 H-1

(split secondary) ' ! 2:1 turn ratio
HA-106 Single plate to push pull grids 15,000 ohms 135,000 ohms 30-20,000 +17DB 0 H-1 =

{split secondary) 3:1 ratio overall S
HA.107 . Push pull plates to push pull 30,000 ohms 80,000 ohms 30-20,000 +25DB .25 MA H.2 :TYPE H-1 CASE grids (split primary and sec- Dplate to plate 1.6:1 turn :atio

Length 23" ondary) overail
. " HA-137 Push pull plates to push pull 30,000 ohms 68,000 ohm: 30-20,000 +17DB O H-1|Width 11%6 grids (split primary and sec- plate to plate 1.5:1 turn rsntlo

Height 31" ondary) overall
Mounting ..—
Screws 6-32 PLATE AND CRYSTAL TO LINE TRANSFORMERS

utou . —— 
"

i eight 2 lbs. ) Secondary Max. DCin Case
Unit Weig Type No. Application Primary impedance Impedance + 1 db from Level Primary No.

HA-11I Crystal microphone or 100,000 ohms 50, 125/150, 200, 30-20,000 meas- + 4DB 0 H-1
pickup, to muitiple line 250, 333, 500/ ared with re-

600 ohms sistive source

HA-113 Single plate to multiple 15,000 ohms 50, 1257150, 200, 30-20,000 +18DB 0 MA H-I
line 250, 333, 500/

600 ohms

HA-133 Single plate to_multiple 15,000 ohms 30, 125/150, 206, 30-20,000 +18DB 8MA H.|
line (D.C. in Pri.) 250, 333, 500/

600 ohms

HA-I14 Push pull low level 30,000 chms 50, 125/150, 200, 30-20,000 +20 DB 1 MA H-I
plates to multiple line plate to plate 250, 333, 500/

600 ohms

HA-134 Push pull 89's or 2A3’s 5,000/9400 ohms 50, 125/150, 200, 30-20,000 +32DB 5MA H-2
to line plate to plate 250, 333, 500/

600 ohms .

HA-135 Push pull 2A3’s to voice 5,000 ohms 30, 20, 15, 10, 30-20,000 +38 DB 5MA H-2
coil plate to plate 7.5.5,2.5. 1.2

TYPE H-2 CASE L .
" ) oLength 3o .~ POWER TRANSFORMERS AND CHOKES

l . -' 6 — et e e S e - . . - . . . B

i 1/," Primary Voltage Filament
I\I}eolugr}llttlng 2 % :233//2 " Type No. Application 50/60 cycles High Voltage Windings Case No.

A .

HP-122 Pre-amp. power supply using 84 115 220-0-220 8.3 V.C.T.-.5A H-1Screws T 8-32 rectifier 15 MA 6.3 V.C.T.-1.24
Cutout He” dia AP-i23 Pre-amp. or_[uner power supply 115 275-0-275 6.3 V.C.T.-.5A Az
Unit Weight 5 lbs. using 84 rectifier 35 MA 6.3 V.C.T.-2A

Insulation
Type No. Apptication inductance DC Current DC Resistance Test Voltage Case No.

HC-115 Parallel feed and fliter Series-400 hy 2.5 MA 7000 ohms 1500 H-I
choke Parallel-100 hy 5 MA 1750 ohms

HC-116 Parallel feed and fliter Series-800 hy 8 MA 4000 ohms 1500 H-2
choke Parallel-150 hy 16 MA 1000 ohms

HC-117 Filter choke with hum 60 hy 15 MA 3000 ohms 1500 H-1
bucking tap

UTC MICROPHONE CABLE TRANSFORMERS
UTC cable transformers are designed to be inserted in the cable circuit, and -are ruggedly
constructed to withstand mechanical abuse. The cable connections (supplied less cable)
are made through spring strain relief to terminal boards inside the end caps. 112" diameter
...21" long... Vs Ib.
Type MC-1—primary tapped 30/50 and 200/256 ohms, secondary to grid, standard fidelity.
Type MC-2—primary tapped 30/50 and 200/250 ohms, secondary to grid, high fidelity.

UTC MICROPHONE
CABLE TRANSFORMERS

UTC MIKE/HIGH IMPEDANCE ADAPTOR is designed to match low impedance sources to
an amplifier having high impedance input. Will maich emy source from 50 to 600 ohms, |
effecting « 15:1 step up ratio (225:1 impedemce ratio). The plug on MA-1 goes into jack on |
amplifier . . . the plug from mike goes into jack on MA-1. Flat 40-10,000 cycles. Rugged die |
casting g x 11/ x 2Ys.
Type MA-l—primary 50 to 500 ohms...15.]1 ratio...jack input... plug output.

10

UTC MIRE/HIGH IMPEDANCE
ADAPTOR



~ ULTRA COMPACT _AUDIO UNITS
The UTC Ultra compact aqudio units are small and light in weight, ideally suited to remote
camplifier and similar compact equipment. High fidelity is obtainable in all individual units,
the frequency response being + 2 DB from 30 to 20,000 cycles.
All units except those carrying DC in Primary employ a true hum balancing coil structure,
which combined with a high conductivity outer case, effects good 1.nducnve shielding. The
die-cast case provides for top or bottom mounting. Maximum operating level 4 10 DB.

" which permits rotating an

: TYPE A CASE
Length 115"
Width 15"
Height 2"
Mounting 1542" sq.
Screws 4-40
Cutout 135" dia
Unit Weight 1 1b

ORIENTATION MOUNT
. T A-31 adaptor is a unique facility

ultra-compact
unit after installation. 360 degrees of rota-
tion in the horizontal plane and 40 degrees
in the vertical plane can be effected. Con-
sists of die cast cap which fastens to
terminal board side of A unit and incorpo-
rates lockable swivel joint which requires
one 3/ hole for mounting.

UTC OUNCER components represent
the acme in compact quality troms-
formers. These units, which weigh
one ounce, are fully impregnated
and sealed
housing 74" dicmeter . .
opposite terminal board.

in a drawn aluminum
. mounting

Ouncer items are ideal for portable
broadcast, hearing aid, aircraft, eon-
cealed service, and similar applica-
tions. High fidelity characteristics are
provided, uniform from 40 to 15,000
cycles, except for 0-14, 0-15, and units
carrying DC which are intended for
voice frequencies from 150 to 4,000
cycles. Maximum level ODB.

“P"” series units are identical to the
UTC OUNCER units but are sealed
in bakelite housings with plug in
base to fit standard octal socket.
While of submersion proof design,
these units weigh but two ounces.
Oversize pins in the base make it
impossible to dislodge these units

Type Secondary + 2db from
No. Application Primary Impedance Impedance

A-10 Low 1 d mike, pickup, 50, 125/150, 200/250, 50,000 ohms 30-20,000
or multiple line to grid 333, 500/600 ohms =5-50.000 muitiie aTioy shica

. ,000 ohms -20,000 multiple alloy shieA-tl Mnflfl‘;fi :115:' plckup, 50, 200, 500 50,00 for extremely low hum pickup
A-12 Low impedance mike, pickup, 50, 125/150, 200/250, 80,000 ohms . over- 30-20,000::l dx:mml;)ls line to enul&cmfll 333, 500/600 ohms all, in two sections

* hms 50,000 ohms over- 30-20,000A-14 gyonl:‘x_lllgs microphone to one or 30 o A% twasections

. 5,000 ohm: 60,000 ohms, 2:1 30-20,000A-18 Single plate to single grid 1 ohms 80,000 ohr

A-18 Bingle plate to two grids 15,000 ohms 80,000 ohms over- 30-20,000
Split primary, can also be all, 2.3:1 turn ratio
used for P.P. plates overall -

- ingl ,000 ohm: 80,000 ohms over- 50-20,000A-to Enbilompé::‘l’ Eé‘wo Frids 8 MA 15,000 y all, 2.3:1 turn ratio
overall

A-20 Mirxing, low impedance mike, 50, 125/150, 200/250, 50, 125/150, 200/250, 30-20,000
pickup, or multiple line to 333, 500/600 ohms 333, 500/600 ohms
multiple line 3 - <

- Mixin mike, 3 , 500/600 50, 200/250, 500/600 50-20,000 multiple alloy shielA-21 plcku:: olrwunelxggefi;:u 50.200/250 / / for extremely low hum pickup
A-24 Sin late t ultiple line 15,000 ohms 50, 125/150, 200/250, 30-20,000ole » © multiple 333, 500/600 ohms
A-25 Single platse to multiple line 15,000 ohms 50, 125/150, 200/250, 50-20,0008 MA unbalanced I).Cl.p 333, 500/600 ohma
A-26 Push pull low level plates to 30,000 ohms 50, 125/150, 200/250, 30-20,000multipls line P plate to plate 333, 500/600 ochms
A2 Cryst. X 50, 125/150, 200/250, 30-20,000 measured with non-7 line Al miorophone to multiple 100,000 chms 333, 500/600 ohms inductive source
A-30 :u(;!lg choke, 300 henrys @ 2 MA 6000 ohms D.C., 75 henrys @ 4 MA 1500 ohms D.C., inductance with no D.C.

L{ enrys )
A-31 ORIENTATION MOUNT

OUNCER »Type PLUG-IN
Ne. Application Prl. 1mp. See. Imp. Type No.

0-1 Mike, pickup or line to 50, 200‘{250, 50,000 P-1
1 grid 500/60

0-2 Mike, pickup or line to 50, 200/250, 50,000 P-2
2 grids 500/600

0-3 Dynamic mike to 1 grid 7.5/30 50,000 P3

0-4 Single plate to 1 grid 15,000 60,000 P-4 Dicmeter .. oo

0-5 Single plate to 1 grid, 15,000 60,000 P-5 Height ...DG in Pri o Mogming0-6 _ Single plafe to 2 grids 15,000 95,000 P-6 Screws _.2-56
0.7 Single plate to 2 grids, 15,000 95,000 P.7 TD.C. in Pri.
0-8 Single plate to line 15,000 50, 200/250, 500/600 P-8

0.9 Single plate to line, 15,000 50, 200/250, 500/600 P-9
D.C. in Pri.

0-10 Push pull plates to line 30,000 ohms 50, 200/250, 500/600 P-10 [
plate to plate

0-{1 m:le mike or pick-up 50,000 50, 200/250, 500/600 P.(l

0-i2 Mixing and matching 50,200/250 50, 200/250, 500/600 P12
0-13 Reactor, 200 Hys.—no D.C.; 50 Hys.—2MA. D.C., 6000 ohms P13 !
014 3315 mike or line to 1 200 % megohm P.14 N

0-18 10:1 singls plats to 1 15,000 1 megohm P-15 . PLUG-IN (P) CASE .grid Dicmeter ... _. _ 139
. Height 11645"

Socket Octal
¢ e e e e

PR TSI

UTC Sub-Ouncer units weigh only 1

~ SUBOUNCER UNIT
FOR HEARING AIDS...VEST POCKET RADIOS...

D.C.
Pri. Imp, in Prl,gunce. Through unique construction, Type Auptication Level See. Imp.

owever, these miniature units have ;U $0-1 Input + 470, 200 0 ,performance and dependability charac- 50 gg?sggo
teristics far superior to any other com- _S0-2 Interstage/3:1 _+ 4 V.U. 10,000 0 90,000
parable items. The coil is uniform layer "S0-3 PlatetoLine — +23V.0. 10.000 FmiL 200
wound of Formex wire ... On a molded g Gutput + 20 V.0, 30,000 L.0mil 50
nylon bobbin . . . insulation is of cellu- §9-5Reaetor 50 HY &t T mil. D.C. 3000 ohis D.C. Res
lose acetate...leads mechanically an-
chored . . . core material Hiperm-alloy
... entire unit triple (waterproof) sealed.
The frequency response of these items
Is + 3 DB from 200 to 5000 cycles.

11

*Impedance ratio is fixed, 1250:1 for SO-1
between the vaiues shown may be employed.

4 1:50 for SO-3. Any impedance

MIDGET DEVICES

from their sockets.
omea R .

SUB-OUNCER UNIT
Dimensions ..._.. Y x 5/3”1x "
Weight oz.



The commercial grade series of transformers incorporate conserv-
ative design ond rugged construction to assure dependability
under continuous service operation in industrial and commercial
grade communication equipment. These units are mounted in
uniform drawn cases finished in light grey enamel, and intended
for chassis mounting. All items are poured with special sealing
compound in addition to vacuum impregnation of coil structures.
Type numbers are identical with the PA units except for the
prefix “CG".

CG-134, 135 and 136 are of the hum-bucking type to assure low
hum pick-up. All qudio components are linear. +1Y; DB from
40 to 10,000 cycles (no unbalanced D.C.), except CVL and CVM
units . . . 40 to 6000 cycles. Parallel feed low level interstage units
with 50,000 ohms and .25 mid. 200 ohm windings on input trans-
formers are balanced and may be used for 150 to 250 ohm
circuits.

L

. . - . . . v -

Case Base Mounklnu ) Cutout Unit Weight
. . . No. Dim. (Sa.) Dim. (Sg.) Height Dia. (Lbs.)

Primary Secondary RC-50 15 1-5/16 2% 1% %
Type N P Impedance Impedance Case RC-62 1-13/16 1% 2% 1% %
Type No. Ohms Ohms No. RC-75 2.3/16 1-13/16 2% 1% 1%
CG-i3) 1 plate to 1 grid 15,000 135,000 3:1 ratio RC-50 RC-87 3°9/186 2-3/32 3% 2 2
CG-132 1 plate to 2 grids 15,000 §3?,000. cente;tfipped RC-62 RC-100 3 2% 3%, 2 3

:1 ratio gver; — >

TG-133 2 plates to 3 g7lds 30,000 Pto P 50,000 overall RC-75 RC-112 3-1/18 2-11/16 4% > 1%
1.6:1 ratio overall RC-125 3% 3 414 3 5%

CG-134 Line to 1 grid 50, 200, 500 80,000 RC-50 RC-150 % 3-9/16 5% 4 10
TR e RC-152 5% % 5% 2 15

- t » 200, L0 - -hu.m.-b(:xcklgrgi 50 20(3 560 120,000 overall RC-50 RC-175 5% 1% T34 4 20

CG-235 Line to 1 or 2 grids, 50, 200, 500 80,000 overall RC-75
bum-bucking; mul- ohms .
tiple alloy shielded . x
{lo;lowhnmnlek- . T D e e

CG-136 Singls plate and low 15,000, 50, 200 50,000 overall Ac-62 Secondary Impedances: 500, 200, 16, 8, 5. 3, 1.5 ohms
mvedt;nfo ke or Tfiu Imped. P.P. Max. Case ;B oy grids o. Ohms, Overall Typical Tubes Watts No. 3

CG-233 PP 6C5, 56, similar 30,000 Pto P 25,000 overall RC-87 ca.15 8,000 45, 48, OFG triore 20 Re-100triodes o AD 458, “3'1 ravlo overall CG-16___3,000/5,000 ZA3, 6A3, 48, 6B4 30 RC-100
2A3's, 6L6's, ete, CG-19 6,000/10,000 6N7, 6A6, 6F6, 89, 46, 6V§ 20 RC-100

CG-333 PP 8C5, 58, similar 30,000 Pto P 5,000 overall RC-87 CG-710 14,000/20,000 41, 42, 47, 49, 6K6, TB5 20 RC-100
tcrll.%d:. to fixed bias .4:1 ratio overall CG-2L6 9,000 6L6's, AB1L 30 RC-125

CG-433 PP 45, 3A3, similar 5,000 PtoP 1,250 ovorall RC-160 CG-4L6 3.800/4.500 2:6L6’s. AB2 or 4-6L4's AB1 55 RC-130
tubes to fixed bias .5:1 ratio overall
2 or 4 6LE's

C6-i37 Mixing 50, 200, 500 50, 200, 500 RC-50 . . e P ) <
gg-l40 Triode plate to Mne 15,000 50, 200, 500 RC-50 p ;. - . -

-141 P Lansllge triode plates to 30,000 PtoP 50, 200, 500 RC-50 Universal units designed to match any tubes within the rated output

power, to line or voice coil. Qutput impedance 500, 200, 50, 16, 8, 5, 3, 1.5
ohms. Primary impedance 3000, 5000, 6000, 7000, 8000, 10,000, 14,000 ohms.

. v Type Audio Case
"N A Bassoosy //sficllm No. Watts Typical Tubes Ne.

So~Tar G"'"’G"m /| wy§ CVP-I 12 42, 43, 45, 47, 2A8, 6A6, 6Fd, 35L6 RC-100
\ —-QUETTING | / b . CvP-2 30 42, 45, 2A3, 61.8, 6V6, 8BS RC-125

s // a CVP-3 60 46°'s, 50’s, 300A’s, 6L6’s, 801, 807 RC-150
\\ - P/’ CvP-4 125 800’s, 801°’s, 807’s, 4-6L6's, 845's RC-152

s - CVP-5__ 300 311, 242A°s, 203A's, 838's, 4-845's, ZB-120's RC-175
sy

- ANY SETTING BETWEEN TM~ -
o L H ABS CAN BE USED WITH fl . .o L e
b~ ANY BETWEEN COD -

Pl [N B BT

» 0 mo 10 M0 00 W0z 3 ¢ 1o - The UTC VARIMATCH line to voice coil transiormers will match any voice
coil or group of voice coils to a 500 ohm line. More than 50 voice coil
combinations can be obtained, as follows:

§ 2, 4, .5, .62, 1, 1.25 15, 2, 25, 3, 3.3, 3.8, 4, 4.5,
. UNIVERSAL INTERSTAGE EQUALIZER £ 5% B B7s, 56 7, 78 89,10, 11 12,14, 15,

This new UTC unit is the ideal device for any application requiring fre- 16, 18, 40, 25, 28, 3b, 31, 40,747," 50, €3, 69, 75. ;
quency response correction. Designed to be connected between two triode Where speakers are to be connected in groups to one transformer, 1t s
audio stages or will match a high impedance (5000 to 30000 ohms) source preferable that parallel connection be used to eliminate the possibility of
to grid. multiple resonance. If two speakers of dilferent impedances are connected
The CGE-1 equalizer is not a simple R-C tone control, but employs reso- in parallel, the lower impedance speaker will develop greater power. If
nant circuits to permit low or high end equalization without effecting connected in series, the higher impedance speaker will develop greater
.xmd-frequenctiesi. llt}} controls in l;:enter, no iquglization is effected. Mov- power. Audio Primary Secondary Case
ing one control to left increases bass; to right, drops bass. Moving othercontrol to left increases highs; to right drops highs. Controls are indepen- Type No. Watts Impedance Imgpedance No.
dent so that bass may be raised and highs dropped simultanecusly, etc. CVL-1 15 500 ohms :2 to 75 ohms RC-87Amount of equalization is continuously adjustable, up to 15 Dg The cvL-2 40 500 ohms -2 to 75 ohms RC-125
insertion loss effected is e%ucxl to the combined low frequency and high CcvL.3 75 500 ohms .2 to 75 ohms RC-150
frequency settings plus 6 DB, or a maximum of 36 DB. Unless existent
gain of equipment to which CGE-l is added is high, an additional audio
stage may be required.
Thils) BL;njt cogxes comphete so that con(télc;ls wigh etched }acmel (cclil:n-meid'A . - - - - -
in can be mounted on a ciassis , inch minimum) or a panel wit UTC Vari iit ; arimatch Line Autoformer will match one to ten 500 ohm lines or
case contaxmng.the electrical elements held by etched panel screws. CVL windings to the 500 ohm output of an audio amplifier, The CVL-10
CGE-1 Panel Dim. 23 x 4. Wt. 2 Lb. t% 1%1 autoformers have impedances of 500, 250, 167, 125, 100, 83, 71, 62,

50 ohms.
DYNAMIC NOISE SUPPRESSION INDUCTOR Type No. Audio Watts Case No.

Incorporates two accurate High Q coils [.8 hy. and 2.4 hy.] for use in CvL-10 15 RC-87
dynamic noise suppression circuits. Excellent circuit accompanies unit. cvL-i 30 RC-125
Type CG-50 RC-75 Case cvL.12 60 RC-150



UTC CG power transformers, Varimatch units and chokes are
designed to A.LE.E. commercial standards. Ratings are conserva-
tive for continuous duty. Designs provide temperature rise less
than 55 degrees C. Units are tested for breakdown at twice
maximum working voltage plus 1000 volts, Plate transformers
are given a surge test of 250% normal voltage at 200 cycles.
All items are vacuum impregnated and sealed with special
insulating compound.

The conservative design and manufacturing procedure of these
units make them suitable for virtually all types of commercial
equipment as well as ideally suited for quality amateur and
public address service.

Will match any modulator tubes to any RF load.
The ever increasing number of vacuum tubes available for audio and RF
pplications has increased the difficulty of obtaining transiormers suitable
or matching to the various correct tube loads. If a standard transformer

urchased and used for a specific

Primaries for 105, 115, 220, 230 volts, 50/60 cycles. For reduced power, sec-
ondary voltages can be reduced to halt by using 220V. Pri. on 110 volts,
These transformers may be used on 25 to 43 cycles if 220V. Pri. is used
on 110 volts. Secondary voltage is simuitaneously halved.

aaving a Iim}ited impedcm;e range i;b jused for, a specii pC pc
urpose as_the “nearest thing” available, comparatively hig! stortion is Type No. High Volt

gflevitable. While a 20% mismatch caused by such an occurrence does not €6-300 625-515-345150—6‘2‘:‘ :0‘:;‘:33 ';IOA ca:; No.
represent g serious loss in power, it greatly reduces the undistorted power G307 / 0 RC-150
available from a class B modulator because optimum plate load is not ph 580-530-300-0-300-530-580 475/425/250 420 RC-152
reflected to the tubes. The UTC Varimatch transformer eliminates this diffi- CG-302 950-750-0-750-950 760/610 360 RC-175
culty through the use of a combination of tapped windings affording an C€G-303 1500-1235-400-0-400-1235-1500 125071000 260% RC-175
extremely wide range in impedance matchm%. Designs provide that for 300 175
any load impedance employed, full class C plate current can be carried *300MA. if used without load on low voltage winding.
by secondary winding. ’

Primary impedances from 500 to 20,000 ohms TYPE EC CASE UNITS
Secondary impedances from 30,000 to 300 ohms ' DC DC wt,

Type No. High Voitage Voltage MA L w H Lbs.

Max. Max. CG-304 1500-1235-0- 1250/1000 800 15 8% 10% 100
Audio Class C 1235- 1500

Type No. Watts Input Typioal Modulator Tubes Case No. €G-305 2404-1750-0- 200071500 300 10% 4% 8% 50
EVM-0 1z 25 30,49, 79, 6AG, 63, ZA3, 6B5 RC-100 e L
CVM-I 30 50 V6, 6B5, 2A3, 43, 46, 6L6, 210 RC-125 I 200071500 500 15 8% 10% 100
Cvm.2 60 125 801, 616, 809, 4-46, T-20, 1608 RC-150 CG-307 3500-3000-2400-0- 300072500 300 14 3 10cvmM3 135 250 800, 807, 845, TZ-20, RK-30, 35-T RG.152 S300-3000-3500 > 3000 woo8% 1% %0
CVM-4 300 600 50-T, 203A, 805, 838, T-55, ZB-120 RC-175 CG-308 3500-3000-2400-0- 3000/2500 500 18% 8% 10% 125
CVMST Gop 1200 805, HF-300. 204A, HK-354, 250TH 7xI2XSH CE-3058300-3700-2400°0 300075500002 -8. - - - -0- 10002400-3000-3500 2000/ ! 10 18% 185

N ) R ) A CG-310 4600-4050-3500-n- 4000/3500 800 19 13500-4050-4600 3000 10 ¥ 150
CG-311 1500-1235-0- 1250/1000 500 10%% 4% 6% 50

Type No. Prima Typical Qutput Tubes Case No. 1235-1500ype No. ry . €G-312 1800-1500-0- 1500/1250 400 10% 4% 6% 50
CG-51AX All single tubes like: 6C5, 18, 30, 49, 79, 89, 2A3, 45, RC-87 1500-1800

30, 49, 53, 79, 89, 6A6, 46, 6L6, 42, 59
45, 46, 2A3

CG-53AX lZ’:A3P'6]qubeI}éke: 45, 59, g{G},{ 148-4560 8;!;3A218038 ggé RC-112
. 5, 6 -18, . . . .

50T, 830B INDUCTANCE SHOWN IS AT RATED DC MA
CG-59AX 50, 200, 500 ohm line 805, 838, 203A, ZR-120, RC-112 Inductance DC DC Res.

100TH, 800, 55T, RK-18 _ Type No. Henrys MA Ohms Test Volts Case No.
€G-238AX §-2A3. 4-45, 4-50, 2-211A, %-ggi's, 24&%8"'24]}%‘0330%'8' RC-150 CG-40 10 200 110 1750 RC-112

-845 -204’s, 2-849’s, 2- '8, - -5-11Fo00°s, 8-B50TH's, CG-4! 4-20 200 110 1750 RC-112
2.450TH's CG-44 30 100 400 1750 RC-100

€G-5i12 50, 200, 500 ohm line 2-250TH, 2-450TH, RC-150 CG-45 250 15 5000 1750 RC-87
2-HF200, 2-HF300, CG-48C 75 50 2500 1750 RC-87
2-2044A, 2-849 CG-100 12 150 120 2500 RC-125

CG-102 12 250 105 3000 RC-150
CG-104 10 350 90 5000 RC-152
CG-108 10 500 55 7000 RC-175

Designed for line voltage control, filament con- cG-1s 10 1600 45 9000 1_1,‘/5"“41
Type Watts Case trol and reduced power operation. Qutput volt- 6% H, 60 1b.

%o. Output No. age from 0 to 130 volts, 50/60 cycles. Vari-
power units permit control of filament voltace

CVA-I 150 RC-112 l:lthe )ubci socketlto \viltlhlln 2%9}’1 of desire<} UCTANCE SHOW
= " value simultaneously with line voltage control IND o, o,

CVA-2 250 RC-125 and plate voltage control. Can be used to re- N IS FROM 100/. TO 10% OF RATED DC MA
CVA-3 500 RC-150 duce or increase voltages on filament trans- T Inductance bcC DC Res. Test Volts Case No.
CVA-4 1000 RC-152 formers. Taps at 25, 55, 75, 95, 100, 105, 110, ype No. Henrys MA Ohms
TVAS 3000 RC-175 115, 120, 125 and 130 volts permit output CG-10! 5-25 150 120 2500 RC-125

- voltages from 0 to 130 volts in 5 volt steps. €G-i03 5-25 250 105 3000 RC-150

CG-105 5-25 350 90 5000 RC-152
o ] CG-109 5-25 500 55 7000 RC-175

CG-iC 5-Primary 115 volts 50/60 cycles 28 1000 4 9000 (li}’/fi%fif%oxlb.
Type High DCNyo. Voltage MA Fil.1 Fil. 2 Fil. 3 Fil. 4 Cass No.

CG-422 éggigg-o- 125 5V-3A 5V-2A gAb‘ VCT- 52A5 VCT- RC-150 -
de5438 25 Primary for 105, 115, 220, 230 volts, 50/60 cycles. These transformers may

€6 428 500-0.500 250 EV-3A 5V-2A 6.3 VOT- 63 VCT- _ RC.I52 be used on 25 to 4$ cycles if 220 volt prim. is used on 110 volts. Sec-
80-0-80 100 4A 3A, tapped ondary voltage is simultaneously reduced to t

gAs VCT- * Two Windings.
See. Volts Sec. Working Teost CasCG-429 600-525-0- 250 5V-3A 6.3 VCT- ;As Y(‘l‘p-ed RC-1582 Type No. C. T. Amps. Voitage Voltage No,e

525-600 FA VES ca-3 2% 0] 3500 5000 RC-112
34 CG-120 2% 10 5000 11000 RC-125

CG-431 500-400-0- 500 5V-3A 5V-2A 8.3 VCT- 8.3 VCT- RC-178 CG-121 5 22 5000 11000 RC-150
3306538 100 5A 3A CG-122 7.5/8.3 10 1500 4000 RC.125

-0- CG-124 10 10 1500 4000 RC-150
- itage from 15 RC-125C6-315 'tl;un{agg :gll.tsan\a tlgi% vg%ag_ ST CG-125 14/12/11 10 1500 4000 RC-150

. DC voltage from 75 RC-152 CG-126 *14/11/10 10 1500 4000 RC-152
ST T o mu ok £50"SA , ity w0
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CASE SIZES .
w

M Lbs.

o 
e 

s

No. H w D

u-l 1% 2-13/16 1% 2% 1
G-2 2-5/16 3% 1-15/16 3% 1%
6-3 2% 3% 3-5/32 3% 3
G-4__ 3-15/186 4% 2-5/16_3% 3

CLASS R INPUT TBANSFBBMERS

SPECIBI- SERII‘.’S MAUDIO TRHNS!‘ORMERS
UTC Special Series transtormers are specifically designed for

amateur and popular-priced PA service. The Special units care
finished in a rich, commercial type medium gray enamel. A re-
cessed terminal strip is provided permitting above chassis or
breadboard wiring in addition to standard chassis type wiring.
the universal windings provided on driver, matching and output
transiormers assure a maximum of flexibility, Modulator output
units will carry the DC current of the class C stage for any of
the impedances available and will match practically any audio
tubes to any RF load within the power rating of the trans-
former. Large components are housed in formed cases with top
or bottom mounting. All units are vacuum impregnated—com-
pound filled.

TYPICAL MODULATOR COMBINATIONS
S-18 — 12 WATTS MAX.

DRIVER TUBES: In the combinations shown below, typical suit-
able driver tubes are: 27, 30, 37, 49, 53, 56, 76, 79, 89, 6A6, 6C5,
6C6 triode, 6E6, 6N7.

Type No. Application Ratio Case
. . DRIVER MODULATOR S‘TAGIs-1 1 plate* to 1 grid 3% :l o2 See. PP, Watts Plats Blas

82 1 plate” to 3 grids ii - Transf. Term. Tubes Output P.P. Load Voits Voits

53 T piate” to Lor 2 srids t type 3:1 G-i S-2 G-g SES : L8 14,000 250 27
§-4 1 plate* to 2 grids wide range 11 G-3 S-8 G-G 19, 176G 2.1 10,000 135 0
S$-5 Single or double button mike or line to 1 16:1 G-2 S-8 G-G 30 - 2.5 10,000 180 18

grid hum-bucking type S8 G-G 49 3.5 12,000 180 0
8.6 1smclx° or doubtlvolggenon mike or line to 16:1 G-1 S-8 G’ -G 89 3.5 10,000 180 0

grid, conwux .. - y87 Single plate*® and carbon mike to one 3:1 G-2 g 2 _ GG - 25L6 4 4,000 110 1.5
Single plate 16:1 -8 -G 627G 4.2 12,000 180 0

- $-2 G-G 6Y6Q 7 4,000 135 18.5

+ Will match tubes like 56, 6C5, 6C6 triode, 77 triode, 37 eto. Can be used 58 GG T9. 6T7G 3 T4.000 250 N
with high mu triodes with loss in low frequemcies. S8 oo SACSG 3 10,000 250 0

S-8 GG’ 53, 6A8 10 10,000 300 0

TRANSFORMERS A3 628“NIVEBSAL DBIVEB S-2 G-G %figb“c?ém 10 5,000 325 750 ohms
{See Modulator chart for tube types) oase 57T GG 485 T o000 3009

Type No. Applisation S-8 G-G 45 10 5,000 275 770 ohms
$-8 Single driver plate to 1l grids G-3
8-9 Pushpull driver plates to grids of class B G-4 SINGLE TUBES Prl. Load

tubes Up 1O 40%:;::\“16)& imilar plates G-3 43, 45, 59, T1A, 12A5, 25A6, 25A7 4,000 ohms
$-10 Pushpuil 56, & e, 6C5, or 8 - 31, 46, 59, 6V6, 33 8,000 ohma

{ fixed bias. » 46, 59, 6V, .16'. 2A3's or 0L8's, salf o 51 FGQ 33, 42, 48, 47, 40, 89, 2A5, 6F6, 6B5 7,000 ohma
59, 89 d 8,000 ohma

MATCI’“NG TBANSF“BMEBS 10, 41, 32, 6GG, 6K6 10.000 ohms
38, 12A7 14,000 ohms

Type No. Applioation . Pri. Ohms Sec. Ohms Caso
2S-1i Stngle 56, 6C6 triode, 6C5 ...... 15,000 200/500 G

or simliaF tubs to line, PR S-19— 30 WATTS MAX.
§:12 Linetospeaker 13 matis. B0. 20001000 T isis G4 (53. 56, 6C6 triode, 6N7, may be substituted for 6CS tubes)

MODULATOR STAGE
DRIVERL OUTP UT TBANS}'UR MERS Tube or P.P. Watts P.P, Plate Bias“ Nl v E R Tubes Transf. Terms. Tubes Output Lead Veits Volts

TO LINE AND VOICE COIL s si0__aa___eve 5 sew s %
hm 6C5 S-2 G-G b5 135 10,000 325 0(Secondary Impedances: 500, 15, 8. 2 ohms) 85 S0 GG 245, 6A3 15 3.000 325 7}

Tyve 45, 843G,

na. Frimary o Class Case 85 8-10 GG 245, 42 0 10,060 375 340Watts Impedance ubes - ?,,";6: [, g
(]

RV p v 2A3, 6A3, 6A5, 8B4, 6L6, 66, A G-2 7A5 538 G-a 243, 42, 1§ 6000 380 3
4000 ohms 31,43, 45, 4. 6ve, 1245, 1246 A 6.

7000 ohms 54T 4 4T 40, 305, 6ACS. A D §8 0-@ Panldl 0 5000 300 o
10,000 ohins 37, 38, 41, 1G5, 3C5, 6A4, 6NY A 2 5. gas.

$.15 P, P. Tubes: P AB - 45 $-3 G- 10, 1003 5 3,000 435 50
f2W. 2300 ohma 45, 2A3, 6A3, BAS, 6B4 B 15 ] GG’ 4% 59 25 8,000 435 0

10,000 ohms 30, dus %fig-”(gNngl\%-"- 49, 53, 4 45 S8 o-G7__ 8dl 28 7,000 __ 425 5
S-16 3000 ohms 75, 43, 2A3, 6AS, 6A5, 6B4, 25L6 AB G4 65 s-i0 G-@ 8148 self 30 9,000 400 23
30W. 6000 ohms 42, 25, 6F8 tricdes

9000710000 ohms 42, 45, , B

S0 obes GL?S's‘ AB: G5 S-20 — 55 WATTS MAX.
- . AB155 W. 4500/5000 ohms 4—8LE's DRIVER MODULATOR STAGE48, 1608. 809 B P.P. Sec. P.P, W Piate Plats Blas Bias

Tubes Transt. Term, Tubes O'tp't Lold Voits Trisf. ants Trsf,

UMVEBS AL Mnn"l. ATI“N TBANSFUBMEBS Sixigle 8-8 - 46 40* 5000 470 8-44 0

A3 S8 11 801 45 10000 600 B-45 75 S§-51
Secondary carries class C current A3 S99 33 1608 50 5000 425 8-44 15 S-51Any modulator tubes to any RF load. (See chart) 333 X g E 8000 600 S45 %0 Bl

Type No. Audio Power Case S'uualgle 8-8 G/-G/ géu. 56 3000 425 S-44 0
S-18 12 watts 23 6C5 S-10 G-G 211.362 60 3800 400 S-39 25 §-51

o gg :::: &5 iC5 S0 GG 1615 604500 400 S-40 23
::"’ o eatts 67 A3 S99 33 309 80 5000 500 S41 0
5:22 250 watts G-9 * Above manufacturers’ rating, but f 1y loyed by f
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B
- UTC SPECIAL SERIES POWER EQUIPMENT

UTC Special Series power supply components are de-
signed specifically for amateur and popular-priced PA
service, The ratings are based on such applications and
recommended for ICAS intermittent use. For commercial
applications, CG& or LS grade components should be
employed. Tapped coil structures on power and bias
supply transtormers atford maximum ilexibility, permit-
ting a given transtormer to be used with many circuits
and types of tubes. Stand by service should not be
obtained by interrupting high voltage center tap.

" CASE SIZES
op.2A3 S-21 — 115 WATTS MAX. e o . . M

Driver MODULATOR STAGE 6-5 3% 3% 1% % 27/ 4%
§-9 Transf. P.P. Watts P.P. Plate Plate Blas Bias =
See. Torm. Tubes Output Load Voits Transf. Volts Trsf. g-; 4% 4% 5% 4-27/3; 3:5/32 1:

- 4% 5% 5% 4-35/322 TZ-20 70 12000 S0 S-46 0 _ &5 5;‘ 5;‘ 6% 6-3/31 4-19/83 3l
11 T-30 70 12000 800 S-46 10 531 610 5% 6% 8% 5-15/18 5-13/33

e e 1l be s s o- -46, - G-12 10y 1% 9% 8% (1))1-1 807 30 6600 800 8-45 30 §-51 %
1-1 300, RE-30 90 8600 750 S-45 10 8-51
Tl s, BK-30 10013006 1000 847 55 8l COMBINED PLATE AND FILAMENT UNITS
33 309 100 3400 750 8-45 5 S5l .
32 3326 100 8600 850 _ 5-46 30 8-51 Primary 115 V. — 50/60 Cycles
- - - Type D.C. Rectifier )

:_: :.2"4: i‘z ;zz ;:: :_:2 32 S-51 rfo. Voltage v Fil. Fil. No. | Fil. No. 2 Case No.
11 50T 100 8000 1000 841 90 85l 8-30 490-400-0- 25V.CT. 63V.CT. G-7
33 RK-18 100 13000 1000 . 8-47 50 S8-51 175 Ma. 400/310 5 V.-3A -6A 44
1-1 HK-354 100 15000 1000 - B-47 80 8-51 §40 525-425-0-

> 345 105 8800 1250 8-47_ 336 S-52 425-025 wosso ’ 5v.sa s gver 67
3-3 RK-81 110 14000 1000 S-47 0 §41600-0-600 A
1-1 7 ) 3000 W00 S-44 25 8-51 . tapped 6.3 V.C.T. G-7
33 35-T 116 11000 1000 §-47 30 8-51 ) 200 Ma. 475 5V.-34 "«f{ ;’-‘}3" 2A

* Reverse 8-9 transformer using terminals 1-1 for plates and P.P. for grids. ) 23‘5’3233"" tapped 6.3V.C.T. G-8
. . 300 Ma, 4807400 5V.-3A 6.3 V.-3A 34

. §43 525-0-525
8-22 — 250 WATTS MAX. ~ 450 Ma.

P.P.-2A3 : 40-0-40, 5V.-3A 63V.CT. 63V.CT. &9
Driver MODULATOR STAGE 200 Ma. 400 5V.-6a 24 54

$-9 Transt. P.P. T Watts . Piate Plate Bilas Bias * Basad on two section filter, choke input.
Sec. Term. Tubes Output Load Voits Transf, Voits Trsf. -

S T T TR Y R R PLATE TRANSFORMERS—BIAS TRANSFORMERS
. 50T 350 40000 2000 S-50 180 8-52 Primary 115 V. — 50/60 Cycles
0 50 T 160 17000 1500 8-49 140 5-53 _— DC

2.2 TZ-40 175 6800 1000 847 ) Typs No. High Voltage DCV Current Case No.
11 T-55 178 3900 000 547 m &30 S-44 575-535-0-545-575 4707430 500 Ma. G-9
11 FES 325 9600 FOT E—Y 0 851 545 900-750-0-750-900 750/620 200 Ma. G-8
33 1F-100 300 7000 1000 547 % 851 $-46 1000-750-0-750-1000 825/600 300 Ma. G-9
3-2 HF-100 250 13000 1500 8-49 52 S-51 8-74 I1)1751-5tm-0t-i%oo-1115 1238 Hfio‘? fi"“ G-10

&r33 100 TH 200 5200 1000 847 0 5 S50 10000 =
2-3 100 TH - 250 7200 1350 8-47 0 1000-1250-1500 ¢ 1275/1050/825 300 Ma. G-10
[ 100 TL 170 5200 1000 S47 90 8-51 §38 1500-1250- 1000-0-
[ 100 TL - 330 7300 1250 8-47 112 8-52 1000-1250-1500 . 1300/1075/859 500 Ma. G-l
. . 8- $-49 2100-1800-1500-0
R R = : 1500-1300-3100 1815/1540/1276 300 Ma. __ G-il

- S-50 3000-2500-0-2500-
2-2 ZB-120 245 9000 1250 8-47 [] 3000 2625/2175 300 Ma. G-12

* HK-15¢ 200 7500 1000 8-47 185 8-52 §.51 Will supply any bias voltage from 15 to 100 200 Ma. G-5
v HK-156 335 11400 1250 S-4T 310 B-52 volta DC within approximately 6% of desired

11 2084 200 900 1000 S-47 8 851 §-52 vvt’li‘ll.l&sunply any bias voltage from 75 to 400 200 Ma. G-711 2034 350 9000 1250 S-47 46 5°51 volis DC within approximately 6% of desired
33 3032 200 6900 1000 S8-47 0 value.
33 208 2 350 6700 1100 847 0 ¥ ?lsg%omwwuon Aliter for 200 Ma."and 300 Ma. units, single section fllter
i1 a1 200 6900 1000 8-41 71 8-51 or ts, both e input. :
11 311 250 . 9000 1350 S-47__ 100 8-61 t 200 Ma. If used alone 4300 Ma. if used alone
11 HK-354 230 15000 1500 S-49 100 §-51T W0 e Bm B4 15 88 FILAMENT TRANSFORMERS
-] s el oo S4B S8 Primary Tapped 105, 115 Volts — 50/60 Cycles
2-2 338 350 8000 1350 S-47 0 Type No. Voits Current i Case No.

* Reverss 8-9, using 2-2 for plates and P-P for grids. 8-53 2.5 VCT 10 A. 1500 V. G-3
1 Reverse 8-9, using 1-1 for plates and P-P for grids $.54 5 VOT 1A 2500 V. G-3

§-55 6.3 VCT 3 A 1500 V. G-8
n §-56 7.5 VCT 3A. 1500 V. G-3FILTER, SWINGING, AND AUDIO CHOKES 336 15 VO 34 T &3

T Induct. , Case S-58 2.5 VCT 20 A, 10,000 V. G-5
o Servies ance Current Resistance Insulation Ne. 8-59 5 to 5.25 VOT 13 A, 5000 V. G-5

$°60 5 to 5.25 VCT 22 A. 10,000 V. G-7
8-23 Audio 500 Hy. 5 Ma. 6000 ohms 1500 V. G-2 ,
520 PP 500 g §-61 7.5 VCT tapped 10 A. 3000 V. G-5

Choke C.T. 3 Ms. 4000 obms 1500 V. G-2 6.3 VUL
825 Filter 30 Hy. 30 Ma. 900 obms 1500 V. G2 s-62 10 yOT 10 A. 3000 V. G-§
826 ¥iler 15 Hy. 60 Ma. 230 ohms 1500 V. __ G-2 8-63 14 YCT tapped 10 4. 5000 V. 6-7
8-27 Fllter 30 Hy. 76 Ma. 350 ohms 1500 V. G-4 11 VCT
§-28° Filter 20 Hy. 100 Ma. 350 ohms 1500 V. G-4 Type
8.29 Filter 10 Hy. 175 Ma. 95 ohms 1500 V. G-4 No. Fil, ) Fil. 2 Fill. 3 tnsutation Case No.
830 Swinging _ 5/25 Hy. 175 Ma. 95 ohma 1500 V. G-4 §-64__ 2.5 VCT-5A 2.5 VCT-54 5 VCT-6A 3000 V. G-5
8-31 __ Filter 20 Hy. 325 Ma. 120 ohms 2700 V. G-5 §-65__ 2.5 VCT-54 5 VCT-44 6.3 VCT-34A 3000 V. G-5
§-32__ Swinging__ 5/25 Hy. 225 Ma. 120 ohms ___ 2700 V. G-5 866 2.5 VCT-10A 7.5 VCT-6.5A 3000 V. G-5
§-33__ Filter 20 Hy. 300 Ma. 90 ohms 4000 V. G-7 §-67 5 VCT-6A 6.3 VCT-5A 3000 V. G-5
§34__ Swing 5/25 Hy. 300 Ma. 90 ohms 2000 V. G-7 §-68__ 5 VCT-3A 6.3 VCT-44 7.5 VCT-54 3000 V. G-5
§35__ Fllter 20 Hy. 400 Ma. 85 ohms 5000 V. G-8 $.69 6.3 VCT-34 7.5 VCT-6.5A 3000 V. G-5
§-3 _ Swag 5/35 Hy. 400 Ma. 35 ohma ___ 5000 V. G-8 §770 6.3 VCT-3A 6.3 VCT-5A 3000 V. G-5
§37 _ Witar 20 Hy. 550 Ma. 60 obms 6000 V. G-8 $71 2.5 VCT-6A 2.5 VCT-6A 2.5 VCT-12A__ 10000 V. G-7
828 o 5/35 Hy. 550 Ma. 60 ohms ___ 6000 V. G-8 §:72__ 5 VCT-3A 5 VCT-3A 5 VCT-6A 5000 V. G-5
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VARITAP DUPLICATE REPLACEMENT
POWER VTRANSFIIBMEBS A

H Cakiadd Dimensions, In.
Type Voit- Rect. wt.
No. age Fil. Fil. § Fil.2 W D H M N Lb.
R-1 325-0- 5V-2A 6.3 VCT- 3 2% 2% 2% 2 2%

325 24 or 2.5-
40MA VCT-4A

R-2 3850-0- 5V-3A 6.3 VCT- 3% 2% 3 2-13/18 2% 3
350 2.5A or 2.5
TOMA VCT-8A

R-3 350-0- 5V-3A 6.3 VCT- 2.5 3% 3% 3% 3% 2% 5%
350 4,5A or 2.5- VCT-

___9MA VCT-454 9A
R-4 375-0- 5V-4A 6.3 VCT- 1.5 4% 3% 3% 3% 3 6%

375 . 5A or 2.5- VCT-
120- VCT-5A 16A
MA

R-5 3885-0- 5V-4A 6.3 VCT- 8.3 4% 3% 4% 3% 3 8%
385 4A or 2.5- VCT-
180~ VCT-6A 5A
MA

High Dimensions, In. B
Lyp Voite Rect. wt.

0. age Fil. Fil. | Fll.L2 W ] H M N Lb.
R-6 30u-0- 5V-2A 6.3 VCT- 3 2% 3 2% 2 2%

300 2A or 2,5-
50MA VCT-54

R-7 350-0- 5V-3A 6.3 VCT- 2.5 3% 2% 3% 2-13/16 2% 3
350 3A0r2.5- VCT-
T5MA VCT-3A 8A

R-8 375-0- 5V-3A 6.3 VCT- 2.5 3% 3% 3% 3% 2% 5%
375 4A or 2.5- VCT-
100- VCT-4A 10A
MA

R-9 400-0- 5V-3A 6.3 VCT- 6.3 4% 3% 4 3% 3 815
400 4A or 2.5- VCT-
126- VCT- 2A or
MA 2.5

VCT
10A

R-10 425-0- 35V-8A 6.3 VCT- 6.3 4% 3% 4% 3% 3 3%
425 5A or 2.5- VCT-
200- VCT-5A 3A or
MA 2.5

VCT-
12A

High Dimensions, In.
Type Volte Reot. wt.
No. age Fil. Fil. | Fil.2 W D H M N Lb.
R-54 300-0- 5V-2A 6.3 VCT- 25 2% 3% 2 1% 3%

300 2A or 2.5-
50MA VCT-5A

R-11 350-0- 5V-3A 63VCr- 25 3 3% 3% 2% 2y 3%
350 3A0rd5 VCT-
T5MA VCT-3A 8A

R-12 375-0- 5V-3A 63VCT- 63 3% 3% 4 2% 2% 6
375 4A or 2.5- VCT-
100- VCT-4A 2A or
MA 2.5

VCT-
8A

R-13 425-0 5V-3A 6.3VCT- 63 3% 4% 4% 3 3% 8%
425 5A or 2.5- VCT-
200- VCT-5A 3A or
MA 2.5

VCT-
12A

FILTER AND AUDIO CHOKES D
Inductance Shown Is at Rated D.C.M.A.—Insulation Test: 1750 Volts

Type Induct. ":'n'.'." Dimensions, ins.
No. Hys. Current Ohms w D H M Lbs.
R-55 6 40MA 300 2% 1% 1% 2 %
R-14 8 40MA 250 2% 1% 1-11/16 2% %
R-15 12 S0ALA 450 2% 1% 1-11/16 2% %
R-i6 15 30RLA 600 2% 13 1-11/18 2% %
R-17 20 40MIA 850 3-5/16 1% 2 2-13/16 1
R-18 8 SOMA 250 3-5/18 1% 2 2-13/18 1
R-19 14 1003MA 450 3% 1% 3-5/16 3% 1%
R-20 7 160AMA 100 4% 2 2% 3-9/16 2%
R-21 4/20 160MA 100 4% 2 2% 3-9/16 2%
R-22 120 SMA 4000 3-5/16 1% 2 2-13/18 1

Pr. 115 V. 50/60 Cycles—1500 V. Breakdown
Typ Dimensions, Inches wt.
No. S dary D H M Lbs.
FT-1 2.5 V.C.T.-3A 2% 13% 1-11/18 2% %
FT-2 6.3 V.C.T.-1.2A 2% 1% 1-11/16 2% %
FT-3 2.5 V.C.T.-6A 3-5/16 156 2 2-13/16 1
FT-4 6.3 V.C.T.-2.5A 3-5/16 15§ 2 2-18416 1
FT.5 2.5 V.C.T.-10A 3% 1% 2-5/16 3% 1%
FT-6 5 V.C.T.-3A 3% 1% 2-5/18 3% 1%
FT-7 7.5 V.C.T.-3A 3% 1% 2-5/18 3% 1%
FT-8 6.3 V.C.T.-6A 4% 2% 2% 3-9/18 23
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'UTC BREPLACEMENT TYPE COMPONENTS
The UTC replacement type transformers represent the culmina-
tion of years of development in this field. All units are vacuum
sealed against humidity with special impregnating materials
to prevent corrosion and electrolysis. Shells and brackets are
finished in attractive high lustre black enamel.

The UTC shells and universal brackets employed make possible
a latitude in mounting dimensions never approached heretofore
Using Varitap coil construction a minimum number of trans-
formers have been developed to cover any requirement in the
replacement field.

Through unique construction the five UTC Varitap Duplicate
replacement transformers will service as many types of radic
receivers as the 15 or 20 units more customarily employed for
such service. The universal feet may be used for upright or
horizontal mounting, or eliminated fer flush mounting.

B

UTC flush type transformers are husky units designed for low
temperature rise and good regulation. By employing a Varitap
universal coil structure, the five units described are universal
in application. The rugged solder terminals permit ease of
circuit change for the experimenter.

UTC wvertical power transformers are unusually atiractive in
appearance, having smooth drawn cases finished in high lustre
black encmel. The Varitap coil structure assures flexibility of
application.

Channel frame chokes and audios are conservatively designed.
Standard black enamel mounting channels are employed. Coils
are tropic-sealed by vacuum-pressure method.



Varitap Duplicate audio units are extremely atiractive, the double shells
and universal mounting brackets being tnished in high lustre black
enamel. The figure A units use the UTC universal
bracket. This bracket makes possible four hole
horizontal or vertical mounting and two hole,
channel type, horizontal or vertical mounting. The
coils of these units, in addition to efticient design
and mechanical shielding, are vacuum impreg-
nated and sealed with a special compound to
assure compiete protection against adverse cli-
matic conditions.

-

-—rgure
CLE MIG 1Yo

SHIELDED UNIVERSAL MOUNTING
AUDIO TRANSFORMERS AND FILTER CHOKES

. Vype L Fig. wt.
No. Application Description Lbs.

R-23 1 plate* to 1 grid 3% :1 ratio A 1
R-24 1 plate* to 2 grids 2:1 ratio A 1
R-25 2 plates® to 2 1.5:1 stepup for class A A 1%

grids triodes, 1.5:1 stepdown for
6L6’s, 2A3's, 2Ad’s, etc.

R-26 Driver, 1 plate single 42, 2A5, 6F6, 45, 46 A 1%
to 2 grids

R-27 15 watt All tubes up to 15 watts to any A 1Y%
Universal Output voice c¢oil irom .1 to 30 ohms

R-28 35 watt All tubes up to 35 watts to any B 2145
Universal Output voice coil trom .1 to 30 ohms

R-29 Mike to grid Single or double button mike A 1%
or line to 1 grid

R-30 Filter choke 13 Hys—258 MA—100 ohms C 7
R-31 Wiiter choke 10 Hys— 80 MA—250 ohms A 215
R-32 Flter choke 19 Hys—150 MA—100 ohms B Y
* Will match tubes like 27, 37, 56, 6C6 triode, 6C3. Can be used with high mu

triodes with loss in low freyuencies.

CHANNEL FRAME AUDIO TRANSFORMERS
Dimen., Ins.

ISOLATION TRANSFORMERS
Ideal for isolating hne noise, AC-DC sets, etc. Excellent electrostetic
shielding, 2000 voit breakdown test. Six foot cord and female receptacle.

Primary 110-120 volts, 50/60 cycles—Seocondary 110-120 volts

Type Wgt.
No, Rating Lbs.

R.72 40 watts 4
R-73 100 watts 6
R-74 250 watts 12
R-75 600 watts 20
R-76 1200 watts 30
R-77 2500 watts 70

(no cord)

LINE VOLTAGE ADJUSTERS WITH METER
The rpertect answer to abnormal or fluctua ng
line voltage. Adjust switch so that meter reads at
red line and you know that your equipment is
working at correct voitage.

These units combine a tapped auto-transformer
with @ switch and meter in a compact, rugged
assembly.

The nine tap switch provides for line voltages of
60 to 140 volts on 115 volt output models and 160
to 240 volts on 230 volt output models.
All units are designed for 50/60 cycle service and
come complete with 6 foot input cord ana plug
aud outlet receptacle. . -

Type . Sec. wt.
No. Primary Voltages Voits Watts Lba.

R-78 60, 70, 80, 90, 100, 110, 120, 130, 140 115 150 6
R-79 60, 70, 80, 90, 100, 110, 120, 130, 140 115 300 9
R-80 60, 70, 80, 90, 100, 110, 120, 130, 140 115 600 13
R-81 60, 70, 80, 90, 10v, 110, 120, 130, 140 115 1200 21
R-83 160, 170, 180, 190, 200, 210, 220, 230, 240 230 150 [
R-84 160, 170, 180, 190, 200, 210, 220, 230, 240 230 00 Y
R-85 160, 170, 180, 190, 200, 210, 220, 230, 240 230 600 13 -
R-86 160, 170, 180, 190, 200, 210, 220, 230, 240 230 1200 21 f

EXPORT VOLTAGE ADAPTERType wt.
No. Application Description w 1] H M Los.

R-33 iplate*tol i:lratio 2% 1% L-1i/i6 2% % Complete with cord and plu% and special locking switch providing for line
arid _ _ — voltages of 105, 115, 125, 135, 150, 210, 230, 250 volts; 42 to 60 cycles.

R-34 tl%:te* to2 2:l ratio 28 1% 1-11/16 %% fA Output voltage 115, Similar in appearance to above but without meter.

R-35 Mike to 1 grid 17:1 ratio 2% 1% 1-11/16 2% % Type wot.
R-90¢ Intercomm. 4 ohm to 40,U0Y 2% 1% 1% 2lg 1% No. Rating Lbs.

speaker (o obm grid R.a7 85 watts %
R-53 ledk mike J:1 and 17:1 ratio 2% 1% 1-11/716 23% EA R-48 150 watts 5%

to gri

R-56 1 plateto 2 2:1 ratio 3-5/16 1% 2 2-13/16 1
grids

R-57 lplateto 2 2151 ratio 4% 2 2% 3-9-16 2%grds PHOTO FLASH TRANSFORMERS
R.36 Driver 30, 39, etr, t? ula(.ixs B 2% 13% 1-11/16 2% 34

19, 49, 79, 84 grids c .; = 7 5 = an be used for either standard (Amglo 2R-37 R.F. Ouput %fif&ié%b?fl%fl&%nd 2% 1% 1-1/16 2% % type) or trigger (Sylvania type) multiple
5,000 ohms flash bulbs. Circuit details included with

R385 wa Any single (ubs io % % 1% Ia % transformer.
m:ltl[::tmal ?infov:gllbcgtfr(r’\ls' IS’F-I é’rimury for 115 volts, l5(.)/6;;:10 I.cycl_es,

R-38A 6 watt Aoy Tub Y] 27 9% 13 375 3 econdaries for power supply deliverinU:ivgrsal waiw“m"fili‘y"v&ce % % 1% 8 % 2200 volts DC to condenser up to 100 Mf
coil, .1 to 3U ohms

Any tubes up to 10 2% 1% 1-11/16 2% %,
watts to any voice

coil, .1 to 30 ohms

Any tubes up to 15 3-5/16 1% 2
watts 10 any voice
coil, .1 to 30 ohms

250, 500, 1,500 ohms 2% 1% 1-11/16 2% %

R-59 10 watt
Universal

R-60 15 watt 2-13-16 1
Universal

R-39 10 watt line
Matching to 2, 8, 15 ohms
Transtormer

R-40 25 wart line 250, 500, 1,500 ohms 4% 2% 2% 3-9/16 2%
Matching to 2, 8, 15 ohms
Transformer

* Will match tubes like 27, 37, 56, 6C6 triodes, 6C5. Can be used with high
inu_triodes with loss in low frequencies.

STEP DOWN AUTO-TRANSFORMERS
;With 6 foot cord and female receptacle

220-240 to 110-120 Volts—50/60 Cycles
Type wot.
No. Application Lbs.

R-41 %3 watt capacity 4
R-42 125 watt capacity 3
R-43 175 watt capacity H%
R-44 250 watt capacity 6%
R-45 300 watt capacity 12
R-46 1200 wartt capacity 18
R-64 2500 warts, no cord 30

(30 Mid. charges in 4 Sec.) Compound
sealed in G-3 case 213 x 234 x 2Y; inches
high. Weigh 2 Lbs.

PF-2 For portable photoflash service. Pri-
mary tapped for 4 volt or 6 volt battery
(full wave vibrator). Secondary for power
supply delivering 2200 volts DC to con-
denser up to 60 Mfd. (30 Mfd. charges in
8 sec. with 6 volts or 14 Sec. with 4 volts).
g?‘n};pound sealed in G-3 case. Weight

S.

PF-3 Trigger Transformer 15 KV peak.
7 O.D. x 3" long Wt 2 oz.

TELEVISION TRANSFORMERS
These components are quality designs, vacuum impregnated and fully
compound sealed in heavy steel cases affording a high degree of shielding.

Type wt,
No. Application Case Lbs.

R-91 Horizontal oscillator (15750 cycles) RC-50 1
6;92 Vertical oscillator (60 cycles) RC-50 1
R-93 YVertical output, tapped for different tubes RC-100 1
R-94 Horizontal output (special core), tapped RC-100 4

for adjustment
R-95 2800 vac (4000V-2MA DC) 2.5V-1.8A,, 6.3V-.6A RC.12 5

tapped 2.5V-2.1A. 7000 V test
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A straight edge across known values in any two columns will
locate the corresponding vaiues in the other two columns. For
example, take an inductance of 1 Henry at 50 cycles. A straight
edge across these points will intersect the reactance line at 310
ohms, and the capacity line at 10 mfd. indicating the capacity
required for resonance.
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